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			AM2168-35DC - Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C Single Cell High Current Micropower 600kHz Boost DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C Dual High Efficiency, Low Noise, Synchronous Step-Down Switching Regulators Single Cell Micropower 600kHz PWM DC/DC Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件 x4 SRAM x4的SRAM Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C Micropower High Efficiency 5V/12V Step-Up DC/DC Converter for Flash Memory; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 
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	Part No.	AM2168-35DC AM2168-35PC AM2168-35LC AM2169-70/BRA AM2169-70PC AM2168-70PCB AM2168-45DC AM2168-70/BUA AM2168-55DCB AM2168-45PCB AM2169-40LCB AM2168-55PCB   

	Description	Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C 
 Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Single Cell High Current Micropower 600kHz Boost DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual High Efficiency, Low Noise, Synchronous Step-Down Switching Regulators
Single Cell Micropower 600kHz PWM DC/DC Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
x4 SRAM x4的SRAM
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
Micropower High Efficiency 5V/12V Step-Up DC/DC Converter for Flash Memory; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: AM2168-35PC
	Maker: AMD(先进)
	Pack: DIP
	Stock: 115
	Unit price 
									for :
	    
									50: $0.39
	  
									100: $0.37
	1000: 
									$0.35
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 			 Full text search : Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C Single Cell High Current Micropower 600kHz Boost DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C Dual High Efficiency, Low Noise, Synchronous Step-Down Switching Regulators Single Cell Micropower 600kHz PWM DC/DC Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件 x4 SRAM x4的SRAM Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C Micropower High Efficiency 5V/12V Step-Up DC/DC Converter for Flash Memory; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX4030E MAX4031E 	Low-Cost, 144MHz, Dual/Triple Op Amps with ±15kV ESD Protection
	Maxim

	LT1260 LT1260CN LT1260CS LT1260IN LT1260IS LT1259 	Octal D-Type Edge Triggered Flip-Flops with 3-State Outputs 20-SO 0 to 70
Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown
From old datasheet system
	Linear Technology Corporation
LINER[Linear Technology]

	MAX512 MAX512CPD MAX512CSD MAX512EPD MAX512ESD MAX	From old datasheet system
Stereo Class-AB Audio Amplifier  with Stereo Headphone Drive and I2C Control 24-HTSSOP -40 to 85
CAP 331PF 25V CERAMIC X7R 0201
Low-Cost / Triple / 8-Bit Voltage-Output DACs with Serial Interface
Low-Cost, Triple, 8-Bit Voltage-Output DACs with Serial Interface SERIAL INPUT LOADING, 70 us SETTLING TIME, 8-BIT DAC, PDIP14
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	DG9053 DG9051 DG9052 DG9053DQ-T1-E3 	Precision 8-Ch/Dual 4-Ch/Triple 2-Ch Low Voltage Analog Switches/Multiplexers 精密8-Ch/Dual 4-Ch/Triple 2通道低电压模拟开多路复用
	Vishay Intertechnology,Inc.
Vishay Intertechnology, Inc.

	KM4270 KM4270IC8 KM4270IM8 KM4270IM8TR3 KM4270IC8T	XTAL MTL SMT HC49/USM 双路，低成本.7VV的，轨对轨输输出放大
Dual/ Low Cost/  2.7V and  5V/ Rail-to-Rail I/O Amplifier
Dual, Low Cost,  2.7V and  5V, Rail-to-Rail I/O Amplifier
	Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	CVA2405 CVA2405T 	Low Cost Triple CRT Driver
	Calogic LLC
CALOGIC[Calogic, LLC]

	CVA2400T CVA2400 	Low Cost Triple CRT Driver
	CALOGIC[Calogic, LLC]

	AD8073JRZ 	Low Cost Triple Video Amplifier
	Analog Devices

	CVA2411 CVA2411TX 	Improved Low Cost Triple CRT Driver
	CALOGIC[Calogic, LLC]

	ADA4861-3 ADA4861-3YRZ ADA4861-3YRZ-RL ADA4861-3YR	High Speed, Low Cost, Triple Op Amp
	Analog Devices

	CVA2415 CVA2415T 	Low Cost Triple 65MHz CRT Driver
	CALOGIC[Calogic, LLC]

	ADTL08207 ADTL082JR ADTL082JR-REEL ADTL082JR-REEL7	Low Cost JFET Input Dual Operational Amplifier
Low Cost JFET Input Operational Amplifier; Package: MSOP; No of Pins: 8; Temperature Range: Industrial
Low Cost JFET Input Operational Amplifiers
Low Cost JFET Input Operational Amplifier; Package: SOIC; No of Pins: 14; Temperature Range: Commercial QUAD OP-AMP, 10000 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDSO14
Low Cost JFET Input Operational Amplifier; Package: SOIC; No of Pins: 8; Temperature Range: Commercial
	Analog Devices, Inc.
ANALOG DEVICES INC
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