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			UPD30100GC-40-7EA - Transmitter; Package: PG-TSSOP-16; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C Transmitter; Package: PG-TSSOP-16; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 &#176;C 64位微处理 
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			 Related Part Number
	
					PART	Description	Maker
	N8T97 N8T98 N8T95 N8T98N 8T95 8T96 8T97 8T98 N8T95	8-Channel, 10-Bit ADC with I2C Compatible Interface in 20-Lead TSSOP; Package: TSSOP; No of Pins: 20; Temperature Range: Industrial
High Speed Hex 3-State Buffers/Inverters 高速六角三态缓冲器/逆变
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	ACCT16LTE470M220M ACCT16LTE121M181M ACCT16LTE121M8	RC NETWORK, BUSSED, 0.8W, 47ohm, 0.000022uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 120ohm, 0.00018uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 120ohm, 0.000082uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 150ohm, 0.000022uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 150ohm, 0.000056uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 22ohm, 0.00018uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 39ohm, 0.000047uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 56ohm, 0.000033uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 47ohm, 0.00015uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 33ohm, 0.00015uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 39ohm, 0.000068uF, SURFACE MOUNT, TSSOP-16 TSSOP
RC NETWORK, BUSSED, 0.8W, 120ohm, 0.00012uF, SURFACE MOUNT, TSSOP-16
RC NETWORK, BUSSED, 1W, 120ohm, 0.0001uF, SURFACE MOUNT, QSOP-20
RC NETWORK, BUSSED, 1W, 120ohm, 0.000022uF, SURFACE MOUNT, TSSOP-20
	KOA Speer Electronics,Inc.
KOA SPEER ELECTRONICS INC

	AD7928BRUZ-REEL AD7908BRUZ AD7908WYRUZ-REEL7 AD790	8-Channel, 1 MSPS, 12-Bit A/D Converter with Sequencer in 20-Lead TSSOP; Package: TSSOP; No of Pins: 20; Temperature Range: Industrial 8-CH 12-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDSO20
8-Channel, 1 MSPS, 8-Bit A/D Converter with Sequencer in 20-Lead TSSOP; Package: TSSOP; No of Pins: 20; Temperature Range: Commercial 8-CH 8-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDSO20
8-Channel, 1 MSPS, 8-/10-/12-Bit ADCs
8-Channel, 1 MSPS, 10-Bit A/D Converter with Sequencer in 20-Lead TSSOP; Package: TSSOP; No of Pins: 20; Temperature Range: Industrial
	Analog Devices, Inc.
ANALOG DEVICES INC

	AT24C04Y3-10YI-1.8 AT24C04Y3-10YI-2.7 AT24C04Y1-10	SERIAL EEPROM|512X8|CMOS|LLCC|8PIN|PLASTIC
SERIAL EEPROM|1KX8|MOS|LLCC|8PIN|PLASTIC
SERIAL EEPROM|2KX8|CMOS|LLCC|8PIN|PLASTIC
512 X 8 I2C/2-WIRE SERIAL EEPROM, DSO8 6.40 X 3.65 MM, ARRAY PACKAGE, TSSOP-8
128 X 8 I2C/2-WIRE SERIAL EEPROM, DSO8 6.40 X 3.65 MM, ARRAY PACKAGE, TSSOP-8
256 X 8 I2C/2-WIRE SERIAL EEPROM, DSO8 6.40 X 3.65 MM, ARRAY PACKAGE, TSSOP-8
	Atmel, Corp.

	MICRF104BM MICRF104 	1.8V, QwikRadio UHF ASK Transmitter
1.8V, QwikRadioUHF ASK Transmitter
1.8V QwikRadio UHF ASK Transmitter
1.8V, QWIKRADIO⒙ UHF ASK TRANSMITTER
1.8V, QwikRadio⑩ UHF ASK Transmitter
QwikRadioTM UHF ASK/PC Transmitter
	Micrel Semiconductor,Inc.
MICREL[Micrel Semiconductor]

	DAC8043A DAC8043A1ESZ DAC8043A1FSZ DAC8043AESZ DAC	12-Bit Current-Out DAC in TSSOP-8 Package
	Analog Devices

	PIC16CE623-04/P PIC16CE623-04/SO PIC16CE623-04/SS 	3.3V / 5V ECL 8-Bit Differential Parallel/Serial Converter; Package: 32 QFN, 5 x 5 mm, 0.5 mm pitch, exposed pad; No of Pins: 32; Container: Tape and Reel; Qty per Container: 1000 检察官办公位CMOS微控制器EEPROM数据存储
3.3V / 5V ECL D Flip Flop with Reset adn Differential Clock; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100 检察官办公位CMOS微控制器EEPROM数据存储
3.3V / 5V ECL Differential Data and Clock D Flip-Flop; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100 检察官办公位CMOS微控制器EEPROM数据存储
OTP 8-Bit CMOS MCU with EEPROM Data Memory 检察官办公位CMOS微控制器EEPROM数据存储
3.3V / 5V ECL Coaxial Cable Driver; Package: DFN8 2.0x2.0x0.9mm, 0.5p; No of Pins: 8; Container: Tape and Reel; Qty per Container: 1000 检察官办公位CMOS微控制器EEPROM数据存储
BBG ECL MLTIPLXR DIFF; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500 检察官办公位CMOS微控制器EEPROM数据存储
3.3V / 5V ECL Dual Differential 2:1 Multiplexer; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500 检察官办公位CMOS微控制器EEPROM数据存储
3.3V / 5V ECL 8-Bit Differential Parallel/Serial Converter; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tape and Reel; Qty per Container: 2000 检察官办公位CMOS微控制器EEPROM数据存储
3.3V / 5V ECL 6-Bit Differential Register with Master Reset; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tray; Qty per Container: 250 检察官办公位CMOS微控制器EEPROM数据存储
3.3V / 5V ECL 8-Bit Differential Parallel/Serial Converter; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tray; Qty per Container: 250 检察官办公位CMOS微控制器EEPROM数据存储
3.3V / 5V Triple ECL Input to LVPECL/PECL Output Translator; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500
BBG ECL TRPL ECL/PECL; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500
BBG ECL TRPL ECL/PECL; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Rail; Qty per Container: 75
3.3V / 5V ECL Dual Differential 2:1 Multiplexer; Package: 20 PIN QFN, 4x4; No of Pins: 20; Container: Tape and Reel; Qty per Container: 3000
Operational Amplifier (Op-Amp) IC; No. of Amplifiers:1; Slew Rate:0.25V/us; Amplifier Output:Single-Ended; Offset Voltage:10uV; Op Amp Type:Low Power; Package/Case:8-SOIC; Single Supply Voltage Min ():2.7V; Supply Current:0.5mA RoHS Compliant: Yes
3.3V / 5V ECL 6-Bit Differential Register with Master Reset; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tape and Reel; Qty per Container: 2000
3.3V / 5V ECL 6-Bit Differential Register with Master Reset; Package: 32 QFN, 5 x 5 mm, 0.5 mm pitch, exposed pad; No of Pins: 32; Container: Rail; Qty per Container: 74
3.3V / 5V ECL D Flip Flop with Reset adn Differential Clock; Package: DFN8 2.0x2.0x0.9mm, 0.5p; No of Pins: 8; Container: Tape and Reel; Qty per Container: 1000
3.3V / 5V ECL 4:1 Differential Multiplexer; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500
3.3V / 5V ECL 2:1 Multiplexer; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
3.3V / 5V ECL 4:1 Differential Multiplexer; Package: 20 PIN QFN, 4x4; No of Pins: 20; Container: Tape and Reel; Qty per Container: 3000
3.3V / 5V ECL 4:1 Differential Multiplexer; Package: 20 PIN QFN, 4x4; No of Pins: 20; Container: Rail; Qty per Container: 92
3.3V / 5V ECL D Flip Flop with Reset and Differential Clock; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
3.3V / 5V ECL D Flip Flop with Reset and Differential Clock; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
CONNECTOR ACCESSORY
3.3V / 5V ECL 2:1 Multiplexer; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
	Microchip Technology, Inc.
Microchip Technology Inc.

	90-0171 	PACKAGE LAND PATTERN, (U28) 4.4MM TSSOP
	Maxim Integrated Products

	MAX6432FGUS-T MAX6432BGUS-T MAX6432OQUS-T MAX6432O	Super Voltage Converter; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
±15kV ESD Protected,  3V to  5.5V, 1mA, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP
±15kV ESD Protected,  3V To  5.5V, 1mA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 28-SSOP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP T&R
CMOS Static Clock Controller/Generator; Temperature Range: -55°C to 125°C; Package: 24-FlatPack
Programmable Low Power Op Amp; Temperature Range: -55°C to 125°C; Package: 10-FlatPack
Quad, 5.0V Differential Line Rcvr, TTL Enable; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
3.3V Quad Differential Line Driver; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
Low Noise Quad Operational Amplifier; Temperature Range: -55°C to 125°C; Package: 14-FlatPack
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-SSOP T&R
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: -40°C to 85°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 18-SOIC T&R
CMOS Voltage Converters; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
 5V Powered, Dual RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R
Programmable Data Buffer; Temperature Range: 0&degC to 70°C; Package: 44-PLCC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
Serial I/O Filter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SSOP
1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Decimating Digital Filter; Temperature Range: - 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15KV ESD Protected, 1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Dual, Non-Inverting Power MOSFET Drivers; Temperature Range: -; Package: 16-FlatPack 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Four-Channel Programmable Digital DownConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 196-BGA 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
CMOS Voltage Converters; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Dual FIR Filter; Temperature Range: 0&degC to 70&deg;C; Package: 100-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Numerically Controlled Oscillator/Modulator; Temperature Range: 0&degC to 70&deg;C; Package: 160-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Analog IC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 模拟IC
	Maxim Integrated Products, Inc.

	P6SMBJ8.0 P6SMBJ8.0A P6SMBJ8.0C P6SMBJ6.0 P6SMBJ6.	3.3V ECL  4-Input OR/NOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
5V ECL Quint 2-Input XOR/XNOR Gate; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500
Quad 4-Input OR/NOR Gate; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37
5V ECL 1:9 Differential PECL/NECL RAMBus Clock Buffer; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37
3.3V ECL Differential Clock D Flip-Flop; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
5V ECL 2-Input Differential AND/NAND; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
5V ECL 2-Input XOR/XNOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
3.3V ECL Differential Clock D Flip-Flop; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
NECL OUTPUT TRANSLATOR; Package: SOIC-20 WB; No of Pins: 20; Container: Tape and Reel; Qty per Container: 1000
3.3V ECL ÷2 Divider; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
5V ECL Divide by 2 Divider; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
5V ECL Divide by 2 Divider; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
3.3V ECL 1:5 Clock Distribution Chip; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38
3.3V / 5V ECL Dual Differential 2:1 Multiplexer; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38
3.3V ECL Triple D-Type Flip-Flop with Set and Reset; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38
3.3V Dual Differential LVPECL to LVTTL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 表面贴装瞬态电压抑制器
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
ECL/TTL Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 表面贴装瞬态电压抑制器
BBG ECL COUNTER 6BIT; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 表面贴装瞬态电压抑制器
2.5V / 3.3V 1:5 Dual Differential ECL/PECL/HSTL Clock Driver; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tray; Qty per Container: 250
2.5V / 3.3V ECL &#247;2, &#247;4, &#247;8 Clock Generation Chip; Package: SOIC 16 LEAD; No of Pins: 16; Container: Rail; Qty per Container: 48
   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
	http://
TRSYS
Transys Electronics Ltd.
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	TDK5110F 	434 MHz ASK/FSK Transmitter in 10-pin Package
	Infineon Technologies AG

	TDK5101F 	315 MHz ASK/FSK Transmitter in 10-pin Package
	INFINEON[Infineon Technologies AG]
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