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			 Related Part Number
	
					PART	Description	Maker
	0526035410M 0526050310M 0290016422MH10-R 052601042	CAPACITOR 100UF 35V
CAPACITOR 10UF 50V
CAPACITOR 220UF 16V
CAPACITOR 220UF 10V
CAPACITOR 330UF 10V 10V的电330UF
CAPACITOR 47UF 35V 电容47UF 35V
	Sanyo Electric Co., Ltd.
Atmel, Corp.

	TCKIV475DT 	4.7UF, 10%, 35V, TANTALUM CAP, TANT, 35V, 2917 CAPACITOR, TANTALUM, SOLID, POLARIZED, 35 V, 4.7 uF, SURFACE MOUNT, 2916
	Cal-Chip Electronics

	ADT7301ARM ADT7301ARM-REEL ADT7301ARM-REEL7 ADT730	DIGITAL TEMP SENSOR-SERIAL, 13BIT(s), 4Cel, RECTANGULAR, SURFACE MOUNT LEAD FREE, PLASTIC, MO-178AB, SOT-23, 6 PIN
13-Bit, 0.5C Accurate, MicroPower Digital Temperature Sensor in 6-Lead SOT-23
13-Bit/ 0.5C Accurate/ MicroPower Digital Temperature Sensor in 6-Lead SOT-23
13-Bit, ±1ºC Accurate, MicroPower Digital Temperature Sensor in 6-Lead SOT-23 and 8-Lead MSOP
	Analog Devices, Inc.

	AQ200GY-N3-12-TRL AQ200GY-N3-12-BUL AQ200GY-M3-12-	3oC Accurate with Hysteresis 120oC Thermostat SOT23, TO-92, PSOT23-6, SC70 Packages
3ìC Accurate with Hysteresis 120ìC Thermostat SOT23, TO-92, PSOT23-6, SC70 Packages
	Acutechnology Semiconductor

	LTC1992 LTC1998IS6 LTC1998 LTC1998C LTC1998CS6 LTC	2.5uA, 1% Accurate SOT-23 Comparator and Voltage Reference for Battery Monitoring 2.5uA1％精度，采用SOT - 23比较器和电池电压参考监
2.5uA/ 1% Accurate SOT-23 Comparator and Voltage Reference for Battery Monitoring
From old datasheet system
	Linear Technology, Corp.
LINER[Linear Technology]

	MAX16062TG MAX16061TP MAX16060TE MAX16060BTE 	1% Accurate, Quad-/Hex-/Octal-Voltage uP Supervisors
1% Accurate, Quad-/Hex-/Octal-Voltage &#181;P Supervisors
	MAXIM INTEGRATED PRODUCTS INC

	MAX1450 1867 MAX1450CAP MAX1450EAP MAX1450C_D MAX1	Tactile Switch; Operating Force Max:160g-cm; Circuitry:SPST; Switch Operation:On-(On); Actuator Style:Flat Plunger; Contact Current Max:50mA; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes
Low-Cost / 1%-Accurate Signal Conditioner for Piezoresistive Sensors
From old datasheet system
Low-Cost, 1%-Accurate Signal Conditioner for Piezoresistive Sensors
	模拟信号调理
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm

	GP30M GP30K GP30J GP30G GP30D GP30 	SINTERED GLASS PASSIVATED JUNCTION RECTIFIER 烧结玻璃钝化整流
Aluminum Electrolytic Radial Leaded Low Profile Wide Temp Capacitor; Capacitance: 1000uF; Voltage: 35V; Case Size: 16x15 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded Low Profile Wide Temp Capacitor; Capacitance: 220uF; Voltage: 35V; Case Size: 10x9 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded Low Profile Wide Temp Capacitor; Capacitance: 470uF; Voltage: 35V; Case Size: 12.5x12.5 mm; Packaging: Bulk
	Zowie Technology Corporatio...
Zowie Technology, Corp.
智威科技股份有限公司

	NJW4810GM1 	35V / 1A H-Bridge Driver
	New Japan Radio

	SP3282EBCY_TR SP3282EBEA SP3282EBEA_TR SP3282EBEY 	Intelligent  2.35V to  5.5V RS-232 Transceivers
	SIPEX[Sipex Corporation]
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