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			NX7313UA-AZ - WIRE, PTFE, A, ORANGE, 7/.012MM, 100M; Area, conductor CSA:0.079mm2; Conductor make-up:7/0.12mm; Voltage rating, AC:300V; Current rating:3A; Colour, primary insulation:Orange; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes 



		
			
					
						
						[image: NX7313UA-AZ_1091751.PDF Datasheet]



					
				
					 		
	Part No.	NX7313UA-AZ   

	Description	WIRE, PTFE, A, ORANGE, 7/.012MM, 100M; Area, conductor CSA:0.079mm2; Conductor make-up:7/0.12mm; Voltage rating, AC:300V; Current rating:3A; Colour, primary insulation:Orange; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes 
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			 Related Part Number
	
					PART	Description	Maker
	11160 11150 11151 11152 11070 	KEYSTONE PTFE Insulated Terminals & Pins
	List of Unclassifed Manufacturers
List of Unclassifed Man...

	OSOOJ23131A 	3mm Round Orange & Orange LED Long Lifetime Operation
	OptoSupply International

	BYV95C BYV95 BYV95A BYV95B BYV95SERIES 	Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes 快速软恢复控制雪崩整流
5.0 AMP POSITIVE VOLTAGE REGULATOR
Fast soft-recovery controlled avalanche rectifiers
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	BYV40E BYV40E-150 BYV40E-200 BYV40ESERIES 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Low drop fixed and adjustable positive voltage regulators
Rectifier diodes ultrafast, rugged
	Philips Semiconductors
NXP Semiconductors

	83265009100 83265009500 832650091000 	30 AWG stranded (7x38) .012 silver-plated copper-covered steel conductor, TFE PTFE insulation
	List of Unclassifed Man...

	0857271004 	Gigabit Magnetic Jack 2X4, LEDs Green and Orange/Green and Orange
	Molex Electronics Ltd.

	120-100-1-2-06BE 120-100-1-2-06BF 120-100-1-2-06BK	Helical Convoluted Tubing Natural or Black PFA, FEP, PTFE, Tefzel (ETFE) or PEEK Type A - Tubing Only - No Braid
	Glenair, Inc.

	120-103-1-2-06BE 120-103-1-2-06BF 120-103-1-2-06BK	Helical Convoluted Tubing Natural or Black PFA, FEP, PTFE, Tefzel (ETFE) or PEEK Type B - With External Black Dacron Braid
	Glenair, Inc.

	BYV116 BYV116-20 BYV116-25 BYV116B BYV116B-20 BYV1	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Very low drop voltage regulators with inhibit
Rectifier diodes Schottky barrier
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	OSOOJ25111A 	5mm Round Orange &Orange LED 5mm Round Standard Directivity
	OptoSupply International

	PALLV22V10 PALLV22V10-10JC PALLV22V10-10PC PALLV22	Low-Voltage Zero Power 24-Pin EE CMOS Versatile PAL Device EE PLD, 7.5 ns, PQCC28
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Header Connector,PCB Mnt,RECEPT,5 Contacts,PIN,0.1 Pitch,PC TAIL Terminal,LOCKING MECH
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]

	51021-1500 0510211500 	1.25mm (.049) Pitch PicoBlade Wire-to-Wire and Wire-to-Board Housing, Female 15 Circuits
	Molex Electronics Ltd.
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