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			HS2264 - Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 125; Mating/Unmating Cycles: 200; Operating Temperature Range (degrees C): -25 to 60; Generic Name: RJ-11 Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 30; Mating/Unmating Cycles: 200; Operating Temperature Range (degrees C): -25 to 60; Generic Name: RJ-45 Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 125; Mating/Unmating Cycles: 200; Contact Mating Area Plating: Gold; Operating Temperature Range (degrees C Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 125; Mating/Unmating Cycles: 200; Operating Temperature Range (degrees C): -25 to 60; Generic Name: RJ-45 Peripheral IC 外围芯片 
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	Part No.	HS2264 HS2155 HS2153 HS2265 HS2160 HS2154 HS2261 HA2262 HS2262 HA2263 HA2261 HS2263 HS2157 HS2165 HA2165 HA2159 HA2154 HA2257   

	Description	Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 125; Mating/Unmating Cycles: 200; Operating Temperature Range (degrees C): -25 to 60; Generic Name: RJ-11 
 Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 30; Mating/Unmating Cycles: 200; Operating Temperature Range (degrees C): -25 to 60; Generic Name: RJ-45
Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 125; Mating/Unmating Cycles: 200; Contact Mating Area Plating: Gold; Operating Temperature Range (degrees C
Rating(Amps)(Max.): 0.5; Rated Voltage(VAC): 125; Mating/Unmating Cycles: 200; Operating Temperature Range (degrees C): -25 to 60; Generic Name: RJ-45
Peripheral IC 外围芯片
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	Part: HS2260B-R4
	Maker: HS
	Pack: SOP16
	Stock: 213
	Unit price 
									for :
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									100: $1.32
	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	B82500-C-A10 B82500-C-A2 B82500-C-A8 B82500-C-A5 	VHF chokes with ferrite core Rated voltage 250 V dc/ac Rated current 0,2 to 2 A Rated inductance 120 to 3900 mH
	EPCOS AG

	C62122-A132-B95 B84115-E-A110 B84115-E-A30 B84115-	SIFI-E for high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 3 A to 10 A
	EPCOS AG
EPCOS[EPCOS]

	C62122-A132-B94 B84114-D-A10 B84114-D-A110 B84114-	SIFI-D for high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 1 A to 10 A
	EPCOS[EPCOS]

	951CXP825K-SF-F 	AC Rated, Round Axial Leaded, UL 810 Fail Safe, Rated 10,000 AFCLMax.
	Cornell Dubilier Electr...

	B82432-T 	Size 1812 (EIA) or 4532 (IEC) Rated inductance 1,0 to 1000 mH Rated current 60 to 1300 mA
	EPCOS[EPCOS]

	B84142-A60-R B84142-A10-R B84142-A20-R B84142-A30-	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 10 to 60 A
	EPCOS[EPCOS]

	B82422-H1683-K100 B82422-H1102-K100 B82422-H1103-K	High-current version Size 1210 (EIA) or 3225 (IEC) Rated inductance 1 to 100 mH Rated current 90 to 650 mA
	EPCOS AG
EPCOS[EPCOS]

	B84110A B84110A0000A005 B84110A0000A010 B84110A000	EMC filters
Power line filters for 1-phase systems Rated voltage 250 V DC/AC, 50/60 Hz Rated current 0.5 to 6 A
	EPCOS[EPCOS]

	SPP08P06P09 SPP08P06PG 	8.8 A, 60 V, 0.3 ohm, P-CHANNEL, Si, POWER, MOSFET, TO-220AB
P-Channel Enhancement mode Avalanche rated dv/dt rated
	Infineon Technologies AG

	B84103-S1-A60 B84103-S1-A10 B84103-S1-A30 	Low Power Pulse Width Modulator 14-PDIP -40 to 85
Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 1 to 6 A 单相额定电压250系统的电源线滤波器，50/60赫兹额定电流1
	EPCOS AG

	B82442-H1332-K B82442-H1102-K B82442-H1103-K B8244	INDUCTOR 2220H 6.8UH 电感2220H 6.8UH
High-current version Size 2220 (EIA) or 5650 (IEC) Rated inductance 1 to 10000 mH Rated current 35 to 2500 mA
	EPCOS AG
EPCOS[EPCOS]
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