

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						X1226V8I			150AC			BC858B			2V361			SA676			1N5544			SP10150			VP0610T			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			BCM8512 - DWDM TRANSPORT PROCESSOR WITH INTEGRATED 10G TRANSCEIVER, G.709 FEC, SONET/SDH, AND 10GE PERFORMANCE MONITOR 



		
			
					
						
						[image: BCM8512_1092542.PDF Datasheet]



					
				
					 		
	Part No.	BCM8512   

	Description	DWDM TRANSPORT PROCESSOR WITH INTEGRATED 10G TRANSCEIVER, G.709 FEC, SONET/SDH, AND 10GE PERFORMANCE MONITOR 
 

	File Size	107.18K  / 
						2 Page	 
	

						Maker	
						

						 Broadcom Corp. 
  
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: BCM8211BIQM
	Maker: BROADCOM
	Pack: QFP
	Stock: 1356
	Unit price 
									for :
	    
									50: $55.38
	  
									100: $52.62
	1000: 
									$49.85
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						BCM8512  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						BCM8512  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[BCM8512  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for BCM8512 ] 


					[ Price & Availability of BCM8512 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : DWDM TRANSPORT PROCESSOR WITH INTEGRATED 10G TRANSCEIVER, G.709 FEC, SONET/SDH, AND 10GE PERFORMANCE MONITOR   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	SAA7219 	MPEG2 Transport RISC processor
	Philips

	VSC6134 	Advanced 10 Gb/s Transport Processor with Enhanced FEC
	Vitesse Semiconductor Corporation.

	LSC2617 LSC2615 LSC2604 LSC2613 LSC2606 LSC2610 LS	DWDM 1.25 Gb/s DFB Laser Module with Integral Optical Isolator(带积分光隔离器的DWDM 1.25 Gb/s DFB激光模 密集波分复用1.25 Gb / s的光隔离器的积分DFB激光器模块（带积分光隔离器DWDM技.25 Gb / s的激光器激光模块）
DWDM 1.25 Gb/s DFB Laser Module with Integral Optical Isolator(甯?Н???????ㄧ?DWDM 1.25 Gb/s DFB婵??妯″?
	Agilent(Hewlett-Packard)

	NX8562LB646-BA NX8562LF646-BA NX8562LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.56 nm. Frequency 191.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1596.33 nm. Frequency 187.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1580.35 nm. Frequency 189.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1585.36 nm. Frequency 189.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.89 nm. Frequency 187.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1594.64 nm. Frequency 188.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1595.48 nm. Frequency 187.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.85 nm. Frequency 190.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1608.32 nm. Frequency 186.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1600.60 nm. Frequency 187.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1565.49 nm. Frequency 191.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.13 nm. Frequency 191.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1609.19 nm. Frequency 186.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1603.16 nm. Frequency 187.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1610.05 nm. Frequency 186.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1572.06 nm. Frequency 190.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1573.71 nm. Frequency 190.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1588.72 nm. Frequency 188.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1554.94 nm. Frequency 192.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1557.36 nm. Frequency 192.50 THz. Anode ground. FC-PC connector.
	NEC

	FLX600A 	SDH TRANSPORT
	Fujitsu Microelectronics
Fujitsu Component Limited.
FUJITSU[Fujitsu Media Devices Limited]
Fujitsu Limited

	SAA7214 	Transport MPEG2 source decoder
	NXP Semiconductors
Philips Semiconductors

	A1751A A1751A19FFFC06 A1751A19FFFC08 A1751A19FFFC1	DWDM analog return-path(5MHz-210MHz) module. Connector SC/APC standard. Optical power 10 mW.
DWDM analog return-path(5MHz-210MHz) module. Connector SC/APC standard. Optical power 8 mW.
DWDM analog return-path(5MHz-210MHz) module. Connector SC/APC standard. Optical power 6 mW.
DWDM analog return-path(5MHz-210MHz) module. Connector FC/APC. Optical power 10 mW.
DWDM analog return-path(5MHz-210MHz) module. Connector FC/APC. Optical power 8 mW.
DWDM analog return-path(5MHz-210MHz) module. Connector FC/APC. Optical power 6 mW.
DWDM analog forward-path(40MHz-860MHz) module. Connector SC/APC standard. Optical power 10 mW.
DWDM analog forward-path(40MHz-860MHz) module. Connector SC/APC standard. Optical power 8 mW.
DWDM analog forward-path(40MHz-860MHz) module. Connector SC/APC standard. Optical power 6 mW.
DWDM analog forward-path(40MHz-860MHz) module. Connector FC/APC. Optical power 10 mW.
DWDM analog forward-path(40MHz-860MHz) module. Connector FC/APC. Optical power 8 mW.
DWDM analog forward-path(40MHz-860MHz) module. Connector FC/APC. Optical power 6 mW.
A1751A DWDM Analog Forward-Path or Return-Path Laser Modules
	AGERE[Agere Systems]

	DS33Z11DK 	Ethernet Transport Design Kit
From old datasheet system
	Maxim

	PM4325 	Octal Short Haul T1/E1/J1 Low Latency Transport Line Interface
	PMC-Sierra, Inc.

	DS34S108DK-L7 	Single/Dual/Quad/Octal TDM-Over-Packet Transport Devices
	MAXIM - Dallas Semiconductor

	LVC-5000N4 	Fanless Mobile NVR with Intel? Celeron? 847E series featuring 4 PoE Ports for Transport Surveillance
	List of Unclassifed Man...

	FWLF1631 	DWDM SFP Transceiver
	Finisar Corporation.
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