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			TSC51C1XXX-A-12CAR - 30MM FLUSH LIT EXT RED PB SPRING RTRN CONNECTOR ACCESSORY 连接器附 8-Bit Microcontroller for Digital Computer Monitors 8位数字的电脑显示器微控制 Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:10VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No CAP 1.5UF 1600VDC POLY FILM AXL Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No CAP 1800PF 3KV CERAMIC DISC Y5P Film Capacitor; Voltage Rating:16VDC; Capacitor Dielectric Material:Polyphenylene Sulphide; Capacitance:56000pF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:Yes; Package/Case:1210; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 
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	Part No.	TSC51C1XXX-A-12CAR TSC51C1XXX-A-12CHB TSC8051C1XXX-12IIR TSC8051C1XXX-16IDD TSC51C1XXX-A-16ICR TSC8051C1XXX-A-16ICB TSC8051C1XXX-A-16ICD TSC8051C1XXX-16IAB TSC51C1XXX-16IAB TSC51C1XXX-12ICB TSC51C1XXX-12IIR TSC51C1XXX-16IAD TSC51C1XXX-16ICR TSC51C1XXX-16IAR TSC51C1XXX-16IDD TSC51C1XXX-16ICD TSC51C1XXX-A-12CID TSC8051C1XXX-A-12CID TSC8051C1XXX-16CBR TSC8051C1XXX-16ICD TSC8051C1XXX-12CEB TSC8051C1XXX-12CER TSC8051C1XXX-16IHB TSC51C1XXX-16CBD TSC8051C1XXX-A-12IDD TSC51C1XXX-12CAB TSC51C1XXX-A-16IGB   

	Description	30MM FLUSH LIT EXT RED PB SPRING RTRN 
 CONNECTOR ACCESSORY 连接器附
8-Bit Microcontroller for Digital Computer Monitors 8位数字的电脑显示器微控制
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:10VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1.5UF 1600VDC POLY FILM AXL
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1800PF 3KV CERAMIC DISC Y5P
Film Capacitor; Voltage Rating:16VDC; Capacitor Dielectric Material:Polyphenylene Sulphide; Capacitance:56000pF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:Yes; Package/Case:1210; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
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						 Mimix Broadband, Inc. 
 HIROSE ELECTRIC Co., Ltd.
Microchip Technology, Inc.
NEC, Corp.
TEMIC Semiconductors
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 			 Full text search : 30MM FLUSH LIT EXT RED PB SPRING RTRN CONNECTOR ACCESSORY 连接器附 8-Bit Microcontroller for Digital Computer Monitors 8位数字的电脑显示器微控制 Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:10VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No CAP 1.5UF 1600VDC POLY FILM AXL Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No CAP 1800PF 3KV CERAMIC DISC Y5P Film Capacitor; Voltage Rating:16VDC; Capacitor Dielectric Material:Polyphenylene Sulphide; Capacitance:56000pF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:Yes; Package/Case:1210; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	TSC51C1XXX-A-12CAR TSC51C1XXX-A-12CHB TSC8051C1XXX	30MM FLUSH LIT EXT RED PB SPRING RTRN
CONNECTOR ACCESSORY 连接器附
8-Bit Microcontroller for Digital Computer Monitors 8位数字的电脑显示器微控制
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:10VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1.5UF 1600VDC POLY FILM AXL
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1800PF 3KV CERAMIC DISC Y5P
Film Capacitor; Voltage Rating:16VDC; Capacitor Dielectric Material:Polyphenylene Sulphide; Capacitance:56000pF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:Yes; Package/Case:1210; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Mimix Broadband, Inc.
HIROSE ELECTRIC Co., Ltd.
Microchip Technology, Inc.
NEC, Corp.
TEMIC Semiconductors

	HFCT-5208AEM HFCT-5208EM HFCT-5208M HFCT-5208XX HF	HFCT-5208AM · 622 Mbit/s SMF (15km) 1x9 Transceiver for SONET/SDH, ATM (OC12): Ext. temp, metal housing
HFCT-5208AEM · 622 Mbit/s SMF (15km) 1x9 Transceiver for SONET/SDH, ATM (OC12): Ext temp/shield, metalized
HFCT-5208M · 622 Mbit/s SMF (15km) 1x9 Transceiver for SONET/SDH, ATM (OC12): Metalized housing
HFBR-5208AEM · 622 Mbit/s MMF (500m) 1x9 Transceiver for SONET/SDH, ATM (OC12): Ext temp/shield, metalized
HFCT-5208AFM · 622 Mbit/s SMF (15km) 1x9 Transceiver for SONET/SDH, ATM (OC12): Ext temp, flush, metalized
HFCT-5208FM · 622 Mbit/s SMF (15km) 1x9 Transceiver for SONET/SDH, ATM (OC12): Flush shield, metal housing
HFBR-5208AFM · 622 Mbit/s MMF (500m) 1x9 Transceiver for SONET/SDH, ATM (OC12): Ext temp, flush, metalized
HFBR-5208M · 622 Mbit/s MMF (500m) 1x9 Transceiver for SONET/SDH, ATM (OC12): Metalized housing
HFBR-5208FM · 622 Mbit/s MMF (500m) 1x9 Transceiver for SONET/SDH, ATM (OC12): Flush shield, metal housing
HFBR-5208AM · 622 Mbit/s MMF (500m) 1x9 Transceiver for SONET/SDH, ATM (OC12): Ext. temp, metal housing
HFCT-5208EM · 622 Mbit/s SMF (15km) 1x9 Transceiver for SONET/SDH, ATM (OC12): Ext. shield, metal housing
HFBR-5208EM · 622 Mbit/s MMF (500m) 1x9 Transceiver for SONET/SDH, ATM (OC12): Ext. shield, metal housing
AGILENT HFBR/HFCT-5208M 1 X 9 FIBER OPTIC TRANSCEIVERS FOR 622 MB/S ATM/SONET/SDH APPLICATIONS
	Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]

	138-94411 138-92411 138-92311 138-92511 138-92611 	Mini-Annunciators  Back-Lit
	Gamewell-FCI by Honeywell

	35151-0612 0351510612 	7.30mm (.287) Pitch Wire-to-Wire VersaBlade?/a> Hybrid Receptacle Housing, 6Circuits, Polyester UL94V-0, Red
	Molex Electronics Ltd.

	320240-C57-M-ST-CFL-6-TS 320240-C57 320240-C57-M-E	320 x 240 Dot CSTN Color Graphic LCD Assembly With Row and Column Drivers CCFL Lit Backlight Assembly
	List of Unclassifed Manufacturers
ETC[ETC]

	701269-7WSA1-MB 	   Everyday standard face lit solutions
	List of Unclassifed Man...

	ASM3P623S00FG-16-TT ASM3I623S00AF-08-SR ASM3I623S0	   Zero Cycle Slip Peak EMI reduction IC
HDWR,HEATSINK FOR D2-PAK/TO-263, SMD
Zero Cycle Slip Peak EMI reduction IC 3P SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
Zero Cycle Slip Peak EMI reduction IC 3I SERIES, PLL BASED CLOCK DRIVER, 1 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
Zero Cycle Slip Peak EMI reduction IC 3I SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
Zero Cycle Slip Peak EMI reduction IC 3P SERIES, PLL BASED CLOCK DRIVER, 1 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
PS EXT MED 10.2W 12V @ 0.85A 3I SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
PS EXT MED 10.2W 12V @ 0.85A 3P SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
Flat / Ribbon Cable; Number of Conductors:10; Pitch Spacing:0.05"; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Approval Bodies:UL RoHS Compliant: Yes
TOOL POSITIONER FOR 616336
TOOL INSERT PLIER MILITARY PT
Dust Cover; For Use With:Anderson Power SB175 Series Connectors; Color:Red
Dust Cover; For Use With:Anderson Power SB50 Series Connectors; Color:Red
TOOL EXTRACTION #4 CONTACT PLAST
PWR SPLY EXT MED 10W 9V @ 1.1A
SHIELDED RIBBON CABLE, TWIST N FLAT, 1.27MM TWISTED PAIR, 28AWG, PVC
PWR SPLY EXT MED 10W 5V @ 2A
	Alliance Semiconductor, Corp.
时钟及定
ALSC[Alliance Semiconductor Corporation]
http://
Alliance Semiconductor ...

	1220 	Flush Mount
	Foxboro

	GLW3809X 	3 Flush Mount Type White LED
	STANLEY ELECTRIC CO.,LTD.

	ST1510 ST1510-500T-000 ST1510-500A-000 ST1510-500G	0-5 Vdc FLUSH DIAPHRAGM PRESSURE TRANSDUCER
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
N.A.
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