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			EMRS-1800TR - ±15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40°C to 85°C; Package: 20-SSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70°C; Package: 18-SOIC T&R &#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 18-SOIC T&amp;R E系列表面贴装混合6002300兆赫 1600 MHz - 2300 MHz RF/MICROWAVE DOUBLE BALANCED MIXER, 9.5 dB CONVERSION LOSS-MAX 



		
			
					
						
						



					
				
					 		
	Part No.	EMRS-1800TR   

	Description	±15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40°C to 85°C; Package: 20-SSOP T&R 
 ±15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70°C; Package: 18-SOIC T&R
&#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 18-SOIC T&amp;R E系列表面贴装混合6002300兆赫
1600 MHz - 2300 MHz RF/MICROWAVE DOUBLE BALANCED MIXER, 9.5 dB CONVERSION LOSS-MAX
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			 Related Part Number
	
					PART	Description	Maker
	MAX3040 MAX3040CSE MAX3040CUE MAX3040CWE MAX3040ES	&#177;10kV ESD-Protected, Quad 5V RS-485/RS-422 Transmitters QUAD LINE DRIVER, PDSO16
10kV ESD-Protected / Quad 5V RS-485/RS-422 Transmitters
【10kV ESD-Protected, Quad 5V RS-485/RS-422 Transmitters
"?0kV ESD-Protected, 2.5Mbps,  5V Quad RS- 485/422 Transmitter"
"?0kV ESD Protected, 250kbps,  5V Quad RS- 485/422 Transmitter"
"?0kV ESD-Protected, 20Mbps,  5V Quad RS-485/422 Transmitter"
" ?à10kV ESD-Protected, Quad 5V RS-485/RS-422 Transmitters"
±10kV ESD-Protected, Quad 5V RS-485/RS-422 Transmitters
±10kV ESD-Protected, Quad 5V RS-485/RS-422 Transmitters
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX1406 MAX1406CPE MAX1406CAE MAX1406CWE MAX1406EA	±15kV ESD-Protected, EMC Compliant, 230kbps, 3 Tx/3 Rx RS-232 IC
15kV ESD-Protected / EMC-Compliant / 230kbps / 3-Tx/3-Rx RS-232 IC
【15kV ESD-Protected, EMC-Compliant, 230kbps, 3-Tx/3-Rx RS-232 IC
15kV ESD-Protected EMC-Compliant 230kbps 3-Tx/3-Rx RS-232 IC
±15kV ESD-Protected, EMC-Compliant,230kbps, 3-Tx/3-Rx RS-232 IC
±15kV ESD-Protected, EMC-Compliant, 230kbps, 3-Tx/3-Rx RS-232 IC
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors LINE TRANSCEIVER, PDIP16
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	MAX3314E MAX3314ECKA-T MAX3314ECSA MAX3314ECUA MAX	±15kV ESD-Protected, 460kbps, 1μA, RS-232-Compatible Transceiver
±15kV ESD-Protected, 460kbps, 1µA, RS-232-Compatible Transceiver
15kV ESD-Protected, 460kbps, 1A, RS-232-Compatible Transceiver
15kV ESD-Protected 460kbps 1A RS-232-Compatible Transceiver
【15kV ESD-Protected, 460kbps, 1レA, RS-232-Compatible Transceiver
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX338 MAX3385E MAX3385ECAP MAX3385ECWN MAX3385EEA	 2.35V to  5.5V / 1A / 2Tx/2Rx RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
LINE TRANSCEIVER, PDSO20
15kV ESD-Protected / 3.0V to 5.5V / Low-Power / up to 250kbps / True RS-232 Transceiver
±15kV ESD-Protected, 3.0 to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceiver
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power,up to 250kbps, True RS-232 Transceiver
【15kV ESD-Protected, 3.0V to 5.5V, Low-Power, up to 250kbps, True RS-232 Transceiver
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, up to 250kbps, True RS-232 Transceiver
	MAXIM INTEGRATED PRODUCTS INC
MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]

	MAX3441EASA MAX3443EASA MAX3443EAPA MAX3440EAPA MA	5kV ESD-Protected, 0V Fault-Protected, 10Mbps, Fail-Safe RS-485/J1708 Transceivers LINE TRANSCEIVER, PDIP8
±15kV ESD-Protected, ±60V Fault-Protected, 10Mbps, Fail-Safe RS-485/J1708 Transceivers
	Maxim Integrated Products, Inc.
Maxim Integrated Produc...

	CA82C37A-8ED CA82C37A-5ED CA82C37A-10CD CA82C37A-1	 /- 15 kV ESD protected 5 V RS-232 transceiver
3.3 V powered, 15 kV ESD protected, up to 12 Mbps true RS-485/RS-422 transceiver
DMA Controller
5 V powered multi-channel RS-232 drivers and receivers DMA控制
	Linear Technology, Corp.

	MAX3238E MAX3238ECAI MAX3238EEAI MAX3248ECAI MAX32	 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
卤15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(卤15kV ESD淇??锛?.0V??.5V,浣????250kbps, RS-232?跺????5???讹?)
 3.0V to  5.5V / 10nA / 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(±15kV ESD保护.0V.5V,低功250kbps, RS-232收发器（5收）)
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 【15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	5962-9082006HXA 5962-9082007HXC 5962-9082006HXC 59	±15kV ESD-Protected,  5V RS-232 Transceivers
Resolver/Synchro-to-Digital Converter
&#177;15kV ESD-Protected,  5V RS-232 Transceivers 同步数字转换
&#177;15kV ESD-Protected,  5V RS-232 Transceivers 解析同步数字转换
	TE Connectivity, Ltd.

	ADM483EAR-REEL ADM483EARZ ADM483EARZ-REEL ADM483EA	±15 kV ESD Protected, Slew Rate Limited, 5 V, RS-485 Transceiver
 15,-15 kV ESD Protected, Slew Rate
	Analog Devices

	ADM206E ADM206EAR ADM207E ADM207EAN ADM207EAR ADM2	   EMI/EMC Compliant,  -15 kV ESD Protected, RS-232 Line Drivers/Receivers
EMI/EMC Compliant/  -15 kV ESD Protected/ RS-232 Line Drivers/Receivers
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors
EMI-/EMC-Compliant  -15 kV ESD Protected/ Dual RS-232 Port with Standby
	AD[Analog Devices]
Analog Devices, Inc.
ANALOG DEVICES INC

	ICL3217ECA ICL3207ECA ICL3207ECA-T ICL3207ECAZ ICL	 /- 15kV ESD Protected,  3V to  5.5V, Low Power, 250kbps, RS-232 Transmitters/Receivers(  /-15KV ESD 保护，工作电~5.5V，低功耗，250KBPS，RS232收发
 /- 15kV ESD Protected,  3V to  5.5V, Low Power, 250kbps, RS-232 Transmitters/Receivers( /- 15kV ESD防护,  3V5.5V, 低功 250kbps, RS-232收发
RS-232 Transceiver, 5T/3R,  3V to 5.5V, 250kbps, 15KV ESD (IEC61000), Auto Powerdown
	Intersil Corporation

	5962-9159302MZX 5962-9159301MZX 5962-9159305MKX 59	x4 SRAM
±10kV ESD-Protected, Quad 5V RS-485/RS-422 Transmitters
&#177;10kV ESD-Protected, Quad 5V RS-485/RS-422 Transmitters x4的SRAM
&#177;80V Fault-Protected, 2Mbps, Low Supply Current CAN Transceivers x4的SRAM
	Electronic Theatre Controls, Inc.
TE Connectivity, Ltd.
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