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			 Related Part Number
	
					PART	Description	Maker
	ISL6439 ISL6439ACB ISL6439ACR ISL6439AEVAL1 ISL643	Single Sync Buck PWM Controller for Broadband Gateway Applications SWITCHING CONTROLLER, 340 kHz SWITCHING FREQ-MAX, PDSO14
Single Sync Buck PWM Controller for Broadband Gateway Applications 单同步降压PWM控制器，宽带网关应用
PWM Controller, 3.3V to 5V Input, VOUT 0.8V Min @ 1.5%, 300 or 600kHz, Gateway Applications
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	HIP6311A 	PWM Controller, 2-4 Phase Sync Buck, 5-Bit VID DAC, 1.100V to 1.850V in 25mV Steps, .5% Reg, Prog Droop Voltage
	Intersil

	IRDC3037A IRU3037ACSTR IRU3037CSTR IRU3037ACFTR IR	Reference design kit featuring 8-pin synchronous PWM controller, 400 KHz
8 PWM 400 KHz Sync Contr in a 8-Pin SOIC(NB) package
8 PWM 200 KHz Sync Contr in a 8-Pin SOIC(NB) package
8 PWM 400 KHz Sync Contr in a 8-Pin TSSOP package
8 PWM 200 KHz Sync Contr in a 8-Pin TSSOP package
	International Rectifier

	ISL6563CR 	Two-Phase Multi-Phase Buck PWM Controller with Integrated MOSFET Drivers SWITCHING CONTROLLER, 255 kHz SWITCHING FREQ-MAX, PQCC24
	Intersil, Corp.

	ISL6569ACBZ-T 	2 Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R SWITCHING CONTROLLER, 1000 kHz SWITCHING FREQ-MAX, PDSO24
Multi-Phase PWM Controller SWITCHING CONTROLLER, 1000 kHz SWITCHING FREQ-MAX, PDSO24
	Intersil, Corp.

	MAX15569 MAX15569GTGT MAX15569CEVKIT 	2-Phase/1-Phase, QuickTune-PWM Controller with Serial I²C Interface
	MAXIM - Dallas Semiconductor

	ISL6366IRZ ISL6366 ISL6366CRZ ISL6610 ISL6610A ISL	Dual 6-Phase   1-Phase PWM Controller for VR12/IMVP7 Applications
	Intersil Corporation

	HIP6012 HIP6012CV 	Analog IC 模拟IC
PWM Controller, Microprocessor DC-DC Converter, Buck/Sync-Rectifier, No DAC, .5% Reg, 5/12VDC Input to 3.x/1.27VDC Output
	Intersil, Corp.

	LTC3730 	3-Phase, 5-Bit Intel Mobile VID, 600kHz Sync Buck Switching Regulator Controller
	Linear

	ISL6381 ISL6381CRTZ 	EAPP Hybrid Digital 4-Phase Green PWM Controller for Digital Power Management of Core and Memory With AUTO Phase Shedding
	Intersil Corporation

	ISL6388 	Advanced Linear EAPP Digital 6-Phase Green PWM Controller for Digital Power Management With NVM and AUTO Phase Shedding
	Renesas Electronics Corporation

	ISL6334CIRZ ISL6334CCRZ ISL6334BCRZ ISL6334CCRZ-T 	VR11.1, 4-Phase PWM Controller with Phase Dropping, Droop Disabled and Load Current Monitoring Features
VR11.1, 4-Phase PWM Controller with Light Load Efficiency Enhancement and Load Current Monitoring Features; Temperature Range: 0&degC to 70&deg;C; Package: 40-QFN T&amp;R SWITCHING CONTROLLER, 1000 kHz SWITCHING FREQ-MAX, PQCC40
VR11.1, 4-Phase PWM Controller with Light Load Efficiency Enhancement and Load Current Monitoring Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN T&amp;R SWITCHING CONTROLLER, 1000 kHz SWITCHING FREQ-MAX, PQCC40
	Intersil Corporation
Intersil, Corp.
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