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			ISPPAC-CLK5510V-01T48C - LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100 In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48 
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	Part No.	ISPPAC-CLK5510V-01T48C ISPPAC-CLK5510V-01T48I ISPPAC-CLK5510V-01TN48I ISPPAC-CLK5520V-01T100C ISPPAC-CLK5520V-01T100I ISPPAC-CLK5510V-01TN48C ISPPAC-CLK5520V-01TN100I ISPPAC-CLK5520V-01TN100C ISPPAC-CLK55XX   

	Description	LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA 
 LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100
In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
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						 Lattice Semiconductor Corporation 
 Lattice Semiconductor, Corp.
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 			 Full text search : LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100 In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ISPPAC-CLK5610V-01T48C ISPPAC-CLK5610V-01T48I ISPP	LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:525nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
Spot Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:470nm 5600 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:470nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
In-System Programmable, Zero-Delay Clock Generator with Universal Fan-Out Buffer 在系统可编程，零延迟时钟发生器通用扇出缓冲
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No
Spot Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:530nm
Backlight LED; Color:Red; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED On-Axis Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:100x100mm; Peak Reflow Compatible (260 C):No; Supply Current:500mA; Supply Voltage:24VDC; Wavelength:520nm
LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
Backlight LED; Color:Red; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:530nm
LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:525nm
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	ISPPAC-CLK5510V-01T48C ISPPAC-CLK5510V-01T48I ISPP	LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100
In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	HZC9C2N HZC8C2N HZC5C2N HZP8C2N 	SafeSite? Series LED Area Light
   SafeSite? Series LED Area Light
	Dialight Corporation

	1301900058 1301890009 1302430008 1302430009 130243	Woodhead? Wide-Area Fluorescent Light For Class I, Division 2 and Zone 2 Applications
Woodhead庐 Wide-Area Fluorescent Light For Class I, Division 2 and Zone 2 Applications
Woodhead垄莽 Wide-Area Fluorescent Light For Class I, Division 2 and Zone 2 Applications
	Molex Electronics Ltd.

	559-0103-003F 559-0303-003F 559-0202-003F 559-0102	; Bulb Size:5mm; LED Color:Red; Luminous Intensity:2mcd; Viewing Angle:60 ; Forward Current:13mA; Forward Voltage:12V; Operating Temperature Range:-40 C to  85 C RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED, RED, 5 mm
T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm ROHS COMPLIANT PACKAGE-2
LED Lamp; LED Color:Green; Luminous Intensity:8ucd; Forward Current:12mA; Forward Voltage:5V; Color:Green RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
T-1 3/4 SINGLE COLOR LED, RED, 5 mm ROHS COMPLIANT PACKAGE-2
LED Lamp; LED Color:Green; Luminous Intensity:4ucd; Forward Current:13mA; Forward Voltage:12V; Color:Green RoHS Compliant: Yes
	Dialight PLC
DIALIGHT CORP

	558-0302-001F 	LED Lamp; Bulb Size:3mm; LED Color:Yellow; Luminous Intensity:12.6mcd; Viewing Angle:60 ; Forward Current:12mA; Forward Voltage:5V; Operating Temperature Range:-40 C to  85 C; Color:Yellow RoHS Compliant: Yes T-1 SINGLE COLOR LED, YELLOW, 3 mm
	Dialight PLC

	561-5301-100F 561-5201-070 561-5101-070 561-1301-0	LED Indicator; Color:Yellow; Luminous Intensity (MSCP):34; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.2V; LED Color:Yellow; Leaded Process Compatible:Yes; Wavelength:590nm T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm
T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
T-1 3/4 SINGLE COLOR LED, RED, 5 mm
T-1 3/4 DUAL COLOR LED, RED/GREEN, 5 mm
	Dialight PLC

	609-1122-340F 609-2122-120F 609-2122-130F 609-2122	LED Panel Mount Indicators for 9.35mm Mounting Hole w/ Optional Watertight Capability
LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 9 mm
LED INDICATOR, RECESSED RED 24VDC SINGLE COLOR LED, RED, 9 mm
LED Lamp; Color:Red; Lens Color:Red; Luminous Intensity (MSCP):60; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6VDC; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 37.08 x 10.92 mm; Lens Width:9mm
SINGLE COLOR LED, GREEN, 6 mm
	Dialight Corporation
Dialight PLC

	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	POWEREX[Powerex Power Semiconductors]
Mitsubishi Electric Corporation

	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	Powerex Power Semiconductors
Mitsubishi Electric Corporation

	607-1112-130F 607-3132-340F 607-3132-130F 607-3132	LED Panel Mount Indicators for 7.2mm Mounting Hole w/ Optional Watertight Capability
LED Lamp; Color:Green; Luminous Intensity (MSCP):50mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Green; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):22mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED INDICATOR, PROM 6VDC YELLOWLED INDICATOR, PROM 6VDC YELLOW; Colour, LED:Yellow; Current, forward If:15mA; Depth, LED segment:4.07mm; Depth, external:22.10mm; Diameter, External:8.13mm; Diameter, fixing hole:7mm; Diameter,
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):66mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
	Dialight Corporation
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