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			FALDM375 - ; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80) Switching Diodes; Surface Mount Type: Y; Package: SM6; XJE016 JEITA: SC-74; Number of Pins: 6; Features: high-speed switching; Internal connection: 3 in 1; Reverse Voltage, max (V): (max 80) Logic IC High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 50); I O (A): (max 600) 
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	Part No.	FALDM375 FALDM450 FALDM400 ALDM500 FALDM500   

	Description	; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80) 
 Switching Diodes; Surface Mount Type: Y; Package: SM6; XJE016 JEITA: SC-74; Number of Pins: 6; Features: high-speed switching; Internal connection: 3 in 1; Reverse Voltage, max (V): (max 80)
Logic IC
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 50); I O (A): (max 600)
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 			 Full text search : ; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80) Switching Diodes; Surface Mount Type: Y; Package: SM6; XJE016 JEITA: SC-74; Number of Pins: 6; Features: high-speed switching; Internal connection: 3 in 1; Reverse Voltage, max (V): (max 80) Logic IC High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 50); I O (A): (max 600)   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LDD-A512RI LDD-A512 	E.C.N. NUMBER AND REVISION COMMENTS
	Lumex Inc.

	LX2579SISUGW 	E.C.N. NUMBER AND REVISION COMMENTS
	LUMEX INC.

	SSF-LXH100SRD 	E.C.N. NUMBER AND REVISION COMMENTS
	LUMEX INC.

	LDD-A4304RI 	E.C.N. MUMBER AND REVISION COMMENTS
	LUMEX INC.

	LDS-E3902RI 	E.C.N. NUMBER AND REVISION COMMENTS
	LUMEX INC.

	FAITD25J FAITD25G FAITD250 AITD75J FAITD75J FAITD2	8-/16-Channel 16-Bit No Latency Delta Sigma ADC; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Regulator; Features: Medium current output; Note: Isolation package; Comments: 60V load dump; V OUT (%): (max  /-3)
Regulator; Features: Low current output; Note: Radial tape packing for automatic mounting; Comments: 60V load dump; V OUT (%): (max  /-10)
Regulator; Features: Low current output; Note: Surface-mount PW-MOLD(SOT-89) package; Comments: 60V load dump; V OUT (%): (max  /-10)
Photorelays (MOSFET Output Devices); Features: 1b (Normaly Close); Package: DIP4; Surface Mount Type: Y/N; Number of Pins: 4; Trigger LED Current
Brushed DC Motor Driver ICs (Bridge Drivers); Functions: Driver; Vopmax (Vm*): 20V (25V); Io (lpeak): 0.4A (1.0A); Channel: 1-ch; PWM Drive: n/a; Package: SIP9; RoHS Compatible: yes
Brushed DC Motor Driver ICs (Bridge Drivers); Functions: Driver; Vopmax (Vm*): 27V (30V); Io (lpeak): 1A (2A); Channel: 1-ch; PWM Drive: n/a; Package: HSIP10; RoHS Compatible: yes‡
Brushed DC Motor Driver ICs (Bridge Drivers); Functions: Driver; Vopmax (Vm*): 20V (25V); Io (lpeak): 0.4A (1.2A); Channel: 1-ch; PWM Drive: n/a; Package: SIP9; RoHS Compatible: yes
Brushed DC Motor Driver ICs (Bridge Drivers); Functions: Driver; Vopmax (Vm*): 20V (25V); Io (lpeak): 0.4A (1.2A); Channel: 1-ch; PWM Drive: n/a; Package: HSOP16; RoHS Compatible: yes
Brushed DC Motor Driver ICs (Bridge Drivers); Functions: Driver; Vopmax (Vm*): 18V (25V); Io (lpeak): 1A (3A); Channel: 1-ch; PWM Drive: n/a; Package: HSIP7; RoHS Compatible: yes‡
Series Regulators; Surface Mount Type: Y; Package: New PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: Medium current output; Note: Surface-mount PW-MOLD package 逻辑IC
Logic IC 逻辑IC
	Bourns, Inc.
Thomas

	MAX6717UKRDD5-T MAX6716UTRDD5-T MAX6718UKRDD5-T MA	Dual/Triple Ultra-Low-Voltage SOT23 µ.P Supervisory Circuits
; Package: SIP9; RoHS Compatible: yes
Series Regulators; Surface Mount Type: Y/N; Package: PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: Medium current output; Note: Surface-mount PW-MOLD package; V OUT (%): (max  /-4)
Series Regulators; Surface Mount Type: Y; Package: PW-Mini; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: Low current output; Note: Surface-mount PW-MOLD(SOT-89) package; V OUT (%): (max  /-5)
Series Regulators; Surface Mount Type: Y; Package: PS-8; Number Of Pins: 8; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: Low current output; Note: Surface-mount PS-8 small package; V OUT (%): (max  /-4)
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Series Regulators; Surface Mount Type: N; Package: New PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: High current output; Note: Surface-mount PW-MOLD package
Brushed DC Motor Driver ICs (Bridge Drivers); Functions: Driver; Vopmax (Vm*): 27V (30V); Io (lpeak): 2A (3.5A); Channel: 1-ch; PWM Drive: direct PWM; Package: HSOP20; RoHS Compatible: yes
Brushed DC Motor Driver ICs (Bridge Drivers); Functions: Driver; Vopmax (Vm*): 13.5V (15V); Io (lpeak): 0.8A (1A); Channel: 2-ch; PWM Drive: direct PWM; Package: SSOP16; RoHS Compatible: yes
Series Regulators; Surface Mount Type: Y; Package: PW-Mini; Number Of Pins: 3; Polarity: Negative; General Description: Three-Terminal Voltage Regulator; Features: Low current output; Note: Surface-mount PW-MOLD(SOT-89) package; V OUT (%): (max  /-4)
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single 2-Input NOR Gate; Package: USV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
1V Operation Series Logic; Surface Mount Type: Y; Series Name: TC7SL; Function: Single Inverter; Package: USV
One Gate CMOS (L-MOS) - High Speed Series; Surface Mount Type: Y; Series Name: TC7W; Function: Single 2-Channel Multiplexer/Demultiplexer; Package: SM8
AHS Series Logic; Surface Mount Type: Y; Series Name: TC7PA; Function: Dual Inverter (Open Drain); Package: US6; Number of Pins: 6; Comments: Input tolerant/Output power down protection functions 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
AHS Series Logic; Surface Mount Type: Y; Series Name: TC7PA; Function: 2-Channel Multiplexer/Demultiplexer; Package: US6; Number of Pins: 6; Comments: Input tolerant functions 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
AHS Series Logic; Surface Mount Type: Y; Series Name: TC7SA; Function: Single Low Voltage 2-Input NAND Gate; Package: SMV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
AHS Series Logic; Surface Mount Type: Y; Series Name: TC7SA; Function: Single Inverter; Package: SMV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Series Regulators; Surface Mount Type: Y/N; Package: PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: Medium current output; Note: Surface-mount PW-MOLD package; V OUT (%): (max  /-5)
Series Regulators; Surface Mount Type: Y; Package: New PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: High current output; Note: Surface-mount PW-MOLD package
Series Regulators; Surface Mount Type: Y/N; Package: PW-MOLD; Number Of Pins: 3; Polarity: Positive; General Description: Three-Terminal Voltage Regulator; Features: High current output; Note: Surface-mount PW-MOLD package; V OUT (%): (max  /-4)
Fiber-Optic Modules (simplex type); Operating Temperature T_opr, max (&#176;C): 70; Operating Temperature T_opr, min (&#176;C): -20; Package: Molded resin package; Comments: With analog output pins for monitoring the amount of received light
THS6062 High Speed Amplifier Evaluation Module 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
One Gate CMOS (L-MOS) - High Speed Series; Surface Mount Type: Y; Series Name: TC7W; Function: Triple Inverter (Unbuffer); Package: FM8
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single Inverter (Open Drain); Package: SMV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
1V Operation Series Logic; Surface Mount Type: Y; Series Name: TC7SL; Function: Single 2-Input OR Gate; Package: USV
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7WZ; Function: Dual Bus Transceiver; Package: SM8; Number of Pins: 8; Comments: Input tolerant/Output power down protection functions
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 3-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Dual/Triple Ultra-Low-Voltage SOT23 &#181.P Supervisory Circuits 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
TPS65010 Evaluation Module 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
CC2500EMK Evaluation Module 2.4 GHz 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Feedforward ANC with true ground stereo headphone driver 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Dual, Unipolar/Bipolar, High-Voltage Digital Pulsers; ; Temperature Range: 0&#176;C to  70&#176;C 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single 2-Input AND Gate; Package: SMV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single Schmitt Inverter; Package: USV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	ALDL17 ALDL190 ALDL190G FALDM30G ALDL240 ALDL240G 	Switching Diodes; Surface Mount Type: Y; Package: SMQ; XJE016 JEITA: SC-61; Number of Pins: 4; Features: high breakdown voltage; Internal connection
Negative Voltage Hot Swap Controllers with ADC and I2C Monitoring; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
connection: single; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 200)
: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): 80
: 2 in 1; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80)
: single; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80)
Hot Swappable 2-Wire Bus Buffers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
CompactPCI Hot Swap Controller with I²C Compatible Interface; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
CompactPCI Hot Swap Controller with I²C Compatible Interface; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Variable Capacitance Diodes; Surface Mount Type: N; Package: MINI; Number of Pins: 3; Application Scope: AM Hi-Fi tuner
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 200)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N)IS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 200)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 300)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 50); I O (A): (max 600)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 400)
Switching Diodes; Surface Mount Type: Y; Package: S-MINI; XJE016 JEITA: SC-59; Number of Pins: 3; Features: high-current type; Internal connection: 2 in 1; Reverse Voltage, max (V): (max 80) 逻辑IC
Logic IC 逻辑IC
Negative Voltage Hot Swap Controllers with ADC and I2C Monitoring; Package: SSOP; No of Pins: 28; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC
Variable Capacitance Diodes; Surface Mount Type: Y; Package: fSC; Number of Pins: 2; Application Scope: VHF/UHF VCO
	Analog Devices, Inc.
AverLogic Technologies, Corp.
Electronic Theatre Controls, Inc.
Honeywell International, Inc.

	FALDM375 FALDM450 FALDM400 ALDM500 FALDM500 	; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80)
Switching Diodes; Surface Mount Type: Y; Package: SM6; XJE016 JEITA: SC-74; Number of Pins: 6; Features: high-speed switching; Internal connection: 3 in 1; Reverse Voltage, max (V): (max 80)
Logic IC
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 50); I O (A): (max 600)
	

	AIDM9 AIDM17J AIDM150 AIDM125 AIDM13G AIDM175 AIDM	2-Channel Differential Input 24-Bit No Latency Delta Sigma ADC; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
.): 1Mbit/s; Current Transfer Ratio: 10% (min) (19% (min) for rank O) @I_F(IN)=16mA; Isolation voltage BVs @1minute (min) (V_rms): 5000; Safety Standard
24-Bit µPower No Latency Delta-Sigma ADC in SO-8; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
IF Wave Detection ICs; Application: Cordless Telephone; Operating Voltage: 1.8-5.5V; Package: SSOP16 (0.65); Comments: Mixer/ IF Amp/ Noise Detection
) Typ.: 4.5; Package Type: 2-11D1B
) Typ.: 2.5; Package Type: 2-11D1B
IC Output Photocouplers and Photorelays; Features: Buffer logic type(totem pole output); Package: MFSOP6; Surface Mount Type: Y; Number of Pins: 5
IC Output Photocouplers and Photorelays; Features: Inverter logic type(totem pole output); Package: SDIP6; Surface Mount Type: Y; Number of Pins: 6
Serial 12-Bit, 3.5Msps Sampling ADCs with Shutdown; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
High-Frequency Switching Power Transistors (2SA Series); Surface Mount Type: Y; Package: PW-MINI; Number Of Pins: 3; Publication Class: High Frequency Switching Power Transistor
MOSFETs - Nch VDSS=30V; Surface Mount Type: N; Package: PW-MOLD; R DS On (Î©): (max 0.12) (max 0.1); I_S (A): (max 5)
C-Band Power GaAs IMFETs; Frequency Band (GHz): 3.4-3.8; P1dB (dBm): 42.5; G1dB (dB): 12.5; Ids (A) Typ.: 4.4; IM3 (dBc) Typ.: -45; Rth (&#176;C/W) Typ.: 1.5; Package Type: 2-16G1B 逻辑IC
C-Band Power GaAs IMFETs; Frequency Band (GHz): 5.0-5.3; P1dB (dBm): 42.5; G1dB (dB): 8.5; Ids (A) Typ.: 4.4; IM3 (dBc) Typ.: -45; Rth (&#176;C/W) Typ.: 1.5; Package Type: 2-16G1B 逻辑IC
Logic IC 逻辑IC
C-Band Power GaAs IMFETs; Frequency Band (GHz): 5.3-5.9; P1dB (dBm): 45.5; G1dB (dB): 8.5; Ids (A) Typ.: 8; IM3 (dBc) Typ.: -45; Rth (&#176;C/W) Typ.: 1.2; Package Type: 2-16G1B 逻辑IC
C-Band Power GaAs IMFETs; Frequency Band (GHz): 5.9-6.4; P1dB (dBm): 38.5; G1dB (dB): 10; Ids (A) Typ.: 1.6; IM3 (dBc) Typ.: -47; Rth (&#176;C/W) Typ.: 3.8; Package Type: 2-11D1B 逻辑IC
MOSFETs - Nch VDSS=30V; Surface Mount Type: N/Y; Package: TO-220FL/SM; R DS On (&#206;&#169;): (max 0.02); I_S (A): (max 45)
	Glenair, Inc.
Square D by Schneider Electric
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