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			M38230G4-XXXFP - 18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  3.1 to 3.6 V 36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V 36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  2.4 to 2.6 V 72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  3.1 to 3.6 V 18-Mbit (512K x 36/1M x 18) Pipelined SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V 72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V 18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V 36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V 36-Mbit (1M x 36/2 M x 18/512K x 72) Flow-Through SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Flow-through;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  2.4 to 2.6 V 72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  3.1 to 3.6 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  512Kb x 72;  Vcc (V):  3.1 to 3.6 V 72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V Sync SRAM;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V 36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  2.4 to 2.6 V 72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V 72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  3.1 to 3.6 V 72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V 72-Mbit QDR(TM)-II  SRAM 4-Word Burst Architecture (2.5 Cycle Read Latency);  Architecture:  QDR-II , 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V 72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.0 Cycle Read Latency);  Architecture:  DDR-II  CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM; Architecture: Standard Sync, Pipeline SCD; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机 72-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 18-Mbit (512K x 36/1M x 18) Flow-Through SRAM; Architecture: Standard Sync, Flow-through; Density: 18 Mb; Organization: 1Mb x 18; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机 SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机 72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture; Architecture: QDR-II, 2 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯8位CMOS微机 Sync SRAM; Architecture: QDR-II, 2 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 36-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V 36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V 
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	Description	18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  3.1 to 3.6 V 
 36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  3.1 to 3.6 V
18-Mbit (512K x 36/1M x 18) Pipelined SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2 M x 18/512K x 72) Flow-Through SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Flow-through;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  512Kb x 72;  Vcc (V):  3.1 to 3.6 V
72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
Sync SRAM;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  3.1 to 3.6 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II  SRAM 4-Word Burst Architecture (2.5 Cycle Read Latency);  Architecture:  QDR-II , 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.0 Cycle Read Latency);  Architecture:  DDR-II  CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM; Architecture: Standard Sync, Pipeline SCD; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
72-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
18-Mbit (512K x 36/1M x 18) Flow-Through SRAM; Architecture: Standard Sync, Flow-through; Density: 18 Mb; Organization: 1Mb x 18; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机
72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture; Architecture: QDR-II, 2 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯8位CMOS微机
Sync SRAM; Architecture: QDR-II, 2 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
36-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
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 			 Full text search : 18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  3.1 to 3.6 V 36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V 36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  2.4 to 2.6 V 72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  3.1 to 3.6 V 18-Mbit (512K x 36/1M x 18) Pipelined SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V 72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V 18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V 36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V 36-Mbit (1M x 36/2 M x 18/512K x 72) Flow-Through SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Flow-through;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  2.4 to 2.6 V 72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  3.1 to 3.6 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  512Kb x 72;  Vcc (V):  3.1 to 3.6 V 72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V Sync SRAM;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V 36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  2.4 to 2.6 V 72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V 72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  3.1 to 3.6 V 72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V 72-Mbit QDR(TM)-II  SRAM 4-Word Burst Architecture (2.5 Cycle Read Latency);  Architecture:  QDR-II , 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V 72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.0 Cycle Read Latency);  Architecture:  DDR-II  CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V 36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM; Architecture: Standard Sync, Pipeline SCD; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机 72-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 18-Mbit (512K x 36/1M x 18) Flow-Through SRAM; Architecture: Standard Sync, Flow-through; Density: 18 Mb; Organization: 1Mb x 18; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机 SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机 72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机 72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture; Architecture: QDR-II, 2 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯8位CMOS微机 Sync SRAM; Architecture: QDR-II, 2 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 36-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机 72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V 36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	SST28VF040A-90-4C-PH SST28SF040A-90-4C-PH SST28SF0	4 Mbit (512K x8) SuperFlash EEPROM(4 M(512K x8)超级闪存存储
RESISTOR 62 OHM .5W CARB COMP
4 Mbit (512K x8) SuperFlash EEPROM 4兆位（为512k × 8）超快闪EEPROM
4 Mbit (512K x8) SuperFlash EEPROM 512K X 8 FLASH 2.7V PROM, 200 ns, PQCC32
4 Mbit (512K x8) SuperFlash EEPROM 512K X 8 FLASH 2.7V PROM, 200 ns, PDSO32
(SST28xF040A) 4 Mbit (512K x8) SuperFlash EEPROM
	Silicon Storage Technology, Inc.
SILICON STORAGE TECHNOLOGY INC

	CY7C1355C-100AXC CY7C1355C-100BGXC CY7C1355C-133AX	9-Mbit (256K x 36/512K x 18) Flow-Through SRAM with NoBLArchitecture 512K X 18 ZBT SRAM, 7.5 ns, PBGA165
9-Mbit (256K x 36/512K x 18) Flow-Through SRAM with NoBLArchitecture 512K X 18 ZBT SRAM, 6.5 ns, PBGA165
9-Mbit (256K x 36/512K x 18) Flow-Through SRAM with NoBLArchitecture 512K X 18 ZBT SRAM, 6.5 ns, PBGA119
9-Mbit (256K x 36/512K x 18) Flow-Through SRAM with NoBL??Architecture
	Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.

	SST28SF040A SST28SF040A-120 SST28SF040A-120-4C-EH 	4 Mbit (512K x8) SuperFlash EEPROM
4 Mbit (512K x 8) super-flash EEPROM
	SST[Silicon Storage Technology, Inc]

	CY7C1440AV33 CY7C1442AV33 CY7C1446AV33 	36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM(36-Mb (1M x 36/2M x 18/512K x 72)管道式同步SRAM)
	Cypress Semiconductor Corp.

	CY7C1460AV25 CY7C1462AV25 	36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL Architecture(带NoBL结构6-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM)
	Cypress Semiconductor Corp.

	CY7C1460AV33 	36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL Architecture(带NoBL结构6-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM)
	Cypress Semiconductor Corp.

	CY7C1386D-250AXC ICY7C1387D-167BGI ICY7C1387D-167B	18-Mbit (512K x 36/1 Mbit x 18) Pipelined DCD Sync SRAM
	Cypress Semiconductor

	AB28F400BX-T90 A28F400BX-B AB28F400BX-B90 	4-MBIT 256K x16, 512K x8 BOOT BLOCK FLASH MEMORY FAMILY
4-MBIT 256K x16/ 512K x8 BOOT BLOCK FLASH MEMORY FAMILY
JT 23C 2#16 21#20 SKT RECP
JT 32C 32#20 PIN RECP
4-MBIT (256K x16. 512K x8) BOOT BLOCK FLASH MEMORY FAMILY 4兆位56K x16。为512k × 8）启动块闪存系列
4-MBIT (256K x16, 512K x8) BOOT BLOCK FLASH MEMORY FAMILY
	http://
Intel Corporation
Intel Corp.
Intel, Corp.

	CY7C1360C-166AXC CY7C1360C-166BGC CY7C1360C-166BZI	9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 3 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 3 ns, PBGA119
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 QDR SRAM, 3 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 3.5 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 512K X 18 CACHE SRAM, 3 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 512K X 18 QDR SRAM, 3 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 2.8 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 512K X 18 CACHE SRAM, 3.5 ns, PBGA165
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 512K X 18 CACHE SRAM, 2.8 ns, PBGA119
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 512K X 18 CACHE SRAM, 2.8 ns, PBGA165
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 3.5 ns, PBGA165
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 2.8 ns, PBGA119
	Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.

	CY7C1382DV25-250BZC CY7C1382DV25-200BZC CY7C1382DV	18-Mbit (512K x 36/1M x 18) Pipelined SRAM 1M X 18 CACHE SRAM, 2.6 ns, PQFP100
18-Mbit (512K x 36/1M x 18) Pipelined SRAM 1M X 18 CACHE SRAM, 3 ns, PQFP100
18-Mbit (512K x 36/1M x 18) Pipelined SRAM 1M X 18 CACHE SRAM, 2.6 ns, PBGA165
18-Mbit (512K x 36/1M x 18) Pipelined SRAM 1M X 18 CACHE SRAM, 3.4 ns, PBGA119
18-Mbit (512K x 36/1M x 18) Pipelined SRAM 1M X 18 CACHE SRAM, 3 ns, PBGA119
	Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.

	CY14B104NA-ZSP20XCT CY14B104NA-ZSP20XIT CY14B104LA	4 Mbit (512K x 8/256K x 16) nvSRAM; Organization: 256Kb x 16; Vcc (V): 2.7 to 3.6 V; Density: 4 Mb; Package: TSOP 256K X 16 NON-VOLATILE SRAM, 20 ns, PDSO54
4 Mbit (512K x 8/256K x 16) nvSRAM;  Organization:  512Kb x 8;  Vcc (V):  2.7 to 3.6 V;  Density:  4 Mb;  Package:  FBGA
4 Mbit (512K x 8/256K x 16) nvSRAM;  Organization:  256Kb x 16;  Vcc (V):  2.7 to 3.6 V;  Density:  4 Mb;  Package:  FBGA
	Cypress Semiconductor, Corp.
CYPRESS SEMICONDUCTOR CORP
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