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	Description	2SB0929. 2SB0929A (2SB929. 2SB929A) - PNP Transistor 
 5-Pin µP Supervisory Circuits with Watchdog and Manual Reset
Power Device - Power Transistors - General-Purpose power amplification
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			 Related Part Number
	
					PART	Description	Maker
	2SB0929/2SB0929A2SB929/2SB929A 2SB09292SB929 2SB09	2SB0929. 2SB0929A (2SB929. 2SB929A) - PNP Transistor
5-Pin µP Supervisory Circuits with Watchdog and Manual Reset
Power Device - Power Transistors - General-Purpose power amplification
TRANSISTOR | BJT | PNP | 60V V(BR)CEO | 3A I(C) | TO-262VAR 晶体管|晶体管|进步党| 60V的五（巴西）总裁| 3A条一（c）|62VAR
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器
	TE Connectivity, Ltd.

	AMDL17 AIDL17 AIDL190J AIDL190G AMDL190J FAIDL190 	One Gate CMOS (L-MOS) - High Speed Series; Surface Mount Type: Y; Series Name: TC7S; Function: Single Schmitt Inverter; Package: SMV
Low-Frequency Power Transistors (2SB Series, 2SD Series); Surface Mount Type: N; Package: TO-126(IS); Number Of Pins: 3; Viewing Angle: taping unavailable; Publication Class: Low-Frequency Power Transistor; Part Number: 2SD1509; Comments: Darlington
Low-Frequency Power Transistors (2SB Series, 2SD Series); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Viewing Angle: taping unavailable; Publication Class: Low-Frequency Power Transistor; Part Number: 2SD1407A
IC Output Photocouplers and Photorelays; Features: IEC950-satisfied-version of TLP559; Package: DIP8; Surface Mount Type: Y/N; Number of Pins: 8
voltage BVs @1minute (min) (V_rms): 1500; Safety Standard UL: Approved
TC7WB Series; Surface Mount Type: Y; Series Name: TC7WB; Function: 2-Bit Bus Exchanger; Package: US8; Number Of Pins: 8
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7WZ; Function: Single D-Type Flip-Flop with Preset and Clear; Package: US8; Number of Pins: 8
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7WZ; Function: Triple Schmitt Inverter; Package: US8; Number of Pins: 8; Comments: Input
IC Output Photocouplers and Photorelays; Features: higher CMR version of TLP112A; Package: MFSOP6; Surface Mount Type: Y; Number of Pins: 5; Data
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: US6; XJE016 JEITA: SC-88; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 20); V_GSS(Q1), max (V): (max 10); I_D Q1, max (mA): (max 50)
AHS Series Logic; Surface Mount Type: Y; Series Name: TC7SA; Function: Single Non-Inverter; Package: USV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7WZ; Function: Triple Non Inverter; Package: US8; Number of Pins: 8; Comments: Input tolerant/Output power down protection functions
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single 2-Input NAND (Open Drain); Package: USV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7SZ; Function: Single Schmitt Inverter; Package: SMV; Number of Pins: 5; Comments: Input tolerant/Output power down protection functions
1V Operation Series Logic; Surface Mount Type: Y; Series Name: TC7SL; Function: Single 2-Input OR Gate; Package: SMV
Standard Logic Series; Surface Mount Type: Y; Series Name: TC4W; Function: Dual Analog Switch; Package: SM8
One Gate CMOS (L-MOS) - High Speed Series; Surface Mount Type: Y; Series Name: TC7W; Function: Dual 2-Input AND Gate; Package: US8
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: USV; XJE016 JEITA: SC-88A; Number of Pins: 5; Internal connection: Source-Common; V_DS(Q1), max (V): (max 20); V_GSS(Q1), max (V): (max 10); I_D Q1, max (mA): (max 100)
High-Frequency Switching Power Transistors (2SA Series); Surface Mount Type: Y; Package: PW-MOLD; Number Of Pins: 3; Publication Class: Transistor for AC-DC converter; Application Scope: high-voltage switching
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: US6; XJE016 JEITA: SC-88; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 50); V_GSS(Q1), max (V): (max 10); I_D Q1, max (mA): (max 50)
C-Band Power GaAs IMFETs; Frequency Band (GHz): 5.9-6.4; P1dB (dBm): 36.5; G1dB (dB): 10; Ids (A) Typ.: 1.1; IM3 (dBc) Typ.: -47; Rth (&#176;C/W) Typ.: 4.5; Package Type: 2-11D1B 逻辑IC
Logic IC 逻辑IC
MOSFETs - Nch VDSS=30V; Surface Mount Type: Y; Package: SOP-8; Application Scope: mobile; R DS On (&#206;&#169;): (max 0.013) (max 0.009); I_S (A): (max 13) 逻辑IC
One Gate CMOS (L-MOS) - High Speed Series; Surface Mount Type: Y; Series Name: TC7W; Function: Single 2-Channel Multiplexer/Demultiplexer; Package: US8 逻辑IC
Junction FETs (Single); Surface Mount Type: N; Package: MINI; Number of Pins: 3; Comments: Low-noise; Part Number: 2SJ108; I_DSS, min (mA): (min 2.6) (max 20); |Yfs|, min (mS): (max -40) 逻辑IC
C-Band Power GaAs IMFETs; Frequency Band (GHz): 7.7-8.5; P1dB (dBm): 39.5; G1dB (dB): 8.5; Ids (A) Typ.: 2.2; IM3 (dBc) Typ.: -47; Rth (&#176;C/W) Typ.: 2.5; Package Type: 2-11D1B 逻辑IC
SHS Series Logic; Surface Mount Type: Y; Series Name: TC7WZ; Function: Dual 2-Input NAND Gate; Package: US8; Number of Pins: 8; Comments: Input tolerant/Output power down protection functions
	Cornell Dubilier Electronics, Inc.
Electronic Theatre Controls, Inc.
Hamamatsu Photonics K.K.
TE Connectivity, Ltd.
SIEMENS AG
KOA Speer Electronics,Inc.
Square D by Schneider Electric
Analog Devices, Inc.

	MAX6730 MAX6730-MAX6735 MAX6730UTD-T MAX6731 MAX67	Vcc1: 4.625 V, Vcc2: 3.075 V, active timeout period: 140 ms-280 ms, single/dual/triple-voltage mP supervisor circuit with independent watchdog output
Vcc1: 2.925 V, Vcc2: 2.188 V, active timeout period: 140 ms-280 ms, single/dual/triple-voltage mP supervisor circuit with independent watchdog output
Vcc1: 2.925 V, Vcc2: 1.313 V, active timeout period: 140 ms-280 ms, single/dual/triple-voltage mP supervisor circuit with independent watchdog output
Vcc1: 2.313 V, Vcc2: 1.665 V, active timeout period: 140 ms-280 ms, single/dual/triple-voltage mP supervisor circuit with independent watchdog output
Vcc1: 2.925 V, Vcc2: 1.575 V, active timeout period: 140 ms-280 ms, single/dual/triple-voltage mP supervisor circuit with independent watchdog output
Vcc1: 4.625 V, active timeout period: 140 ms-280 ms, single/dual/triple-voltage mP supervisor circuit with independent watchdog output
Single-/Dual-/Triple-Voltage µP Supervisory Circuits with Independent Watchdog Output
Single-/Dual-/Triple-Voltage uP Supervisory Circuits with Independent Watchdog Output
Single-/Dual-/Triple-Voltage P Supervisory Circuits with Independent Watchdog Output
Single-/Dual-/Triple-Voltage レP Supervisory Circuits with Independent Watchdog Output
8-Channel Relay Driver with Integrated 5V LDO and Brown-Out Detection 20-HTSSOP -40 to 125
Neuron ICs; Max. Input Clock: 20 MHz; EEPROM: 3 KB; RAM: 4 KB; ROM: 16 KB; Package: 32 pin SOP; External Memory I/F: No
Analog Video Front-End Processors; Function: 2in/1out component video switching and frequency detection; Features: YCbCr/RGB or D-pin, auto sync
Analog Video Front-End Processors; Function: Programmable audio/video switching and frequency detection; Features: CVBS, S-Video, YCbCr/RGB, SCART
.: 2.5; Package Type: 2-11D1B
; Publication Class: High Frequency Switching Power Transistor; Application Scope: High Speed Switching Applictions; H_FE: (min 250) (max 400)
; Comments: Please ask for the nearest Toshiba distributors about the production works.; V R (V): (max 40)
Variable Capacitance Diodes; Surface Mount Type: Y; Package: S-MINI; Number of Pins: 3; Application Scope: VHF/UHF TV tuner
Variable Capacitance Diodes; Surface Mount Type: Y; Package: ESC; Number of Pins: 2; Application Scope: CATV tuner
Variable Capacitance Diodes; Surface Mount Type: Y; Package: USC; Number of Pins: 2; Application Scope: VHF/UHF VCO
Single-/Dual-/Triple-Voltage µ.P Supervisory Circuits with Independent Watchdog Output
Variable Capacitance Diodes; Surface Mount Type: Y; Package: fSC; Number of Pins: 2; Application Scope: VHF/UHF VCO
RF Switch Diodes; Surface Mount Type: Y; Package: ESC; Number of Pins: 2; Application Scope: TV Band Switch
Low-Frequency Power Transistors (2SB Series, 2SD Series); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Viewing Angle: taping unavailable; Publication Class: Low-Frequency Power Transistor
MOSFETs - Nch VDSS=30V; Surface Mount Type: N; Package: TO-220AB; R DS On (Î©): (max 0.035) (max 0.02); I_S (A): (max 35)
FETs Nch 30VPch Power MOSFET; Surface Mount Type: Y; Package: TSSOP-8; Number Of Pins: 8; R DS On (Î©): (max 0.08) (max 0.03) (max 0.021); I_S (A): (max -5)
Pch Power MOSFET; Surface Mount Type: Y; Package: PS-8; Number Of Pins: 8; R DS On (Î©): (max 0.08) (max 0.03) (max 0.018); I_S (A): (max -7.3)
Neuron ICs; Max. Input Clock: 10 MHz; EEPROM: 0.5 KB; RAM: 2 KB; ROM: N/A; Package: 64 pin QFP Pb-free; External Memory I/F: Yes
FETs - Nch 250VFETs - Nch 250VFETs - Nch 250VHigh-Frequency Schottky Barrier Diodes; Surface Mount Type: Y; Package: S-MINI(Single); Number Of Pins: 3; Application Scope: VHF, UHF MIX; V F (V): 0.5; C T (pF): 0.8; V R (V): (max 6); Average Forward Current I_F Max (mA): (max 30)
FETs - Nch 250VFETs - Nch 250VSmall-Signal Schottky Barrier Diodes; Surface Mount Type: Y; Package: S-MINI; XJE016 JEITA: SC-59; Number of Pins: 3; Features: standard; Internal connection: single; V R (V): (max 40)
Small-Signal MOS FETs(Single); Surface Mount Type: Y; Package: UFM; Number of Pins: 3; V th (V): (min -0.8) (max -1.8); R DS On (Î©): 0.61 (max 0.79) 0.31 (max 0.39); Drain-Source Voltage (V): (max -30); Drain Current (mA): (max -1100)
Switching Diodes; Surface Mount Type: Y; Package: SMQ; XJE016 JEITA: SC-61; Number of Pins: 4; Features: high breakdown voltage; Internal connection: 2 in 1; Reverse Voltage, max (V): (max 200)
Switching Diodes; Surface Mount Type: Y; Package: SMQ; XJE016 JEITA: SC-61; Number of Pins: 4; Features: high-speed switching; Internal connection: 2 in 1; Reverse Voltage, max (V): (max 80)
MOSFETs - Nch VDSS=30V; Surface Mount Type: N; Package: TFP; R DS On (Î©): (max 0.01) (max 0.005); I_S (A): (max 75)
Pch Power MOSFET; Surface Mount Type: Y; Package: SOP-8; Application Scope: mobile; R DS On (Î©): (max 0.018) (max 0.01); I_S (A): (max -11)
FETs - Nch 250VJunction FETs (Single); Surface Mount Type: Y; Package: USM; XJE016 JEITA: SC-70; Number of Pins: 3; Comments: General-purpose; Part Number: 2SJ106; I_DSS, min (mA): (min 0.3) (max 6.5); I_DSS, max (mA): (min 1.2); |Yfs|, min (mS): (max -50)
Junction FETs (Single); Surface Mount Type: Y; Package: TESM3; Number of Pins: 3; Comments: General-purpose; I_DSS, min (mA): (min 0.14) (max 0.5); I_DSS, max (mA): (min 1.85); |Yfs|, min (mS): (max -20)
Junction FETs (Single); Surface Mount Type: Y; Package: TESM3; Number of Pins: 3; Comments: General-purpose; I_DSS, min (mA): (min 0.14) (max 0.35); I_DSS, max (mA): (min 1.3); |Yfs|, min (mS): (max -20)
Junction FETs (Single); Surface Mount Type: N; Package: TO-92; XJE016 JEITA: SC-43; Number of Pins: 3; Comments: Low-noise; I_DSS, min (mA): (min 2.6) (max 20); I_DSS, max (mA): (min 25); |Yfs|, min (mS): (max -40)
Junction FETs (Single); Surface Mount Type: N; Package: TO-92; XJE016 JEITA: SC-43; Number of Pins: 3; Comments: General-purpose; Part Number: 2SJ104; I_DSS, min (mA): (min 2.6) (max 20); I_DSS, max (mA): (min 12); |Yfs|, min (mS): (max -40)
Junction FETs (Single); Surface Mount Type: N; Package: MINI; Number of Pins: 3; Comments: General-purpose; Part Number: 2SJ107; I_DSS, min (mA): (min 2.6) (max 20); I_DSS, max (mA): (min 12); |Yfs|, min (mS): (max -40)
Junction FETs (Single); Surface Mount Type: N; Package: MINI; Number of Pins: 3; Comments: Low-noise; I_DSS, min (mA): (min 2.6) (max 20); I_DSS, max (mA): (min 25); |Yfs|, min (mS): (max -40)
Junction FETs (Single); Surface Mount Type: Y; Package: VESM2; Number of Pins: 3; Comments: General-purpose; I_DSS, min (mA): (min 0.08) (max 0.3); I_DSS, max (mA): (min 1.0); |Yfs|, min (mS): (max -20)
Junction FETs (Single); Surface Mount Type: Y; Package: TESM3; Number of Pins: 3; Comments: General-purpose; I_DSS, min (mA): (min 0.08) (max 0.3); I_DSS, max (mA): (min 1.0); |Yfs|, min (mS): (max -20)
Junction FETs (Single); Surface Mount Type: Y; Package: TESM3; Number of Pins: 3; Comments: General-purpose; I_DSS, min (mA): (min 0.08) (max 0.48); I_DSS, max (mA): (min 1.4); |Yfs|, min (mS): (max -20)
Junction FETs (Single); Surface Mount Type: N; Package: TO-92; XJE016 JEITA: SC-43; Number of Pins: 3; Comments: Low-noise; I_DSS, min (mA): (min 0.3) (max 6.5); I_DSS, max (mA): (min 1.2); |Yfs|, min (mS): (max -50)
Junction FETs (Single); Surface Mount Type: Y; Package: S-MINI; XJE016 JEITA: SC-59; Number of Pins: 3; Comments: General-purpose; Part Number: 2SJ106; I_DSS, min (mA): (min 0.3) (max 6.5); I_DSS, max (mA): (min 1.2); |Yfs|, min (mS): (max -50)
Junction FETs (Single); Surface Mount Type: N; Package: TO-92; XJE016 JEITA: SC-43; Number of Pins: 3; Comments: General-purpose; I_DSS, min (mA): (min 1.2) (max 14); I_DSS, max (mA): (min 4); |Yfs|, min (mS): (max -50)
Junction FETs (Single); Surface Mount Type: Y; Package: S-MINI; XJE016 JEITA: SC-59; Number of Pins: 3; Comments: General-purpose; Part Number: 2SK208; I_DSS, min (mA): (min -1.2) (max -14); I_DSS, max (mA): (min 1); |Yfs|, min (mS): (max 50)
Small-Signal MOS FETs(Single); Surface Mount Type: Y; Package: UF6; Number of Pins: 6; V th (V): (min 0.5) (max 1.1); R DS On (Î©): 0.041 (max 0.054) 0.034 (max 0.040); Drain-Source Voltage (V): (max 20); Drain Current (mA): (max 4000)
Small-Signal MOS FETs(Single); Surface Mount Type: Y; Package: ES6; Number of Pins: 6; V th (V): (min 0.4) (max 1.1); R DS On (Î©): 0.190 (max 0.230) 0.150 (max 0.170); Drain-Source Voltage (V): (max 20); Drain Current (mA): (max 1400)
Small-Signal MOS FETs(Single); Surface Mount Type: Y; Package: UF6; Number of Pins: 6; V th (V): (min 1.3) (max 2.5); R DS On (Î©): 0.058 (max 0.077) 0.038 (max 0.050); Drain-Source Voltage (V): (max 30); Drain Current (mA): (max 3000)
FETs - Nch 250VSmall-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: ESV; Number of Pins: 5; Internal connection: Source-Common; V_DS(Q1), max (V): (max 30); V_GSS(Q1), max (V): (max  /-20); I_D Q1, max (mA): (max 100)
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: US6; XJE016 JEITA: SC-88; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 30); V_GSS(Q1), max (V): (max ±20); I_D Q1, max (mA): (max 400)
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: ES6; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 30); V_GSS(Q1), max (V): (max  /-20); I_D Q1, max (mA): (max 100)
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: US6; XJE016 JEITA: SC-88; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max -30); V_GSS(Q1), max (V): (max  /-20); I_D Q1, max (mA): (max -200)
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: US6; XJE016 JEITA: SC-88; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max -30); V_GSS(Q1), max (V): (max  /-20); I_D Q1, max (mA): (max -100)
FETs - Nch 250VMOSFETs - Nch VDSS=30V; Surface Mount Type: Y; Package: TSSOP-8; Application Scope: mobile; R DS On (Î©): (max 0.04) (max 0.03); I_S (A): (max 5)
Small-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: US6; XJE016 JEITA: SC-88; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 60); V_GSS(Q1), max (V): (max  /-20); I_D Q1, max (mA): (max 200)
FETs - Nch 700VFETs - Nch 700VMOSFETs - Nch VDSS=30V; ; Package: STP; Number Of Pins: 4; Application Scope: mobile; V_SSS (V): (max 20); P D (W): (max 6)
High Efficiency Diodes (HEDs); Surface Mount Type: Y; Package: L-FLAT; Number Of Pins: 2; Internal Connection: Single; T RR (ns): (max 35); Repetitive Peak Reverse Voltage V_RRM Max (V): (max 3); I O (A): (max 200)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 400)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 300)
High-Frequency Schottky Barrier Diodes; Surface Mount Type: Y; Package: S-MINI(Twin); Number Of Pins: 3; Application Scope: VHF, UHF MIX; V F (V): 0.25; C T (pF): 0.6; V R (V): (max 4); Average Forward Current I_F Max (mA): (max 30)
Pch Power MOSFET; Surface Mount Type: Y; Package: SOP-8; Application Scope: mobile; R DS On (Î©): (max 0.08) (max 0.05) (max 0.03); I_S (A): (max -5)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 600)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 200)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 300)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N)IS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 300)
Low-Frequency Power Transistors (2SB Series, 2SD Series); Surface Mount Type: N; Package: TO-126(IS); Number Of Pins: 3; Viewing Angle: taping unavailable; Publication Class: Low-Frequency Power Transistor; Comments: Darlington
Phase Lock Loop; Dual or Single: Dual; Features: Integer - N (including Mixer); Power Supply V: 2.0 ~ 5.5; ImA: 16; Input FMHz: 200 ~ 400; Operating Freq-MHz: 5 ~ 25; Sensitivity dBµmV: 93 ~ 107; Package: SSOP24; Production Status: MP
Phase Lock Loop; Dual or Single: Single; Features: Integer - N; Power Supply V: 2.4 ~ 5.5; ImA: 4.8; Input FMHz: 1610.5 ~ 1699.5; Operating Freq-MHz: 19.2 Typ; Sensitivity dBµmV: 92 ~ 107; Package: SSOP10; Production Status: MP
Phase Lock Loop; Dual or Single: Dual; Features: Integer - N; Power Supply V: 2.7 ~ 5.5; ImA: 16.5; Input FMHz: 520 ~ 1100; Operating Freq-MHz: 5 ~ 25; Sensitivity dBµmV: 92 ~ 107; Package: SSOP16; Production Status: MP
Phase Lock Loop; Dual or Single: Dual; Features: Integer - N (including Mixer); Power Supply V: 2.0 ~ 5.5; ImA: 16; Input FMHz: 200 ~ 520; Operating Freq-MHz: 5 ~ 25; Sensitivity dBµmV: 93 ~ 107; Package: SSOP24; Production Status: MP
High-Frequency Switching Power Transistors (2SA Series); Surface Mount Type: N; Package: TO-126(IS); Number Of Pins: 3; Viewing Angle: taping unavailable; Publication Class: Transistor for AC-DC converter; Application Scope: switching regulator
High-Frequency Switching Power Transistors (2SA Series); Surface Mount Type: N; Package: TO-126(IS); Number Of Pins: 3; Viewing Angle: taping unavailable; Publication Class: High Frequency Switching Power Transistor; Part Number: 2SA1359
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 600)
Junction FETs (Single); Surface Mount Type: N; Package: TO-92; XJE016 JEITA: SC-43; Number of Pins: 3; Comments: Low-noise; Part Number: 2SJ74; I_DSS, min (mA): (min 2.6) (max 20); |Yfs|, min (mS): (max -40)
Variable Capacitance Diodes; Surface Mount Type: Y; Package: FM8; Number of Pins: 8; Application Scope: AM car radio
FETs - Nch 250VFETs - Nch 250VFETs - Nch 700VFETs - Nch 700VMOSFETs - Nch VDSS=30V; Surface Mount Type: Y; Package: SOP-8; Application Scope: mobile; R DS On (Î©): (max 0.022) (max 0.014); I_S (A): (max 11)
FETs - Nch 500VFETs - Nch 700VMOSFETs - Nch VDSS=30V; Surface Mount Type: N/Y; Package: TO-220FL/SM; R DS On (Î©): (max 0.03); I_S (A): (max 40)
FETs - Nch 60VFETs - Nch 150VDiscrete IGBTs; Surface Mount Type: Y/N; Package: TO-220SM/FL; Number Of Pins: 3; No Of Circuits: 2; Comments: Low saturation voltage type; V_CES (V): (max 600)
Variable Capacitance Diodes; Surface Mount Type: Y; Package: ESC; Number of Pins: 2; Application Scope: BS tuner
X and Ku-Band Power GaAs IMFETS; Frequency Band (GHz): 13.75-14.5; P1dB (dBm): 42; G1dB (dB): 6; Ids (A) Typ.: 5.5; Package Type: 1.8; Rth (°C/W) Typ.: 7-AA03A
C-Band Power GaAs IMFETs; Frequency Band (GHz): 7.7-8.5; P1dB (dBm): 38.5; G1dB (dB): 8.5; Ids (A) Typ.: 1.6; IM3 (dBc) Typ.: -47; Rth (°C/W) Typ.: 3.8; Package Type: 2-11D1B
C-Band Power GaAs IMFETs; Frequency Band (GHz): 7.7-8.5; P1dB (dBm): 36.5; G1dB (dB): 8.5; Ids (A) Typ.: 1.1; IM3 (dBc) Typ.: -47; Rth (°C/W) Typ.: 4.5; Package Type: 2-11D1B
Pch Power MOSFET; Surface Mount Type: N; Package: TO-220NIS; R DS On (Î©): (max 0.12) (max 0.09); I_S (A): (max -18)
FETs Nch 30VSmall-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: UF6; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 20); V_GSS(Q1), max (V): (max  /-12); I_D Q1, max (mA): (max 800)
FETs - Nch 250VSmall-Signal MOS FETs (Dual); Surface Mount Type: Y; Package: UF6; Number of Pins: 6; Internal connection: Independent; V_DS(Q1), max (V): (max 20); V_GSS(Q1), max (V): (max  /-12); I_D Q1, max (mA): (max 500)
FETs - Nch 150V<VDSS=250V; ; Package: TO-3P(L); R DS On (&#206;&#169;): (max 0.625); P D (W): (max 12)
FETs - Nch 150V<VDSS=250V; Surface Mount Type: Y; Package: TSSOP-8; Number Of Pins: 8; R DS On (&#206;&#169;): (max 0.45); P D (W): (max 1.9) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 250V<VDSS=500V; Surface Mount Type: N/Y; Package: TO-220FL/SM; R DS On (&#206;&#169;): (max 0.85); P D (W): (max 8) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 250V<VDSS=500V; ; Package: TO-3P(N); R DS On (&#206;&#169;): (max 0.27); P D (W): (max 20) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 250V<VDSS=500V; ; Package: TO-3P(N)IS; R DS On (&#206;&#169;): (max 0.4); P D (W): (max 14) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
IF Wave Detection ICs; Application: Front End Mixer; Operating Voltage: 1.1-5.5V; Package: SSOP16 (1.00); Comments: Front End 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Pch Power MOSFET; Surface Mount Type: N/Y; Package: TO-220FL/SM; R DS On (&#206;&#169;): (max 0.19) (max 0.12); I_S (A): (max -14) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Single-/Dual-/Triple-Voltage &#181.P Supervisory Circuits with Independent Watchdog Output 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Switching Diodes; Surface Mount Type: Y; Package: SM6; XJE016 JEITA: SC-74; Number of Pins: 6; Features: high-speed switching; Internal connection: 4 in 1; Reverse Voltage, max (V): (max 80) 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
FETs - Nch 150V<VDSS=250V; Surface Mount Type: N; Package: TO-220NIS; R DS On (&#206;&#169;): (max 0.5); P D (W): (max 7.5) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 700V<VDSS; ; Package: TO-220SIS; R DS On (&#206;&#169;): (max 4.3); P D (W): (max 3) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 500V<VDSS=700V; Surface Mount Type: N/Y; Package: NEW PW-MOLD2; Number Of Pins: 3; R DS On (&#206;&#169;): (max 5.0); P D (W): (max 2) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Pch Power MOSFET; Surface Mount Type: N; Package: PW-MOLD; R DS On (&#206;&#169;): (max 5); I_S (A): (max -1) 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
FETs - Nch 250V<VDSS=500V; Surface Mount Type: N/Y; Package: NEW PW-MOLD2; Number Of Pins: 3; R DS On (&#206;&#169;): (max 4.6); P D (W): (max 1) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 500V<VDSS=700V; Surface Mount Type: N; Package: PW-MOLD; R DS On (&#206;&#169;): (max 9); P D (W): (max 1) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
C-Band Power GaAs IMFETs; Frequency Band (GHz): 7.7-8.5; P1dB (dBm): 41.5; G1dB (dB): 8.5; Ids (A) Typ.: 3.2; IM3 (dBc) Typ.: -47; Rth (&#176;C/W) Typ.: 2; Package Type: 2-16G1B 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
C-Band Power GaAs IMFETs; Frequency Band (GHz): 7.1-7.9; P1dB (dBm): 46.5; G1dB (dB): 6.5; Ids (A) Typ.: 9.6; IM3 (dBc) Typ.: -45; Rth (&#176;C/W) Typ.: 0.8; Package Type: 2-16G1B 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 500V<VDSS=700V; ; Package: TO-220SIS; R DS On (&#206;&#169;): (max 1.25); P D (W): (max 6) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 250V<VDSS=500V; ; Package: TO-220SIS; R DS On (&#206;&#169;): (max 0.97); P D (W): (max 8) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 700V<VDSS; Surface Mount Type: N; Package: TO-220SIS; Number Of Pins: 3; R DS On (&#206;&#169;): (max 2.0); P D (W): (max 6) 3-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Pch Power MOSFET; Surface Mount Type: Y; Package: VS-8; Application Scope: mobile; R DS On (&#206;&#169;): (max 0.2) (max 0.095) (max 0.059); I_S (A): (max -3) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Pch Power MOSFET; Surface Mount Type: N/Y; Package: NEW PW-MOLD2; Number Of Pins: 3; R DS On (&#206;&#169;): (max 2.0); I_S (A): (max -2.5) 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
FETs Nch 30V<VDSS=60V; Surface Mount Type: N/Y; Package: TO-220FL/SM; R DS On (O): (max 0.025) (max 0.017); I_S (A): (max 45) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
RF Switch Diodes; Surface Mount Type: Y; Package: USM; Number of Pins: 3; Application Scope: TV Band Switch 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
C-Band Power GaAs IMFETs; Frequency Band (GHz): 5.9-6.4; P1dB (dBm): 48; G1dB (dB): 8.5; Ids (A) Typ.: 13.2; IM3 (dBc) Typ.: -45; Rth (&#176;C/W) Typ.: 0.6; Package Type: 2-16G1B 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs Nch 30V<VDSS=60V; Surface Mount Type: N/Y; Package: TO-220FL/SM; R DS On (O): (max 0.055) (max 0.03); I_S (A): (max 45) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
RF Switch Diodes; Surface Mount Type: Y; Package: S-MINI; Number of Pins: 3; Application Scope: TV Band Switch 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
RF Switch Diodes; Surface Mount Type: Y; Package: USC; Number of Pins: 2; Application Scope: TV Band Switch 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
RF Switch Diodes; Surface Mount Type: Y; Package: sESC; Number of Pins: 2; Application Scope: Switch 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Pch Power MOSFET; Surface Mount Type: N/Y; Package: NEW PW-MOLD2; Number Of Pins: 3; R DS On (&#206;&#169;): (max 0.25) (max 0.17); I_S (A): (max -5) 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
RF Switch Diodes; Surface Mount Type: Y; Package: ESC; Number of Pins: 2; Application Scope: Switch 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Switching Diodes; Surface Mount Type: N; Package: MINI; Number of Pins: 3; Features: high-speed switching; Internal connection: 2 in 1; Reverse Voltage, max (V): (max 80) 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Small-Signal Schottky Barrier Diodes; Surface Mount Type: Y; Package: VESM; Number of Pins: 3; Features: low VF; Internal connection: 2 in 1; V R (V): (max 10) 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Switching Diodes; Surface Mount Type: Y; Package: S-MINI; XJE016 JEITA: SC-59; Number of Pins: 3; Features: low leakage; Internal connection: 2 in 1; Reverse Voltage, max (V): (max 80) 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
C-Band Power GaAs IMFETs; Frequency Band (GHz): 3.7-4.2; P1dB (dBm): 41.5; G1dB (dB): 11.5; Ids (A) Typ.: 3.2; IM3 (dBc) Typ.: -47; Rth (&#176;C/W) Typ.: 2; Package Type: 2-16G1B 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs - Nch 250V<VDSS=500V; Surface Mount Type: N; Package: TO-220NIS; R DS On (&#206;&#169;): (max 0.52); P D (W): (max 12) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Small-Signal Schottky Barrier Diodes; Surface Mount Type: Y; Package: USQ; Number of Pins: 4; Features: low VF; Internal connection: 2 in 1; V R (V): (max 10) 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
FETs - Nch 150V<VDSS=250V; Surface Mount Type: N; Package: TO-220NIS; R DS On (&#206;&#169;): (max 0.25); P D (W): (max 13) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
C-Band Power GaAs IMFETs; Frequency Band (GHz): 3.7-4.2; P1dB (dBm): 45.5; G1dB (dB): 10; Ids (A) Typ.: 8; IM3 (dBc) Typ.: -45; Rth (&#176;C/W) Typ.: 1; Package Type: 2-16G1B 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
High-Frequency Switching Power Transistors (2SA Series); Surface Mount Type: N; Package: LSTM; Number Of Pins: 3; Viewing Angle: radial taping; Publication Class: High Frequency Switching Power Transistor 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
Discrete IGBTs; Surface Mount Type: Y; Package: SOP-8; Number Of Pins: 8; No Of Circuits: 5th generation; Comments: 2.3 @V_GE=4V, I_C=150A; V_CES (V): (max 400) 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
FETs - Nch 60V<VDSS=150V; Surface Mount Type: N; Package: TO-220NIS; R DS On (O): (max 0.13) (max 0.085); P D (W): (max 20) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
FETs Nch 30V<VDSS=60V; ; Package: TO-3P(N); R DS On (O): (max 0.016) (max 0.0095); I_S (A): (max 50) 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
High-Frequency Schottky Barrier Diodes; Surface Mount Type: Y; Package: fSC; Number Of Pins: 2; Application Scope: VHF, UHF MIX; V F (V): 0.24; C T (pF): 0.3; V R (V): (max 10); Average Forward Current I_F Max (mA): (max 10)
Vcc1: 2.188 V, Vcc2: 0.788 V, active timeout period: 140 ms-280 ms, single/dual/triple-voltage mP supervisor circuit with independent watchdog output
Vcc1: 4.625 V,  active timeout period: 140 ms-280 ms, single/dual/triple-voltage mP supervisor circuit with independent watchdog output
Vcc1: 1.575 V, Vcc2: 1.313 V, active timeout period: 140 ms-280 ms, single/dual/triple-voltage mP supervisor circuit with independent watchdog output
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