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			 Related Part Number
	
					PART	Description	Maker
	BB664 Q62702-B0909 Q62702-B0908 	Silicon Variable Capacitance Diode (For VHF TV-tuners High capacitance ratio Low series inductance Low series resistance) 硅变容二极管（甚高频电视信号接收器高电容率低串联电感低串联电阻）
From old datasheet system
	SIEMENS AG
Infineon
SIEMENS[Siemens Semiconductor Group]

	RMP10R-10K-J 	SURFACE MOUNT RMP Series: Higher Power, Thick Film, SMD RESISTORS
	RFE international

	2MBI150PC-140 	Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
IGBT MODULE ( P-Series )
	FUJI ELECTRIC HOLDINGS CO., LTD.

	2MBI100NE-120 	CAPACITOR, CASE A, 22UF, 2.5V; Application:Solid; Capacitance:22uF; Tolerance, capacitance:20%; Series:NOS; Voltage, rating:2.5V; Capacitor dielectric type:Niobium Oxide; Case style:A; Depth, external:1.6mm; Length / Height, RoHS Compliant: Yes
IGBT MODULE ( N series )
	FUJI ELECTRIC HOLDINGS CO., LTD.

	SA56614-44GW SA56614-20GW SA56614-20 SA56614-29 SA	Ceramic Multilayer Capacitor; Capacitance:100000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
Ceramic Multilayer Capacitor; Capacitance:1200pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Features:Multilayer Ceramic Chip Capacitor
CMOS system reset
	PHILIPS[Philips Semiconductors]

	SGH30N60RUF SGH30N60RUFTU 	Discrete, Short Circuit Rated IGBT
Ceramic Multilayer Capacitor; Capacitance:2200pF; Capacitance Tolerance: 50, -20 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0805; Series:W2F; Features:Feedthru; Leaded Process Compatible:Yes
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation

	MDU28C MDU28C-20MD1 MDU28C-20MD4 MDU28C-20A1 MDU28	ACTIVE DELAY LINE, TRUE OUTPUT, DSO14
ACTIVE DELAY LINE, TRUE OUTPUT, DFP14
ACTIVE DELAY LINE, TRUE OUTPUT, DSO8
DUAL, HCMOS-INTERFACED FIXED DELAY LINE 双，HCMOS界面的固定延迟线
CRYSTAL, SM, CX-49G, 20MHZ; Frequency, output:20000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2200pF; Capacitance Tolerance: /- 5%; Series:CM06; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
CRYSTAL, SM, CX-49G, 10MHZ; Frequency, output:10000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
MICA RoHS Compliant: No
CRYSTAL, SM, CX-49G, 16MHZ; Frequency, output:16000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
CRYSTAL, SM, CX-49G, 12MHZ; Frequency, output:12000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
	DATA DELAY DEVICES INC
Electronic Theatre Controls, Inc.

	TN2-L2-H-9 TN2-L2-H-9V TN2-12 TN2-L2-H-12V TN2-L2-	SLIM POLARIZED RELAY
Silver Mica Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 5%; Series:CD5; Voltage Rating:50VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
SLIM的极化继电器
	http://
NAIS[Nais(Matsushita Electric Works)]
NAIS[Matsushita Electric Works(Nais)]

	M30612MA-323FP M30612MC-213FP M30612MC-211FP M3061	16-BIT, MROM, 10 MHz, MICROCONTROLLER, PQFP100
SINGLE-CHIP 16-BIT CMOS MICROCOMPUTER 单片16位CMOS微机
MICA RoHS Compliant: No 单片16位CMOS微机
Silver Mica Capacitor; Capacitance:240pF; Capacitance Tolerance: 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:15pF; Capacitance Tolerance: /- 5%; Series:CM04; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
	Mitsubishi Electric, Corp.
Mitsubishi Electric Corporation

	ZC831 ZC831A ZC831B ZC830 ZC830A ZC830B ZC836B ZC8	   SOT23 SILICON VARIABLE CAPACITANCE DIODES
25 Volt hyperabrupt varactor diode
MS (MIL-C-5015)/97 SERIES 3108A SOLID SHELL ANGLE PLUGS, RIGHT ANGLE BODY STYLE, SOLDER TERMINATION, 22 SHELL SIZE, 22-2 INSERT ARRANGEMENT, PLUG GENDER, 3 CONTACTS 47 pF, 25 V, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
10 pF, 25 V, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
	ZETEX[Zetex Semiconductors]
Zetex Semiconductor PLC
DIODES INC

	MLC-X5R MLC-X7R MLC-Y5V 	HCC SERIES HIGH CAPACITANCE
	Electronic Theatre Controls, Inc.

	DS2E-M-DC24V DS4E-ML-DC1.5V DS2E-M-DC5 DS2E-S-DC1 	HIGHLY SENSITIVE 1500 V FCC SURGE WITHSTANDING MINIATURE RELAY 高灵500伏特催化裂化浪涌耐压继电
Single-Channel Digital Soldering Station Power Unit; Supply Voltage:120V
; Filter Type:RFI; Current Rating:25A; Voltage Rating:250V; Inductance:2mH; Capacitance X:2.2uF; Capacitance Y:4.7nF; Series:FN2070 RoHS Compliant: Yes
	ITT, Corp.
Panasonic, Corp.
NAIS[Nais(Matsushita Electric Works)]
NAIS[Matsushita Electric Works(Nais)]
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