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			X9C503 - Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 100K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 100 POSITIONS, PDSO8 Wiper Position Stored in Non-volatile Memory and Recalled on Power-up Digitally Controlled Potentiometer (XDCP? 
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	Description	Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 100K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 100 POSITIONS, PDSO8 
 Wiper Position Stored in Non-volatile Memory and Recalled on Power-up
Digitally Controlled Potentiometer (XDCP?
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	Part: X9C503P
	Maker: XICOR
	Pack: DIP-8
	Stock: 300
	Unit price 
									for :
	    
									50: $2.19
	  
									100: $2.08
	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	ISL22424TFR16Z ISL22424TFV14Z ISL22424UFR16Z ISL22	Dual Digitally Controlled Potentiometer (XDCP??
Dual Digitally Controlled Potentiometer (XDCP?
Dual Digitally Controlled Potentiometer (XDCP&#153;), Low Noise, Low Power, SPI&#174; Bus, 256 Taps; Temperature Range: Full-Range Ind; Package: 14-TSSOP T&amp;R
	Intersil Corporation

	X9252 X9252TV24-2.7 X9252TV24I-2.7 X9252UV24-2.7 X	Quad Digitally-Controlled (XDCPTM) Potentiometer
Quad Digitally-Controlled (XDCP) potentiometer
	XICOR[Xicor Inc.]

	X9511WP X9511WS X9511WSZ X9511 X9511WPI X9511WPIZ 	Single Digitally-Controlled (XDCP) Potentiometer (Push Button Controlled)
	INTERSIL[Intersil Corporation]

	EPA060-20A EPA060-20B EPA060-100C EPA060-50B EPA06	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-TSSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 逻辑IC
Logic IC 逻辑IC
	3M Company

	X9430 X9430WS24 X9430WS24-2.7 X9430WS24I X9430WS24	Dual Digitally Controlled Potentiometer (XDCP⑩) with Operational Amplifier
Dual Digitally Controlled Potentiometer (XDCP) with Operational Amplifier
	XICOR[Xicor Inc.]

	X9401WS24IZ-2.7 X9401WV24IZ X9401WS24IZT1 X9401WS2	Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP?
Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC T&amp;R QUAD 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	Intersil Corporation
Intersil, Corp.

	ST6373 ST6373J2B1 ST6373J3B1 ST6373J5B1 5022 ST63E	8-BIT MICROCONTROLLER (MCU) WITH ROM, EPROM, OTP FOR DIGITALLY CONTROLLED MULTISYNC/MULTISTANDARD MONITORS
8-BIT ROM/OTP/EPROM MCUs FOR DIGITALLY CONTROLLED MULTISYNC/MULTISTANDARD MONITORS
From old datasheet system
	SGS Thomson Microelectronics
STMICROELECTRONICS[STMicroelectronics]

	QQ-28 QQ-28-10T QQ-12 	500 MHz - 1000 MHz, 0 deg - 360 deg RF/MICROWAVE DIGITALLY CONTROLLED PH SHFTR
100 MHz - 200 MHz, 45 deg - 45 deg RF/MICROWAVE DIGITALLY CONTROLLED PH SHFTR
	

	EP1K50TC144-1DX EP1K50TI144-1DX EP1K50FC484-2F EP1	Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40°C to 85°C; Package: 10-DFN
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R
Field Programmable Gate Array (FPGA) 现场可编程门阵列（FPGA
Field Programmable Gate Array (FPGA) 现场可编程门阵列FPGA
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SC-70 T&amp;R 现场可编程门阵列（FPGA
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R
	Taiyo Yuden Co., Ltd.
Nihon Inter Electronics, Corp.
Vectron International, Inc.
Samsung Semiconductor Co., Ltd.

	TDA7443D 8557 	TONE CONTROL AND  SURROUND DIGITALLY CONTROLLED AUDIO PROCESSOR WITH AGC
TONE CONTROL AND SURROUND DIGITALLY CONTROLLED AUDIO PROCESSOR WITH AGC
From old datasheet system
	ST Microelectronics
STMicroelectronics
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