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			 Related Part Number
	
					PART	Description	Maker
	222233840683 222233840684 222233840685 22223384168	CAPACITOR 68NF 300V
CAPACITOR 680NF 300V
CAPACITOR 6.8UF 300V
Low-Power MicroMonitor Chip
CAPACITOR 470NF 300V
CAPACITOR 1.0UF 300V
Power Monitor
CAPACITOR 15NF 300V
CAPACITOR 1.5UF 300V
CAPACITOR 22NF 300V
CAPACITOR 220NF 300V
CAPACITOR 33NF 300V
CAPACITOR 330NF 300V
CAPACITOR 3.3UF 300V
CAPACITOR 100NF 300V
CAPACITOR 2.2UF 300V
CAPACITOR 10NF 300V
256k Nonvolatile SRAM 电容3NF 300V
	Vishay Intertechnology, Inc.

	BAS70 BAS4 BAS40 BAS70-05 BSA40 BAS70-04 BAS70-06 	RESISTOR,SMD1206,160K,1/4W,5%
Schottky Rectifier
SCHOTTKY arraySERIES 0.2 A, 70 V, SILICON, SIGNAL DIODE
SCHOTTKY array⑩ SERIES
SCHOTTKY ARRAY⒙ SERIES
SCHOTTKY array SERIES
SCHOTTKY array?/a> SERIES
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:50VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:16000uF RoHS Compliant: Yes
CSCA-A Series Hall-effect based, open-loop current sensor, Gallant connector,  50 A rms nominal, ±150 A range
SCHOTTKYarray SERIES 0.2 A, 40 V, 2 ELEMENT, SILICON, SIGNAL DIODE
SILICON, MIXER DIODE
	Microsemi, Corp.
MICROSEMI[Microsemi Corporation]
MICROSEMI CORP-LAWRENCE

	ASM2I9942PG-32-LT ASM2I9942P ASM2I9942P-32-ER ASM2	Low Voltage 1:18 Clock Distribution Chip 低压1:18时钟分配芯片
CAP 6000UF 250V ELECT SCREW TERM 9942 SERIES, LOW SKEW CLOCK DRIVER, 18 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP32
Low Voltage 1:18 Clock Distribution Chip 9942 SERIES, LOW SKEW CLOCK DRIVER, 18 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP32
Film Capacitor; Capacitor Type:Suppression; Voltage Rating:200VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.5uF; Capacitance Tolerance: /- 20%; Lead Pitch:20.8mm; Package/Case:Radial; Series:Q/QRL
	Alliance Semiconductor, Corp.
ALSC[Alliance Semiconductor Corporation]

	X5643S14 X5643S14-2.7 X5643S14-2.7A X5643S14-4.5A 	Film Capacitor; Voltage Rating:600VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.033uF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:WMF RoHS Compliant: No
Film Capacitor; Voltage Rating:600VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.001uF; Capacitance Tolerance: 10%; Leaded Process Compatible:Yes; Series:WMF; Termination:Axial Leaded; Working Voltage, DC:600V RoHS Compliant: Yes
CPU Supervisor with 64Kbit SPI EEPROM
	INTERSIL[Intersil Corporation]

	GMD81400 GMF11201 GMF10201 GMF90201 GMF10601 GMF10	CAPACITOR, VARIABLE, MICA, 250 V, 380 pF - 1300 pF, HORIZONTAL ADJUSTER, THROUGH HOLE MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 880 pF - 2330 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 15 pF - 130 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 2000 V, 10 pF - 48 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 275 pF - 970 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 550 pF - 1600 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 65 pF - 340 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 450 pF - 1390 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 1300 pF - 2830 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 115 pF - 550 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 1150 pF - 2605 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 45 pF - 280 pF, HORIZONTAL ADJUSTER, THROUGH HOLE MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 350 pF - 1180 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 190 pF - 760 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 780 pF - 2110 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 650 pF - 1890 pF, PANEL MOUNT
	Sprague-Goodman Electronics, Inc.

	W2F15C4728AT1F W2F15C4738AT1F W3F11A2218AT1A W3F11	Ceramic Multilayer Capacitor; Capacitance:4700pF; Capacitance Tolerance: 50, -20 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0805; Series:W2F; Leaded Process Compatible:Yes 1 FUNCTIONS, 50 V, 0.3 A, FEED THROUGH CAPACITOR
Ceramic Multilayer Capacitor; Capacitance:47000pF; Capacitance Tolerance: 50, -20 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0805; Series:W2F; Leaded Process Compatible:Yes 1 FUNCTIONS, 50 V, 0.3 A, FEED THROUGH CAPACITOR
CAP 220PF 100V  50-20% NP0(C0G) SMD-1206 SN100 TR-7-PL FEED-THRU 1 FUNCTIONS, 100 V, 0.3 A, FEED THROUGH CAPACITOR
CAP 470PF 100V  50-20% NP0(C0G) SMD-1206 SN100 TR-7-PL FEED-THRU 1 FUNCTIONS, 100 V, 0.3 A, FEED THROUGH CAPACITOR
Ceramic Multilayer Capacitor; Capacitance:100pF; Capacitance Tolerance: 50, -20 %; Working Voltage, DC:100V; Dielectric Characteristic:NP0; Package/Case:0805; Series:W2F; Leaded Process Compatible:Yes 1 FUNCTIONS, 100 V, 0.3 A, FEED THROUGH CAPACITOR
CAP 0.022UF 50V  50-20% X7R SMD-1206 SN100 TR-7-PL FEED-THRU 1 FUNCTIONS, 50 V, 0.3 A, FEED THROUGH CAPACITOR
CAP 0.01UF 50V  50-20% X7R SMD-0805 SN100 TR-13-PL FEED-THRU 1 FUNCTIONS, 50 V, 0.3 A, FEED THROUGH CAPACITOR
Feedthru 0805/1206 Capacitors
	AVX, Corp.
AVX Corporation

	CS42L50 CDB42L50 CS42L50-KN 	Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
	Cirrus Logic, Inc.

	GX02 	GX Series Ultra Broad Band Capacitor
	AVX

	TAP224XXXXXX TAP104 TAP105 TAP105XXXXXX TAP106 TAP	(TAP Series) Dipped Radial Capacitor
	AVX Corporation
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