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			 Related Part Number
	
					PART	Description	Maker
	DS1857 	Dual Temperature-Controlled Resistors with External Temperature Input and Monitors
	MAXIM - Dallas Semiconductor

	DS1857E-050 	Dual Temperature-Controlled Resistors with External Temperature Input and Monitors SPECIALTY ANALOG CIRCUIT, PDSO16
	Maxim Integrated Products, Inc.

	DS1848B-010 DS1848E-050 DS1848 DS1848B-050 DS1848E	Dual Temperature-Controlled NV Variable Resistor & Memory 双温控非易失可变电阻
Dual Temperature-Controlled NV Variable Resistor & Memory
	Maxim Integrated Products, Inc.
http://
DALLAS[Dallas Semiconductor]
MAXIM - Dallas Semiconductor

	ISL22424TFR16Z ISL22424TFV14Z ISL22424UFR16Z ISL22	Dual Digitally Controlled Potentiometer (XDCP??
Dual Digitally Controlled Potentiometer (XDCP?
Dual Digitally Controlled Potentiometer (XDCP&#153;), Low Noise, Low Power, SPI&#174; Bus, 256 Taps; Temperature Range: Full-Range Ind; Package: 14-TSSOP T&amp;R
	Intersil Corporation

	X9221A06 X9221AYSZ X9221AUP X9221AUPI X9221AUPIZ X	   Dual Digitally Controlled Potentiometer
Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC T&amp;R DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO20
Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO20
	INTERSIL[Intersil Corporation]
Intersil, Corp.

	EP9430-65 EP9430-80 EP9430-11 EP9430-85 EP9430-75 	Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 20-PDIP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70°C; Package: 20-PDIP
Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package: 20-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP T&R
Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC 抽头延迟
Tapped Delay Line 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 抽头延迟
	Belden, Inc.

	X9410WS24-2.7T1 X9410WS24IT1 X9410WS24IZ-2.7 	Dual Digitally Controlled Potentiometer (XDCPs&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R DUAL 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Dual Digitally Controlled Potentiometer (XDCPs&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC T&amp;R DUAL 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Dual Digitally Controlled Potentiometer (XDCPs&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP DUAL 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	Intersil, Corp.

	EP1K50TC144-1DX EP1K50TI144-1DX EP1K50FC484-2F EP1	Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40°C to 85°C; Package: 10-DFN
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R
Field Programmable Gate Array (FPGA) 现场可编程门阵列（FPGA
Field Programmable Gate Array (FPGA) 现场可编程门阵列FPGA
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SC-70 T&amp;R 现场可编程门阵列（FPGA
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R
	Taiyo Yuden Co., Ltd.
Nihon Inter Electronics, Corp.
Vectron International, Inc.
Samsung Semiconductor Co., Ltd.

	X9455WP24I 	Dual Two-wiper Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-PDIP DUAL 10K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 256 POSITIONS, PDIP24
	Linear Technology, Corp.

	TC620CVOA TC620 TC621 TC621XEPA TC620XCOA TC620XCP	5V, dual trip point temperature sensors, low true control output
(TC620 / TC621) Dual Trip Point Temperature Sensors
The TC620 and TC621 are programmable logic output temperature detectors designed for use in thermal management applications. The TC620 features an on-board temperature sensor, while the TC621 connects to an external NTC thermistor for remo
	MICROCHIP[Microchip Technology]

	ISL95811 ISL95811UFRTZ ISL95811UFRTZ-TK ISL95811UF	Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: Full-Range Ind; Package: 8-MSOP T&amp;R
Single Digitally Controlled Potentiometer (XDCP垄芒)
Single Digitally Controlled Potentiometer (XDCP?
Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: Full-Range Ind; Package: 8-MSOP 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO8
	Intersil Corporation
Intersil, Corp.

	EPA2398-60 EPA2398-600 EPA2398-40 EPA2398-35 EPA23	Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Delay Line 延迟
	Belden, Inc.
TE Connectivity, Ltd.
EPCOS AG
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