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			 Related Part Number
	
					PART	Description	Maker
	KSM-50X 	4.3mmX5.2mm Small Size SMD Package Remocon
	KODENSHI CORP.

	LQP15MN10NG02D LQP15MN5N6B02D LQP15MN4N7B02D LQP15	10NH 2% 0402 SM MULTILAYER INDUCTOR 1 ELEMENT, 0.01 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR 5.6NH 140MA 0402 1 ELEMENT, 0.0056 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR 4.7NH 160MA 0402 1 ELEMENT, 0.0047 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR 1.5NH 280MA 0402 1 ELEMENT, 0.0015 uH, GENERAL PURPOSE INDUCTOR, SMD
Chip Inductor (Chip Coil) for High Frequency Film Type LQP15M Series (0402 Size)
INDUCTOR 1.0NH 400MA 0402
INDUCTOR 2.7NH 220MA 0402
	Murata Manufacturing Co., Ltd.
MURATA MANUFACTURING CO LTD
Murata Manufacturing Co...

	LT3502EDCTRMPBF LT3502AIDCTR LT3502IDC 	1.1MHz/2.2MHz, 500mA Step-Down Regulators in 2mm x 2mm DFN and MS10; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  125&deg;C 1.1 A SWITCHING REGULATOR, 1400 kHz SWITCHING FREQ-MAX, PDSO10
1.1 A SWITCHING REGULATOR, 2800 kHz SWITCHING FREQ-MAX, PDSO10
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	CDEP10406 CDEP104NP-0R8M CDEP104NP-0R3N CDEP104NP-	1 ELEMENT, 1.4 uH, MANGANESE-ZINC-CORE, GENERAL PURPOSE INDUCTOR, SMD ROHS COMPLIANT
1 ELEMENT, 1.3 uH, MANGANESE-ZINC-CORE, GENERAL PURPOSE INDUCTOR, SMD ROHS COMPLIANT
1 ELEMENT, 1.8 uH, MANGANESE-ZINC-CORE, GENERAL PURPOSE INDUCTOR, SMD ROHS COMPLIANT
1 ELEMENT, 0.22 uH, MANGANESE-ZINC-CORE, GENERAL PURPOSE INDUCTOR, SMD ROHS COMPLIANT
Ceramic Conformally Coated/Radial High Voltage “Gold Max"; Capacitance: 1pF; Voltage: 1000V; Tolerance: ±10%; TC: C0G; Body Size: .370" (9.40) x .300" (7.62) x .250" (6.35); Lead Style: .275" (6.98)
Ceramic Conformally Coated/Radial High Voltage “Gold Max"; Capacitance: 1pF; Voltage: 1000V; Tolerance: ±10%; TC: C0G; Body Size: .320" (8.13) x .280" (7.11) x .250" (6.35); Lead Style: .220" (5.59)
POWER INDUCTORS 功率电感
	SUMIDA CORPORATION.
Sumida, Corp.

	LTC3526BEDCTR 	500mA 1MHz Synchronous Step-Up DC/DC Converters in 2mm x 2mm DFN; Package: DFN; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C 0.5 A SWITCHING CONTROLLER, 1300 kHz SWITCHING FREQ-MAX, PDSO6
	Linear Technology, Corp.

	5120642-1 	2mm Hard Metric PCB Mount Connectors ( Z-PACK 2mm HM ); 2MM HM HDR ASY,12 ROW 072 R H ( AMP )
	Tyco Electronics

	P0400NL P0401NL P0402 P0403 P0402NL 	SMT POWER INDUCTORS Toroid - Tomcat Series
SMT POWER INDUCTORS, Height: 7.6mm Max, Footprint: 18.2mm x 15.0mm Max, Current Rating: up to 14.4A
	Pulse A Technitrol Company

	WJ1142CS59VDC5.0 WJ114 WJ1141AS1012VDC3.5 WJ1141AS	SUPER MK RELAY
MSM19 RI SF 5 A @125VAC BL 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
MS3108A24-10S 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Vandal Resistant Pushbutton Switch; Actuator Diameter:15.8mm; Circuitry:SPST-NO SPST-NC; Switch Operation:(On); Contact Current Max:0.1A 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Panel Kit; Contents Of Kit:Top panel; For Use With:R-120 Protective equipment case 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Switching capacity 16A, Small size suitable for high density mounting, PC board mounting, UL/CUL certified 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
AB 9C 6#16 3#12 SKT PLUG
AUTO  ADC 32K FLASH
MSM22 PI SF 5A@030VDC BL
SWITCH 250 V,GN PT ILL, 19 MM ; Switch function type: PUSH-BUTTON; Voltage, contact AC max:250V; Voltage, contact DC max:250V; Temp, op. max:85(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Length / Height,
BATTERY CLIP
Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-120 Protective equipment case
O RING FOR R120 BOX
Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-300 Protective equipment case
AB 4C 2#8 2#16 ANGLE PIN PLUG
SWITCH, CAPACITIVE UNDERGLASSSWITCH, CAPACITIVE UNDERGLASS; Switch function type:Momentary; Voltage, contact DC max:24V; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Length / Height, external:4mm; Width,
SWITCH, CAPACITIVE RED ILLUMINATIONSWITCH, CAPACITIVE RED ILLUMINATION; Switch function type:3 wire NPN; Temp, op. max:85(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Colour:Red; Current, supply:20mA;
SWITCH, CAPGREEN ILLUMINATIONSWITCH, CAPGREEN ILLUMINATION; Switch function type:Momentary; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Colour:Green; Current, switching DC max:175mA; Depth, behind panel:13mm; IP
Vandal Resistant Switch
CONNECTOR ACCESSORY
MSMLA SWITCH,250V,22 MM,ILLUM-BLUE
MCORE GPS CONTROLLER
CIT SWTICH
	Electronic Theatre Controls, Inc.
CIT[CIT Relay & Switch]

	X24026Y-2.7 X24026Y X24026X X24026X-2.7 X24026 X24	PSU, DIN RAIL, 12V, 200MA; Power rating:2.4W; Current, output:200mA; Length / Height, external:73.2mm; Width, external:45mm; Depth, external:119.2mm; Frequency, supply max:63Hz; Frequency, supply min:47Hz; Regulation, line:0.05%;
Serial E2PROM
	XICOR[Xicor Inc.]
http://

	2316-H 2305-H 	INDUCTOR TORD HI AMP 220UH HORZ 1 ELEMENT, 220 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:22uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:16.4A; DC Resistance Max:0.007ohm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	3M Company
BOURNS INC
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