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			 Related Part Number
	
					PART	Description	Maker
	BCR1AM-12 	LOW POWER USE GLASS PASSIVATION TYPE
	MITSUBISHI[Mitsubishi Electric Semiconductor]

	CR04AM CR04 	LOW POWER USE GLASS PASSIVATION TYPE
	Mitsubishi Electric Sem...
MITSUBISHI[Mitsubishi Electric Semiconductor]
Mitsubishi Electric Corporation

	75TR40 75TR50 75TR10 75TR60 75TR20 	75 Amps Glass Passivated power Rectifiers High Reliability
Low Forward Voltage Drop
	First Components International
FCI connector

	CURN105-HF CURN102-HF 	Glass passivated cavity-free junction, Low power loss, High efficiency
   Glass passivated cavity-free junction, Low power loss, High efficiency
	Comchip Technology

	15KW160 15KW160A 15KW260 15KW260A 15KW240 15KW240A	160.0V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
260.0V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
240.0V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
220.0V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
110.0V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
200.0V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
280.0V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
170.0V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
180.0V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
	MDE Semiconductor

	CR03AM 	MITSUBISHI SEMICONDUCTOR (THYRISTOR) LOW POWER USE NON-INSULATED TYPE, GLASS PASSIVATION TYPE
	Mitsubishi Electric Corporation

	CR3CM 	Low Power Use Non-Insulated Type / Glass Passivation Type
	Mitsubishi Electric

	CR3AMZ 	HIGH-SPEED SWITCHING THYRISTOR - LOW POWER, STROBE USE NON-INSULATED TYPE, GLASS PASSIVATION TYPE
	Mitsubishi Electric Corporation

	15KPJ45 15KPJ45A 15KPJ45C 15KPJ45CA 15KPJ58 15KPJ5	Glass passivated junction transient voltage suppressor. Vrwm = 210 V. Vbr(min/max) = 231/296.1 V @ It = 1.0 mA. Ir = 5 uA. Vc = 376 V @ Ipp = 40 A.
Glass passivated junction transient voltage suppressor. Vrwm = 190 V. Vbr(min/max) = 209/243.2 V @ It = 1.0 mA. Ir = 5 uA. Vc = 308 V @ Ipp = 49 A.
Glass passivated junction transient voltage suppressor. Vrwm = 220 V. Vbr(min/max) = 242/310.2 V @ It = 1.0 mA. Ir = 5 uA. Vc = 394 V @ Ipp = 38 A.
Glass passivated junction transient voltage suppressor. Vrwm = 110 V. Vbr(min/max) = 122/154.5 V @ It = 5.0 mA. Ir = 10 uA. Vc = 196 V @ Ipp = 77 A.
Glass passivated junction transient voltage suppressor. Vrwm = 160 V. Vbr(min/max) = 178/205.0 V @ It = 5.0 mA. Ir = 10 uA. Vc = 259 V @ Ipp = 58 A.
Glass passivated junction transient voltage suppressor. Vrwm = 160 V. Vbr(min/max) = 178/226.0 V @ It = 5.0 mA. Ir = 10 uA. Vc = 287 V @ Ipp = 52 A.
Glass passivated junction transient voltage suppressor. Vrwm = 130 V. Vbr(min/max) = 144/182.5 V @ It = 5.0 mA. Ir = 10 uA. Vc = 231 V @ Ipp = 65 A.
Glass passivated junction transient voltage suppressor. Vrwm = 120 V. Vbr(min/max) = 133/169.0 V @ It = 5.0 mA. Ir = 10 uA. Vc = 214 V @ Ipp = 70 A.
GLASS PASSIVATED JUNCTION TRANSIENT (VOLTAGE SUPPRESSOR VOLTAGE- 17 to 220 Volts 15000 Watt Peak Pulse Power) 玻璃钝化结瞬态（电压抑制电压20伏特175000脉冲峰值功率）
GLASS PASSIVATED JUNCTION TRANSIENT (VOLTAGE SUPPRESSOR VOLTAGE- 17 to 220 Volts 15000 Watt Peak Pulse Power) 玻璃钝化结瞬态（电压抑制电压20伏特75000脉冲峰值功率）
GLASS PASSIVATED JUNCTION TRANSIENT (VOLTAGE SUPPRESSOR VOLTAGE- 17 to 220 Volts 15000 Watt Peak Pulse Power) 玻璃钝化结瞬态（电压抑制电压220伏特75000脉冲峰值功率）
Glass passivated junction transient voltage suppressor. Vrwm = 120 V. Vbr(min/max) = 133/153.0 V @ It = 5.0 mA. Ir = 10 uA. Vc = 193 V @ Ipp = 78 A.
Glass passivated junction transient voltage suppressor. Vrwm = 130 V. Vbr(min/max) = 144/165.5 V @ It = 5.0 mA. Ir = 10 uA. Vc = 209 V @ Ipp = 72 A.
Glass passivated junction transient voltage suppressor. Vrwm = 170 V. Vbr(min/max) = 189/217.5 V @ It = 5.0 mA. Ir = 10 uA. Vc = 275 V @ Ipp = 55 A.
Glass passivated junction transient voltage suppressor. Vrwm = 110 V. Vbr(min/max) = 122/140.5 V @ It = 5.0 mA. Ir = 10 uA. Vc = 177 V @ Ipp = 85 A.
Glass passivated junction transient voltage suppressor. Vrwm = 170 V. Vbr(min/max) = 189/239.5 V @ It = 5.0 mA. Ir = 10 uA. Vc = 304 V @ Ipp = 49 A.
Glass passivated junction transient voltage suppressor. Vrwm = 190 V. Vbr(min/max) = 209/267.4 V @ It = 1.0 mA. Ir = 5 uA. Vc = 340 V @ Ipp = 44 A.
Glass passivated junction transient voltage suppressor. Vrwm = 210 V. Vbr(min/max) = 231/296.1 V @ It = 1.0 mA. Ir = 5 uA. Vc = 340 V @ Ipp = 44 A.
	Pan Jit International I...
PANJIT[Pan Jit International Inc.]
PanJit International Inc.
PanJit International, Inc.

	ASM8500-42 ASM8500-29 ASM8500-27 ASM8500 	Low Power 5V / 3.3V uP Reset Active LOW, Open - Drain Output
From old datasheet system
Low Power CPU Supervisors
	ALSC[Alliance Semiconductor Corporation]
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