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			 Related Part Number
	
					PART	Description	Maker
	TDSR07../10../13.. 	High Intensity Red Low Current Seven Segment Display
	Vishay

	OLS-156SUD-CD-T OLS-156HY-X-T OLS-156HY-X-TD OLS-1	Series 156 - 1206 low current High luminous intensity
	OSA Opto Light GmbH

	OLS-216HD-X-T OLS-216HR-X-T OLS-216HSD-X-T OLS-216	Series 216 - side view - low current High luminous intensity
	OSA Opto Light GmbH

	M29W800T90M5R M29W800T90N5R M29W800B M29W800T90N5T	8 Mbit 1Mb x8 or 512Kb x16, Boot Block Low Voltage Single Supply Flash Memory
Low-Power Single Postitive-Edge-Triggered D-Type Flip-Flop 5-DSBGA -40 to 85 8兆x812KB的x16插槽，引导块低压单电源闪
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:5mcd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:150ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:18ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
8 Mbit 1Mb x8 or 512Kb x16 / Boot Block Low Voltage Single Supply Flash Memory
122 x 32 pixel format, LED or EL Backlight available
	STMicroelectronics N.V.
ST Microelectronics
意法半导

	RN5RZ54LA-TL RN5RZ41HA-TR RN5RZ30BA RN5RZ40BA-TL R	LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:75ucd; Viewing Angle:15 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Red; Luminous Intensity:10700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:1.85V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:9750mcd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Green; Luminous Intensity:700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-40 C to  C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Amber; Luminous Intensity:8000ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  100 C; Color:Amber; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:2500ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.35V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LOW DROP-OUT AND LOW NOISE VOLTAGE REGULATOR 5 V FIXED POSITIVE LDO REGULATOR, 0.3 V DROPOUT, PDSO5
	RICOH electronics devic...
RICOH electronics devices division
Ricoh Co., Ltd.
http://

	SSF-LXH169SISYW SSF-LXH139SISYW SSF-LXH169SISUGW 	T-1 3/4 DUAL COLOR LED, SUPER HIGH INTENSITY RED/SUPER YELLOW, 5 mm
T-1 3/4 DUAL COLOR LED, SUPER HIGH INTENSITY RED/ULTRA SUPER GREEN, 5 mm
	Lumex, Inc.

	MBM29F800TA MBM29F800TA-70 MBM29F800TA-90PF MBM29F	LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes
0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85
Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85
122 x 32 pixel format, Compact LCD size
LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
8M (1M X 8/512K X 16) BIT
	FUJITSU LTD
Fujitsu Limited
http://
Fujitsu Component Limited.

	SSF-LXH2350SID 	T-1 3/4 SINGLE COLOR LED, SUPER HIGH INTENSITY RED, 5 mm
	Lumex, Inc.

	DL-3148-023 	LED Mount; Bulb Size:T-1; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
AlGalnP Laser Diode
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]
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