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			LS4D18-270-RN - Single N-Channel & P-Channel MOSFET Pair, Enhancement Mode, 8L PDIP 1 ELEMENT, 3.3 uH, GENERAL PURPOSE INDUCTOR, SMD 10.0mV Dual N-Channel Matched Pair MOSFET Array, Enhancement Mode, 8L CDIP 1 ELEMENT, 56 uH, GENERAL PURPOSE INDUCTOR, SMD Surface Mount Power Inductors 1 ELEMENT, 2.7 uH, GENERAL PURPOSE INDUCTOR, SMD 10.0mV Dual P-Channel Matched Pair MOSFET Array, Enhancement Mode, 8L CDIP 1 ELEMENT, 8.2 uH, GENERAL PURPOSE INDUCTOR, SMD Dual N-Channel Programmable Matched Pair MOSFET Array, Enhancement Mode, 8L PDIP, EPAD Enabled 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD Single N-Channel & P-Channel MOSFET Pair, Enhancement Mode, 8L MSOP Single N-Channel & P-Channel MOSFET Pair, Enhancement Mode, 8L SOIC 
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	Part No.	LS4D18-270-RN LS4D18-3R3-RN LS4D18-560-RN LS4D18-2R7-RN LS4D18-8R2-RN LS4D18-220-RN LS4D18-390-RN LS4D18-8R2-RK LS4D18-4R7-RN   

	Description	Single N-Channel & P-Channel MOSFET Pair, Enhancement Mode, 8L PDIP 1 ELEMENT, 3.3 uH, GENERAL PURPOSE INDUCTOR, SMD 
 10.0mV Dual N-Channel Matched Pair MOSFET Array, Enhancement Mode, 8L CDIP 1 ELEMENT, 56 uH, GENERAL PURPOSE INDUCTOR, SMD
Surface Mount Power Inductors 1 ELEMENT, 2.7 uH, GENERAL PURPOSE INDUCTOR, SMD
10.0mV Dual P-Channel Matched Pair MOSFET Array, Enhancement Mode, 8L CDIP 1 ELEMENT, 8.2 uH, GENERAL PURPOSE INDUCTOR, SMD
Dual N-Channel Programmable Matched Pair MOSFET Array, Enhancement Mode, 8L PDIP, EPAD Enabled 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD
Single N-Channel & P-Channel MOSFET Pair, Enhancement Mode, 8L MSOP
Single N-Channel & P-Channel MOSFET Pair, Enhancement Mode, 8L SOIC
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 			 Full text search : Single N-Channel & P-Channel MOSFET Pair, Enhancement Mode, 8L PDIP 1 ELEMENT, 3.3 uH, GENERAL PURPOSE INDUCTOR, SMD 10.0mV Dual N-Channel Matched Pair MOSFET Array, Enhancement Mode, 8L CDIP 1 ELEMENT, 56 uH, GENERAL PURPOSE INDUCTOR, SMD Surface Mount Power Inductors 1 ELEMENT, 2.7 uH, GENERAL PURPOSE INDUCTOR, SMD 10.0mV Dual P-Channel Matched Pair MOSFET Array, Enhancement Mode, 8L CDIP 1 ELEMENT, 8.2 uH, GENERAL PURPOSE INDUCTOR, SMD Dual N-Channel Programmable Matched Pair MOSFET Array, Enhancement Mode, 8L PDIP, EPAD Enabled 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD Single N-Channel & P-Channel MOSFET Pair, Enhancement Mode, 8L MSOP Single N-Channel & P-Channel MOSFET Pair, Enhancement Mode, 8L SOIC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	EDI7P004FVA0300C15 EDI7P002FVA0400I15 EDI7P002FVA0	Dual Ultra Low Noise Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-PDIP
Peripheral Miscellaneous
Single 16-Channel/Differential 8-Channel, CMOS Analog Multiplexers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 周边杂项
60MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-HMSOP T&amp;R 周边杂项
1M X 16 FLASH 5V PROM CARD, 100 ns, XMA68
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP
	KEMET Corporation
Bourns, Inc.
MICROSEMI CORP-PMG MICROELECTRONICS

	X40231S16I-BT1 X40239S16I-AT1 X40237S16I-AT1 	Triple Voltage Monitors, POR, 2 kbit EEPROM Memory, and Single/Dual DCP; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R 3-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO16
	Intersil, Corp.
INTERSIL CORP

	CD4051BCN CD4053BC CD4051BC CD4052BC MTC16 CD4051B	   Single 8-Channel Analog Multiplexer/Demultiplexer
Single 8-Channel Analog Multiplexer/Demultiplexer Dual 4-Channel Analog Multiplexer/Demultiplexer ?Triple 2-Channel Analog Multiplexer/Demultiplexer
Single 8-Channel Analog Multiplexer/Demultiplexer Dual 4-Channel Analog Multiplexer/Demultiplexer Triple 2-Channel Analog Multiplexer/Demultiplexer
IC,ANALOG MUX,SINGLE,8-CHANNEL,CMOS,DIP,16PIN,PLASTIC
Single 8-Channel Analog Multiplexer/Demultiplexer •
ANALOG MUX|DUAL|4-CHANNEL|CMOS|SOP|16PIN|PLASTIC
Single 8-Channel Analog Multiplexer/Demultiplexer; Package: TSSOP; No of Pins: 16; Container: Tape &amp; Reel
ANALOG MUX|SINGLE|8-CHANNEL|CMOS|TSSOP|16PIN|PLASTIC
	FAIRCHILD[Fairchild Semiconductor]
FAIRCHILD SEMICONDUCTOR CORP

	KAD2710L KAD2710L-10Q68 KAD2710L-17Q68 KAD2710L-21	10-Bit, 170MSPS Single-Channel ADC, LVDS Outputs
10-Bit, 105MSPS Single-Channel ADC, LVDS Outputs
10-Bit, 275/210/170/105MSPS A/D Converter
10-Bit, 210MSPS Single-Channel ADC, LVDS Outputs; Temperature Range: -40&deg;C to 85&deg;C; Package: 68-QFN
	Intersil Corporation

	KAD5512HP-17Q72 KAD5512HP-25Q72 KAD5512HP-12Q48 KA	12-Bit, 210MSPS Single-Channel ADC with LVDS/LVCMOS Outputs
12-Bit, 125MSPS Single-Channel ADC with LVDS/LVCMOS Outputs; Temperature Range: -40&deg;C to 85&deg;C; Package: 72-QFN
12-Bit, 125MSPS Single-Channel ADC with LVDS/LVCMOS Outputs; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-QFN
12-Bit, 250MSPS Single-Channel ADC with LVDS/LVCMOS Outputs; Temperature Range: -40&deg;C to 85&deg;C; Package: 72-QFN
12-Bit, 170MSPS Single-Channel ADC with LVDS/LVCMOS Outputs; Temperature Range: -40&deg;C to 85&deg;C; Package: 72-QFN
	INTERSIL CORP

	LT62051 LT6207CGN LT6207CGNPBF LT6207CGNTRPBF LT62	   Single/Dual/Quad Single Supply 3V, 100MHz Video Op Amps
Single/Dual/Quad Single Supply 3V, 100MHz Video Op Amps; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C 1 CHANNEL, VIDEO AMPLIFIER, PDSO5
Single/Dual/Quad Single Supply 3V, 100MHz Video Op Amps; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 2 CHANNEL, VIDEO AMPLIFIER, PDSO8
	Linear Technology, Corp.

	ISL5120CB ISL5120IHZ-T ISL5121 ISL5121CB ISL5121CB	Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R DUAL 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO8
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches DUAL 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDSO8
CAP .01UF 50V PPS FILM ECH-S DUAL 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDSO8
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R DUAL 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO8
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	ELH0021CK 	Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN T&amp;R
	

	LT1006 LT1006ACH LT1006ACJ8 LT1006AMH LT1006AMJ8 L	Precision, Single Supply Op Amp OP-AMP, 200 uV OFFSET-MAX, MBCY8
Precision / Single Supply Op Amp
Precision Single Supply Op Amp
From old datasheet system
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.
LINER[Linear Technology]

	X9271TV14-2.7T1 	Single Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP T&amp;R 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO14
	Intersil, Corp.

	HI4-0508A-8 	16-Channel, 8-Channel, Differential 8-Channel and Differential 4-Channel, CMOS Analog MUXs with Active Overvoltage Protection; Temperature Range: -55&deg;C to 125&deg;C; Package: 20-LCC 8-CHANNEL, SGL ENDED MULTIPLEXER, CQCC20
	Intersil, Corp.
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