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			TAJC107M006R - CAP 100UF 6V 20% TANT SMD-6032-28 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 6.3 V, 100 uF, SURFACE MOUNT, 2412 CAP 100UF 10V 20% TANT SMD-6032-28 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 10 V, 100 uF, SURFACE MOUNT, 2412 CAPACITOR, TANTALUM, SOLID, POLARIZED, 25 V, 22 uF, SURFACE MOUNT, 2412 CHIP, LEAD FREE CAP 10UF 50V 10% TANT SMD-7343-31 TR-7 GOLD CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 10 uF, SURFACE MOUNT, 2917 CAP 330UF 6V 10% TANT SMD-7343-31 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 6.3 V, 330 uF, SURFACE MOUNT, 2917 



		
			
					
						
						[image: TAJC107M006R_3770160.PDF Datasheet]



					
				
					 		
	Part No.	TAJC107M006R TAJC107M010R TAJC226K025B TAJC226K025S TAJC226K025K TAJC226K025A TAJC226K025H TAJD106K050A TAJD337K006R   

	Description	CAP 100UF 6V 20% TANT SMD-6032-28 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 6.3 V, 100 uF, SURFACE MOUNT, 2412 
 CAP 100UF 10V 20% TANT SMD-6032-28 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 10 V, 100 uF, SURFACE MOUNT, 2412
CAPACITOR, TANTALUM, SOLID, POLARIZED, 25 V, 22 uF, SURFACE MOUNT, 2412 CHIP, LEAD FREE
CAP 10UF 50V 10% TANT SMD-7343-31 TR-7 GOLD CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 10 uF, SURFACE MOUNT, 2917
CAP 330UF 6V 10% TANT SMD-7343-31 TR-7 CAPACITOR, TANTALUM, SOLID, POLARIZED, 6.3 V, 330 uF, SURFACE MOUNT, 2917


	File Size	82.21K  / 
						4 Page	 
	

						Maker	
						

						 AVX, Corp. 
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			 Related Part Number
	
					PART	Description	Maker
	IDT54FCT166H245ATE IDT54FCT166H245ATEB IDT54FCT166	FAST CMOS 16-BIT BIDIRECTIONAL TRANSCEIVERS
CAP 1UF 50V 20% TANT SMD-7343-20 TR-7-PL GOLD LOWESR-4000
CAP 15UF 10V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-500
CAP 15UF 10V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-500
CAP 15UF 16V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-400
CAP 15UF 20V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-400
CAP 33UF 4V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-500
CAP 1UF 50V 20% TANT SMD-7343-20 TR-7-PL SN100% LOWESR-4000
CAP 33UF 6V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-300
CAP 2.2UF 10V 5% X7R SMD-1206 TR-7-PL SN-NIBAR
CAP 68UF 4V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-200 ROHS-GUARANTEED
CAP 220PF 50V 10% X7R SMD-1206 TR-7-PL SN-NIBAR
CAP 220PF 50V 5% X7R SMD-1206 TR-7-PL SN-NIBAR
CAP 22PF 50V 10% X7R SMD-1206 TR-7-PL SN-NIBAR
CAP 33UF 4V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-500
CAP 150UF 4V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-300
CAP 150UF 6V 10% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-300
CAP 150UF 10V 10% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-700
CAP 150UF 10V 10% TANT SMD-6032-28 TR-7-PL SN/PB5% LOWESR-700
CAP 33UF 20V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-250
CAP 330UF 4V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-150
CAP 0.47UF 50V 10% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-1800
CAP 0.47UF 50V 10% TANT SMD-6032-28 TR-7-PL SN/PB5% LOWESR-1800
CAP 0.47UF 50V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-1800
CAP 0.47UF 50V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-1800
CAP 330UF 6V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-150
CAP 4.7UF 35V 10% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-700
CAP 2.2UF 16V 10% X7R SMD-1206 TR-7-PL SN-NIBAR 快速CMOS 16位双向收发器
CAP 150UF 4V 10% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-300 快速CMOS 16位双向收发器
CAP 330UF 4V 10% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-90 快速CMOS 16位双向收发器
CAP 68UF 6V 10% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-200 FCT SERIES, DUAL 8-BIT TRANSCEIVER, TRUE OUTPUT, PDSO48
CAP 2200PF 100V 5% X7R SMD-1206 TR-7-PL SN-NIBAR
	Integrated Device Technolog...
IDT[Integrated Device Technology]
Integrated Device Technology, Inc.
INTEGRATED DEVICE TECHNOLOGY INC
Integrated Device Techn...

	LC372100PM LC372100PM-10LV LC372100PM-20LV LC37210	CAP 10UF 16V 10% TANT SMD-6032-28 TR 2迈可262144字8位）掩模ROM内部时钟硅门
CAP 10UF 16V 10% TANT SMD-6032-28 TR-13 2迈可262144字8位）掩模ROM内部时钟硅门
CAP 10UF 16V 20% TANT SMD-3528-21 TR-13 2迈可262144字8位）掩模ROM内部时钟硅门
2 MEG (262144 words x 8 bits) Mask ROM Internal Clocked Silicon Gate
	Sanyo Electric Co., Ltd.
Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	IDT74FCT162373AT IDT74FCT162373ATE IDT74FCT162373A	FAST CMOS 16-BIT TRANSPARENT LATCHES 快速CMOS 16位透明锁存
CAP 680UF 6V 10% TANT SMD-7260-38 TR-7-PL SN100% LOWESR-100 FCT SERIES, DUAL 8-BIT DRIVER, TRUE OUTPUT, CDFP48
CAP 680UF 6V 10% TANT SMD-7260-38 TR-7-PL SN/PB5% LOWESR-100 快速CMOS 16位透明锁存
CAP 22UF 4V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-500 快速CMOS 16位透明锁存
CAP 680UF 6V 10% TANT SMD-7260-38 TR-7-PL GOLD LOWESR-100 快速CMOS 16位透明锁存
	Integrated Device Techn...
Integrated Device Technology, Inc.
IDT[Integrated Device Technology]

	IDT74FCT162511CTPA IDT74FCT162511CTPAB IDT74FCT162	FAST CMOS 16-BIT REGISTERED/LATCHED TRANSCEIVER WITH PARITY FCT SERIES, 16-BIT REGISTERED TRANSCEIVER, TRUE OUTPUT, PDSO56
CAP 10UF 10V 20% TANT SMD-3528-12 TR-7-PL SN/PB5% LOWESR-3500 快速CMOS 16位注锁存奇偶收发
CAP 6.8UF 16V 10% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-800
	Integrated Device Technology, Inc.
IDT[Integrated Device Technology]

	TPME686M025R0045 TPME686M025R0055 	CAP TANT LOESR 68UF 25V 20% SMD CAPACITOR, TANTALUM, SOLID, POLARIZED, 25 V, 68 uF, SURFACE MOUNT, 2917
CAP 68UF 25V 20% TANT SMD-7343-43 TR-7-PL LOWESR-55 MULTI-ANODE CAPACITOR, TANTALUM, SOLID, POLARIZED, 25 V, 68 uF, SURFACE MOUNT, 2917
	AVX, Corp.

	MPXHZ6115A MPXHZ6115AC6U MPXAZ6115A MPXAZ6115A6T1 	Media Resistant and High Temperature Accuracy Integrated Pressure Sensor
Media Resistant and High Temperature Accuracy Integrated Silicon Pressure Sensor
CAP 68UF 6V 20% TANT SMD-6032-28 TR-7
	Freescale (Motorola)
MOTOROLA[Motorola, Inc]
MOTOROLA[Motorola Inc]
Motorola, Inc.

	CXD2720Q-2 	CAP 10UF 50V 20% TANT SMD-7343-43 TR-13 GOLD
	Sony Corporation

	MK40S-15 MK40S-24 MK40S-5 MK40S-12 	CAP,ELEC,AXIAL,100UF,63V, 85C,20%,10X17MM
CAP,ELEC,AXIAL,1000UF,10V, 85C,20%,10X17MM
CAP,AXIAL,150uF,50V, ! 20%,85C,10x17mm
CAP,AXIAL,100uF,250V, ! 20%,85C,16x31mm
	Astrodyne, Inc.

	CWR09CK106KZA CWR09CK107JZA CWR09CK106MZA CWR09CC1	CAPACITOR, TANTALUM, SOLID, POLARIZED, 4 V, 10 uF, SURFACE MOUNT CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 4 V, 100 uF, SURFACE MOUNT CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 0.15 uF, SURFACE MOUNT CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 0.1 uF, SURFACE MOUNT CHIP
CAP 15UF 10V 10% TANT SMD-6034-18 BULK C-MIL-PRF-55365/4 CAPACITOR, TANTALUM, SOLID, POLARIZED, 10 V, 15 uF, SURFACE MOUNT
CAP 33UF 15V 10% TANT SMD-7238-28 BULK C-MIL-PRF-55365/4 CAPACITOR, TANTALUM, SOLID, POLARIZED, 15 V, 33 uF, SURFACE MOUNT
CAP 10UF 25V 10% TANT SMD-6728-28 BULK C-MIL-PRF-55365/4 CAPACITOR, TANTALUM, SOLID, POLARIZED, 25 V, 10 uF, SURFACE MOUNT
	AVX, Corp.

	6MBP150RA-060 	CAP 15UF 100V 35V TANT SMD-7343-31 TR-13 LOWESR-300
Intelligent Power Module
	FUJI ELECTRIC HOLDINGS CO., LTD.

	1N4565-1-1 1N4565-1-2 1N4565-1-3 1N4565-2 1N4565-3	   6.4 Volt Temperature Compensated Zener Reference Diodes
0TC Reference Voltage Zener
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SSOP/QSOP -40 to 85
10-Bit Buffers/Drivers With 3-State Outputs 24-PDIP 0 to 70
16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 56-BGA MICROSTAR JUNIOR -40 to 85
Octal Bus Transceivers 20-SOIC 0 to 70
Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:35VDC; Capacitor Dielectric Material:Tantalum; Capacitance:3.9uF; Capacitance Tolerance: 5%; ESR:4ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TSSOP -40 to 85
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SSOP/QSOP -40 to 85
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TVSOP -40 to 85
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-SOIC 0 to 70
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85
Octal Bus Transceivers 20-SO 0 to 70
Scan Test Device With Octal D-Type Edge-Triggered Flip-Flops 24-SOIC 0 to 70
Octal Buffer And Line/MOS Driver With 3-State Outputs 20-PDIP 0 to 70
Replaced by SN74ABT620 : Octal Bus Transceivers 20-PDIP 0 to 70
Tantalum Electrolytic Capacitor; Capacitance:2.2uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 6.8UF 50V 20% TANT SMD-7343-43 TR-7-PL SN100% LOWESR-500
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TVSOP -40 to 85
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TSSOP -40 to 85
CAP 15UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275
10-Bit Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70
10-Bit Buffers/Drivers With 3-State Outputs 24-SO 0 to 70
10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-TSSOP -40 to 85
CAP 120PF 50V 5% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TVSOP -40 to 85
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85
24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TSSOP -40 to 85
24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-SSOP -40 to 85
24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TVSOP -40 to 85
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-PDIP 0 to 70
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-PDIP 0 to 70
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal D-Type Latches 24-SOIC 0 to 70
10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-SSOP/QSOP -40 to 85
Octal Buffers And Line Drivers 20-PDIP 0 to 70
1-of-8 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85
Octal Bus Transceivers 20-TSSOP 0 to 70
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-VQFN -40 to 85
8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TVSOP -40 to 85
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100
CAP TANT-WET 82UF 125V 10% AXIAL
Octal Bus Transceivers With Series Damping Resistors 20-SO 0 to 70
16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85
Octal D-Type Transparent Latches 20-PDIP 0 to 70
Octal D-Type Transparent Latches 20-SOIC 0 to 70
Octal D-Type Edge-Triggered Flip-Flops 20-SOIC 0 to 70
Octal D-Type Edge-Triggered Flip-Flops 20-SO 0 to 70
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85
24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85
10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SO 0 to 70
Octal Buffers/Drivers With 3-State Outputs 20-SOIC 0 to 70
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TSSOP -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-SSOP -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TVSOP -40 to 85
Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TVSOP -40 to 85
18-Bit FET Bus-Exchange Switches 48-SSOP -40 to 85
3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TVSOP -40 to 85
18-Bit FET Bus-Exchange Switches 48-TSSOP -40 to 85
Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85
Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TSSOP -40 to 85
32-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 96-LFBGA -40 to 85
16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TSSOP -40 to 85
8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TSSOP -40 to 85
Dual FET Bus Switch 2.5-V/3.3-V Low-Voltage, High-Bandwidth 8-TSSOP -40 to 85
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-0100
CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275
CAP 22UF 25V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-2000
CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2250
Octal D-Type Edge-Triggered Flip-Flops 20-PDIP 0 to 70
CAP 4.7PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
Octal Buffers/Drivers With 3-State Outputs 20-PDIP 0 to 70
Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-DSBGA -40 to 85
8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-TSSOP -40 to 85
Quadruple FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85
24-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 83-BGA MICROSTAR JUNIOR -40 to 85
20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-BGA MICROSTAR JUNIOR -40 to 85
Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:27uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:B; Terminal Type:Axial Leaded; ESR:2.7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TVSOP -40 to 85
20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TSSOP -40 to 85
4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TVSOP -40 to 85
CAP 2.2UF 50V 0.2 Z5U RAD-.20IN .400X.460 CONF T&R
CAP 47UF 6V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-2500
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85
CAP 2.2PF 50V  /-0.5PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 2.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 1.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 10UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4500
CAP 4.7PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-3000
CAP 68UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-7500
CAP 10UF 20V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4750
CAP 33PF 50V 10% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 3.9PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0275
CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5000
CAP 4.7UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5750
CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-4500
Tantalum Electrolytic Capacitor; Capacitance:3.9uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
14-stage binary ripple counter with oscillator
8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-SSOP/QSOP -40 to 85
Octal Bus Transceivers With Series Damping Resistors 20-SOIC 0 to 70
Octal Buffer/Driver With Series Damping Resistors 20-PDIP 0 to 70
Octal 25-Ohm Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70
Octal Bus Transceivers With Series Damping Resistors 20-SSOP 0 to 70
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TSSOP -40 to 85
Octal Buffer/Driver With Series Damping Resistors 20-SOIC 0 to 70
Octal Bus Transceivers With Series Damping Resistors 20-PDIP 0 to 70
10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-4500
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD LOWESR-4500
10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-PDIP 0 to 70
Octal Bus Transceivers 20-SSOP 0 to 70
16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 48-TVSOP -40 to 85
16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TVSOP -40 to 85
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TVSOP -40 to 85
Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4000 6.4伏参考温度补偿齐纳二极管
CAP 1UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:35V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
CAP 47UF 20V 20% TANT SOLID AXIAL C-CASE HERMETIC T&R 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4伏参考温度补偿齐纳二极管
24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Octal Buffers/Drivers With 3-State Outputs 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管
8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-BGA MICROSTAR JUNIOR -40 to 85 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35
16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管
24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-5000 6.4伏参考温度补偿齐纳二极管
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-2200 6.4伏参考温度补偿齐纳二极管
CAP 100UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 10UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管
8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-UQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 100UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0080 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH
CAP 2.2UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
CAP TANT-WET 3.6UF 125V 10% AXL 6.4伏参考温度补偿齐纳二极管
CAP 100UF 10V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0100 6.4伏参考温度补偿齐纳二极管
8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 8.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-7
Octal Bus Transceivers And Registers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
CAP 220UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 6.4伏参考温度补偿齐纳二极管
CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2750 6.4伏参考温度补偿齐纳二极管
CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管
Dual FET 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 8-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
10-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-3000 6.4伏参考温度补偿齐纳二极管
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管
10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA
Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:15V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-SC70 -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-US8 -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-SM8 -40 to 85 6.4伏参考温度补偿齐纳二极管
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH
Replaced by SN74BCT125A : Quadruple Bus Buffer Gates With 3-State Outputs 14-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
Quadruple Bus Buffer Gates With 3-State Outputs 14-SO 0 to 70 6.4伏参考温度补偿齐纳二极管
Quadruple Bus Buffer Gates With 3-State Outputs 14-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
10-Bit Bus Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
CAP 22UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0225 6.4伏参考温度补偿齐纳二极管
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Octal Buffers/Drivers With Open-Collector Outputs 20-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
CAP 15UF 25V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 ROHS-GUARANTEED 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Octal D-Type Transparent Latches 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:D; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 6.4伏参考温度补偿齐纳二极管
Octal D-Type Transparent Latches 20-SSOP 0 to 70 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Package/Case:B; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110
Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:25VDC; Capacitor Dielectric Material:Tantalum; Capacitance:8.2uF; Capacitance Tolerance: 20%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 RoHS Compliant: Yes
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	PSD4135F1V-B-12B81 PSD4135G1V-A-12B81 PSD4135F1-C-	Tantalum Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 6.8UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 5600PF 50V 2% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 0.33UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD
Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C
4M X 1 FLASH, 52 I/O, PIA-GENERAL PURPOSE, PQFP80
CAP 6.8UF 35V 10% TANT SOLID FUSED SMD-7343-31 BULK
CAP 3300PF 50V 10% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED Flash在系统可编程外设6位微控制
CAP 1.5UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaP; LED Color:Green; Leaded Process Compatible:Yes; Luminous Intensity:3.3mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:6.3V; Package/Case:7260-38; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes Flash在系统可编程外设6位微控制
Tantalum Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 Flash在系统可编程外设6位微控制
MMS5Z5240B, ZENER, 10V, 1/2W Flash在系统可编程外设16位微控制
Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0045ohm; Operating Temp. Max:105 C; Operating Temp. Min:-55 C Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.006ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C Flash在系统可编程外设6位微控制
CAP 0.33UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP,CHIP,TANT,POLYME 470 UF,20%,4V Flash在系统可编程外设6位微控制
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer with Address Latches 16-SOIC -55 to 125 Flash在系统可编程外设6位微控制
CAP 15UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaAsP/GaP; LED Color:Red; Leaded Process Compatible:Yes; Luminous Intensity:3.8mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制
CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
Tantalum Capacitor; Voltage Rating:4VDC; Capacitance:330uF; Capacitance Tolerance: 20%; ESR:0.0025ohm; Package/Case:7343-20; Series:T520; Termination:SMD; Working Voltage, DC:4V Flash在系统可编程外设6位微控制
CAP 47UF 6.3V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 3.3UF 4V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0550 Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Flash在系统可编程外设6位微控制
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-PDIP -55 to 125 Flash在系统可编程外设6位微控制
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设16位微控制
CAP 6800PF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:150uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0025ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制
Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C Flash在系统可编程外设16位微控制
CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 4.7UF 20V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 16V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 82PF 100V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Current Mode PWM Controller 8-PDIP 0 to 70 Flash在系统可编程外设6位微控制
CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 10UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设16位微控制
DIODE SCHOTTKY SINGLE 30V 200mW 0.39V-vf 15mA-IFM 1mA-IF 0.2uA-IR SOD-323 3K/REEL Flash在系统可编程外设16位微控制
CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 4.7UF 10V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0045ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No Flash在系统可编程外设6位微控制
CAP 10PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设6位微控制
CAP 1UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% SPECIAL-PKG Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 22UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 4.7UF 35V 20% TANT SOLID FUSED SMD-7343-31 BULK Flash在系统可编程外设6位微控制
CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 22UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 0.15UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设16位微控制
CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 4700PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
CAP 10UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 20V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 6.8PF 50V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4700PF 100V 10% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C
LCD Display Panel; Signal Input Type:Digital 6-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No
CAP 0.033UF 50V 5% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR
CAP 100UF 4V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 2.2UF 10V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.01UF 50V 2% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 1000PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 1000PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 6.8UF 20V 10% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.033UF 50V 1% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR
CAP 0.68UF 25V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 3.3UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD
Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.8ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100%
100V 100kRad Hi-Rel Single N-Channel TID Hardened MOSFET in a Low Ohmic TO-257AA package. Also available with 300kRad Total Dose Rating.; A IRHYS67130CM with Standard Packaging
CAP 1000UF 4V 20% TANT SMD-7260-38 TR-7-PL SN100% LOWESR-0180
CAP 0.027UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
Current Mode PWM Controller 16-CDIP 0 to 70
Tantalum Electrolytic Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6.3V; Package/Case:3528-21; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C
Current Mode PWM Controller 16-SOIC 0 to 70
Current Mode PWM Controller 20-PLCC 0 to 70
CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD
130V 100kRad Hi-Rel Single N-Channel SEE Hardened MOSFET in a TO-254AA package; IRHMS57163SE JANS Certified Part Number
CAPS,TA-P,V,150.000 UF,4.000V, /- 20%
CAP 4700PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR
Header; No. of Contacts:80; Pitch Spacing:2.54mm; No. of Rows:2; Series:C-Grid III; Connector Body Material:Polyester; Mounting Type:PC Board; Terminal Type:Straight Pin RoHS Compliant: Yes
CAP 0.012UF 100V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 1500PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR
CAP 470PF 200V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 3900PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 8200PF 25V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 2700PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 2200PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Ceramic Multilayer Capacitor; Capacitor Type:General Purpose; Capacitance:3300pF; Capacitance Tolerance: /- 5%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:1210; Termination:SMD RoHS Compliant: Yes
LCD Display Panel; Signal Input Type:Digital 6/8-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No
CAP 330UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0450
LCD Module; Leaded Process Compatible:Yes RoHS Compliant: Yes
CAP 47UF 16V 10% TANT SOLID FUSED SMD-7343-43 BULK
CAP 10UF 25V 10% TANT SOLID FUSED SMD-7343-31 BULK
CAP, TANT 2.2MF 16V 10% SMD
CAP 2.2UF 6.3V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.22UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 2.2UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.22UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 0.01UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Mounting Type:Surface Mount; Operating Temp. Max:85 C
LCD Module; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
CAP 0.01UF 100V 10% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 820PF 50V 1% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 820PF 100V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 5600PF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
; Signal Input Type:LVDS 6-Bit Interface; Display Technology:LCD
CAP 0.015UF 50V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP CERAMIC 9.1PF 50V NP0 1206
Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 0.018UF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 6800PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:10uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:25V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.2ohm; Features:Fail-Safe Fused; Mounting Type:Surface Mount
CAP 470UF 4V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0400
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 15UF 4V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.01UF 50V 20% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.47UF 35V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 4.7UF 6.3V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 22UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 35V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 6800PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:3216-18; Terminal Type:PCB SMT; ESR:15ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No
CAP 2.2UF 10V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 6.8UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.68UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 0.68UF 20V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.68UF 35V 10% TANT SMD-3216-18 TR-13-PL GOLD
MM5Z5245BT1, ZENER, 15V, 1/2W
DIODE ZENER SINGLE 500mW 13Vz 9.5mA-Izt 0.05 0.5uA-Ir 9.9 SOD-123 3K/REEL
CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP,Ceramic,6.8nF,50VDC,1-% Tol,1 % Tol,C0G-TC Code,-30,30ppm-TC RoHS Compliant: Yes
High Speed CMOS Logic Dual 2-to-4 Line Decoders/Demultiplexers 16-SOIC -55 to 125
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-SOIC -55 to 125
Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0015ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520
	STMicroelectronics N.V.
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