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			MF256PF-1PF250V - CAPACITOR, MICA, 250 V, 0.0000056 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 250 V, 0.0000082 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 500 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 1000 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED 
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	Part No.	MF25.6PF/-1PF250V MF28.2PF/-1PF250V MF44.7PF/-1PF500V MF36.8PF/-1PF500V MF34.7PF/-1PF500V MF36.8PF/-1PF1000V MF56.8PF/-1PF1000V MF16.8PF/-1PF63V   

	Description	CAPACITOR, MICA, 250 V, 0.0000056 uF, THROUGH HOLE MOUNT RADIAL LEADED 
 CAPACITOR, MICA, 250 V, 0.0000082 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 500 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
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						 Ironwood Electronics 
 Lattice Semiconductor, Corp.
Japan Aviation Electronics Industry, Ltd.
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 			 Full text search : CAPACITOR, MICA, 250 V, 0.0000056 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 250 V, 0.0000082 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 500 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 1000 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	CA176.8PF/-1PF500V CA186.8PF/-0.5PF1000V CA184.7PF	CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0000047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 5000 V, 0.000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.000015 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.00068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.00047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 300 V, 0.001 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0012 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0039 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.000012 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 500 V, 0.0068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0027 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.00056 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0018 uF, THROUGH HOLE MOUNT AXIAL LEADED
	Lattice Semiconductor, Corp.
SPC Technology
IRC Advanced Film
Hokuriku Electric Industry Co., Ltd.
TE Connectivity, Ltd.
ITT Interconnect Solutions

	MCM01 MCM01-001CC090A-T MCM01-001CC090A-TF MCM01-0	SMT Clad RF Capacitors Multilayer High Power, High Temperature Mica and PTFE Capacitors
Mica Film Capacitor; Capacitance:3.3pF; Capacitance Tolerance: /- 0.5 pF; Working Voltage, DC:300V CAPACITOR, MICA, 500 V, 0.0000033 uF, SURFACE MOUNT
	Cornell Dubilier Electr...
Cornell Dubilier Electronics, Inc.

	SMBJ2K4.0 SMBJ2K4.5 SMBJ2K3.0 SMBJ2K30 SMBJ2K5.0 S	TRANSIENT VOLTAGE SUPPRESSOR
Silver Mica Capacitor; Capacitance:3000pF; Capacitance Tolerance: /- 1%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
	MICROSEMI[Microsemi Corporation]

	CWB201 CWB201CP CWB201CY XCWB201 	Silver Mica Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
100MHz CMOS/DMOS Wideband Quad Analog Switch
	Calogic LLC
Calogic  LLC
CALOGIC[Calogic, LLC]

	XE0020C XE0020 	Silver Mica Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 1%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No 电话线接口，具有活性在线监
From old datasheet system
Telephone Line Interface with Active Line Monitoring
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	SV03 SV01KA101JAA SV01KA101KAA SV01KA101MAA SV01HA	Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
High Voltage MLC Radials (SV Style) 子午线轮胎高压刚果解放运动（希风格）
XTAL,OSC 50.0MHZ 3V 6P SMT
POT 2.0K OHM 1/4 SQ CERM SL ST
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
LUGS
   High Voltage MLC Radials (SV Style)
	AVX, Corp.
AVX[AVX Corporation]

	2KBB10 2KBB100 2KBB20 2KBB80 2KBB 2KBB05 2KBB40 2K	   1.9A single phase rectifier bridge
800V Bridge in a D-37 package
600V Bridge in a D-37 package
400V Bridge in a D-37 package
1000V Bridge in a D-37 package
100V Bridge in a D-37 package
50V Bridge in a D-37 package
200V Bridge in a D-37 package
2KBB SERIES 1.9A single phase rectifier bridge
From old datasheet system
Silver Mica Capacitor; Capacitance:25000pF; Capacitance Tolerance: 5%; Series:CD30; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 1.9A单相整流
Silver Mica Capacitor; Capacitance:25000pF; Capacitance Tolerance: /- 2%; Series:CD30; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 1.9A单相整流
	IRF[International Rectifier]
International Rectifier, Corp.

	AD53032 AD53032JSTP 	Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
High Performance Driver/Comparator Active Load on a Single Chip
DRIVER/COMPARATOR/LOAD: A Single Chip that Performs the Pin Electronics Functions of Driver, Comparator and Active Load in ATE VLSI and Memory Testers
	Analog Devices, Inc.
AD[Analog Devices]

	APL5332KAC-TR APL5332KAC-TRL APL5332U5C-TRL APL533	CMOS LDO with source-sink and output selection function
CMOS LDO with Source-Sink & Output Selection Functions
Silver Mica Capacitor; Capacitance:33000pF; Capacitance Tolerance: /- 1%; Series:CD30; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
CMOS LDO with Source-Sink & Output Selection Functions CMOS低压与源
	ANPEC Electronics Corporation
ETC
ANPEC[Anpec Electronics Coropration]
Anpec Electronics, Corp.

	BL-XA1361 BL-XF0361 BL-XJB361 BL-XJD361 BL-XJF361 	D-Subminiature Connector; Gender:Male; No. of Contacts:9; Contact Termination:Through Hole; D Sub Shell Size:DB9; Body Material:Steel; Contact Plating:Gold Flash; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
BRACKET RoHS Compliant: Yes
AXIAL LED LAMPS 轴向LED节能
	Yellow Stone Corp
早安股份有限公司
Yellow Stone, Corp.

	BL-XA1361-F7 BL-XF0361-F7 BL-XJB361-F7 BL-XJD361-F	AXIAL LED LAMPS WITH GULL WING LEAD 轴向LED节能灯带鸥翼
Rotary Switch; Contact Current Max:6A; No. of Poles:4; No. of Switch Positions:3; Indexing:30 ; Switch Terminals:Solder Lug RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
D-Subminiature Connector; No. of Contacts:9; D Sub Shell Size:DB9; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Yellow Stone, Corp.
早安股份有限公司
Yellow Stone Corp
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