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			 Related Part Number
	
					PART	Description	Maker
	OP-47BD/883B OP-47BL/883B OP-47BT/883B OP-47EN 	OP-AMP, 200 uV OFFSET-MAX, 70 MHz BAND WIDTH, CDIP8 CERAMIC, DIP-8
OP-AMP, 200 uV OFFSET-MAX, 70 MHz BAND WIDTH, CQCC20 LLCC-20
OP-AMP, 200 uV OFFSET-MAX, 70 MHz BAND WIDTH, MBCY8 TO-99, 8 PIN
OP-AMP, 50 uV OFFSET-MAX, 70 MHz BAND WIDTH, PDIP8 PLASTIC, DIP-8
	Fairchild Semiconductor, Corp.

	LMV32110 LMV324IYDT LMV358IYDT LMV324 LMV321RILT L	QUAD OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO14 ROHS COMPLIANT, TSSOP-14
DUAL OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO8 LEAD FREE, TSSOP-8
OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO5 ROHS COMPLIANT, SOT-23, 5 PIN
Low cost,low power,input/output rail-to-rail operational amplifiers
	ST Microelectronics
STMicroelectronics

	OP-77AZ/883 OP-77AJ/883 	OP-AMP, 60 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, CDIP8 HERMETIC SEALED, CERDIP-8
OP-AMP, 60 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, MBCY8 METAL CAN, TO-99, 8 PIN
	Fairchild Semiconductor, Corp.
Analog Devices, Inc.

	IR9082 IR93403 	DUAL OP-AMP, 15000 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDIP8
QUAD OP-AMP, 10000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDIP14
	SHARP ELECTRONICS CORP

	LT1128AMJ8 LT1028MJ8 LT1128MJ8 LT1028CJ8 LT1028ACJ	Octal Buffers/Line Drivers with 3-State Outputs 20-SSOP 0 to 70
Ultra Low Noise Precision High Speed Op Amps OP-AMP, 180 uV OFFSET-MAX, 75 MHz BAND WIDTH, CDIP8
Ultra Low Noise Precision High Speed Op Amps OP-AMP, 180 uV OFFSET-MAX, 20 MHz BAND WIDTH, CDIP8
Ultra Low Noise Precision High Speed Op Amps OP-AMP, 125 uV OFFSET-MAX, 75 MHz BAND WIDTH, CDIP8
JT 15C 14#20 1#16 SKT WALL REC OP-AMP, 80 uV OFFSET-MAX, 75 MHz BAND WIDTH, CDIP8
	Linear Technology Corporation
Linear Technology, Corp.

	OP-05AJ8 LT0005 OP-05J8 OP-05 OP-05A OP-05AH OP-05	Operational Amplifier 运算放大
Operational Amplifier OP-AMP, 500 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDIP8
Operational Amplifier OP-AMP, 1300 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDIP8
Operational Amplifier OP-AMP, 1300 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, MBCY8
Operational Amplifier OP-AMP, 500 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, CDIP8
Operational Amplifier OP-AMP, 1300 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, CDIP8
From old datasheet system
	Linear Technology, Corp.
Linear Technology Corporation
LINER[Linear Technology]

	AD8622ARZ AD8624ARUZ 	Dual, Low Power, Low Noise, Low Bias Current, Precision Rail-to-Rail Output Op Amp; Package: 8-pin; Temperature Range: -40&#176;C to  125&#176;C DUAL OP-AMP, 230 uV OFFSET-MAX, 0.58 MHz BAND WIDTH, PDSO8
QUAD OP-AMP, 230 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO14
	Analog Devices, Inc.
ANALOG DEVICES INC

	ICL8021CBA ICL8021MTY 	OP-AMP, 7500 uV OFFSET-MAX, 0.27 MHz BAND WIDTH, CDSO8
OP-AMP, 5000 uV OFFSET-MAX, 0.27 MHz BAND WIDTH, MBCY8
	HARRIS SEMICONDUCTOR

	TS971IDT TS971IYD TS971IYDT TS971IYLT TS97107 TS97	DUAL OP-AMP, 7000 uV OFFSET-MAX, 12 MHz BAND WIDTH, PDSO8
Output rail-to-rail very low noise operational amplifier
QUAD OP-AMP, 7000 uV OFFSET-MAX, 12 MHz BAND WIDTH, PDIP14
	STMicroelectronics

	MC33274D MC33274P 	QUAD OP-AMP, 1800 uV OFFSET-MAX, 24 MHz BAND WIDTH, PDSO14
QUAD OP-AMP, 1000 uV OFFSET-MAX, 24 MHz BAND WIDTH, PDIP14
	MOTOROLA INC

	LT1210_06 LT1210 LT1210CR LT1210CS LT1210CT7 LT121	OP-AMP, 20000 uV OFFSET-MAX, 35 MHz BAND WIDTH, PZFM7
1.1A, 35MHz Current Feedback Amplifier (CFA); Package: SO; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 20000 uV OFFSET-MAX, 35 MHz BAND WIDTH, PDSO16
1.1A, 35MHz Current Feedback Amplifier (CFA); Package: DD PAK; No of Pins: 7; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 20000 uV OFFSET-MAX, 35 MHz BAND WIDTH, PSSO7
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.
LINER[Linear Technology]
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