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			EN3P8MSK - 8 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, MALE, CIRCULAR CONNECTOR, SOLDER 8 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER 3 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER 4 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, CRIMP 5 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER Circular Connector; Number of Contacts:6; Gender:Male; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:EN3 Circular Connector; Gender:Male; No. of Contacts:8; Series:EN3; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 
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	Part No.	EN3P8MSK EN3P8FSK EN3P8FSKL EN3P8MSKL 3FS EN3P4FCKL SWITCHCRAFTINC-EN3L4FCKL EN3C5FP EN3C5FPAGL EN3L5FPAGL EN3P6M   

	Description	8 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, MALE, CIRCULAR CONNECTOR, SOLDER 
 8 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER
3 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER
4 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, CRIMP
5 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER
Circular Connector; Number of Contacts:6; Gender:Male; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:EN3
Circular Connector; Gender:Male; No. of Contacts:8; Series:EN3; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes


	File Size	760.40K  / 
						4 Page	 
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						 Switchcraft, Inc. 
 SWITCHCRAFT INC
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 			 Full text search : 8 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, MALE, CIRCULAR CONNECTOR, SOLDER 8 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER 3 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER 4 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, CRIMP 5 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER Circular Connector; Number of Contacts:6; Gender:Male; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:EN3 Circular Connector; Gender:Male; No. of Contacts:8; Series:EN3; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	44193-0005 	Modular Connector; No. of Contacts:6; No. of Ports:2; Body Material:PA Polyamide (Nylon), High Temperature, Glass-filled; Color:Black; Mounting Type:Through Hole RoHS Compliant: Yes
	MOLEX INC

	22-55-2502 22-55-2442 22-55-2462 22-55-2262 	Multipole Connector; Number of Contacts:50; Pitch Spacing:0.1"; Number of Rows:2; Body Material:Polyester, Glass-filled; Connecting Termination:Crimp; Gender:Female 50 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
CGrid SL Hsg Opt B DR Polzg 44Ckt 44 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
CGrid SL Hsg Opt B DR Polzg 46Ckt
Terminal Block; Body Material:Polyester, Glass-filled; Color:Black RoHS Compliant: Yes
	Molex, Inc.
MOLEX INC

	22-55-2143 22-55-2063 22-55-2123 22-55-2203 22-55-	Multipole Connector; Number of Contacts:14; Pitch Spacing:0.1"; Number of Rows:2; Body Material:Polyester, Glass-filled; Connecting Termination:Crimp; Gender:Female 14 CONTACT(S), MALE OR FEMALE, TWO PART BOARD CONNECTOR, CRIMP
Multipole Connector; Number of Contacts:6; Pitch Spacing:0.1"; Number of Rows:2; Body Material:Polyester, Glass-filled; Connecting Termination:Crimp; Gender:Female 6 CONTACT(S), MALE OR FEMALE, TWO PART BOARD CONNECTOR, CRIMP
Multipole Connector; Number of Contacts:12; Pitch Spacing:0.1"; Number of Rows:2; Body Material:Polyester, Glass-filled; Connecting Termination:Crimp; Gender:Female 12 CONTACT(S), MALE OR FEMALE, TWO PART BOARD CONNECTOR, CRIMP
HOUSING, CRIMP DUALROW 20 POSITION 20 CONTACT(S), MALE OR FEMALE, TWO PART BOARD CONNECTOR, CRIMP
CGrid SL Hsg Opt C DR /BkRbs 48Ckt
CGrid SL Hsg Opt C DR /BkRbs 44Ckt
	Molex, Inc.
MOLEX INC

	43650-0403 43650-0704 	Multipole Connector; Number of Contacts:4; Pitch Spacing:3mm; Number of Rows:1; Gender:Header; Series:43650; Body Material:LCP Liquid Crystal Polymer, Glass-filled; Connecting Termination:Thru-Hole POWER CONNECTOR
CONN HEADER 7POS 3MM RT ANG AU
	Molex, Inc.
MOLEX INC

	A-2004-0-3-LP-N A-2004-0-4-LP-N A-2004-0-1-LP-N 	Glass Filled Polyester
	Assmann Electronics Inc...

	NTE15049AC NTE15040-ECG NTE15048-ECG NTE15050AC NT	Surge arrester (gas filled). Nominal breakdown voltage 240VAC.
Surge arrester (gas filled). Nominal breakdown voltage 600VDC
Surge arrester (gas filled). Nominal breakdown voltage 230VDC
Surge arrester (gas filled). Nominal breakdown voltage 300VDC
Surge arrester (gas filled). Nominal breakdown voltage 90VDC
Surge arrester (gas filled). Nominal breakdown voltage 110VDC
Surge Arresters (Gas Filled) 避雷器（充气
Surge arrester (gas filled). Nominal breakdown voltage 350VDC
Surge arrester (gas filled). Nominal breakdown voltage 145VDC
Surge arrester (gas filled). Nominal breakdown voltage 470VDC
Surge arrester (gas filled). Nominal breakdown voltage 75VDC
Surge arrester (gas filled). Nominal breakdown voltage 120VAC.
	NTE Electronics, Inc.

	008380010000010 	UL94VO rated glass filled grey polyester
	AVX Corporation

	87022-640 87022-645 87022-650 87022-625ML 87022-62	HOUSING MATERIAL: LCP GLASS FILLED FLAME RETARDANT PER UL 94V-0
	FCI connector

	GH5FDS6 	GLASS FILLED DIALLYL PHTHALATE, FEMALE, CIRCULAR CONNECTOR, SOLDER
	POSITRONIC INDUSTRIES INC

	87023-630 87023-650 87023-620 87023-610 87023-605 	HOUSING MATERIAL: GLASS FILLED THERMOPLASTIC FLAME RETARDANT PER UL 94V-0
	FCI connector

	021006 021004 	6 CONTACT(S), GLASS FILLED PEI, FEMALE, CIRCULAR CONNECTOR, SOLDER, SOCKET
4 CONTACT(S), GLASS FILLED PEI, FEMALE, CIRCULAR CONNECTOR, SOLDER, SOCKET
	LUMBERG CONNECT GMBH
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