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			 Related Part Number
	
					PART	Description	Maker
	271.1101.0000 	Triaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Polyvinylchloride (PVC); Capacitance:17pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes
	Littelfuse, Inc.

	HYS72D128020GR-7-B HYS72D128021GR-7-B HYS72D128020	Modular Connector; No. of Contacts:8; Approval Categories:Fire-Retardant UL 94V-0 Rated; Body Material:Plastic; Color:Blue; Contact Material:Phosphor Bronze; Contact Termination:Punchdown RoHS Compliant: Yes
Connector Wall Plate; Color:White; Leaded Process Compatible:Yes; No. of Ports:4 RoHS Compliant: Yes
Connector Wall Plate; Color:Almond; Leaded Process Compatible:Yes; No. of Ports:6 RoHS Compliant: Yes
2.5 V 184-pin Registered DDR-I SDRAM Modules 2.584针注册的DDR - SDRAM内存模块
Connector Wall Plate; Color:Almond; Leaded Process Compatible:Yes; No. of Ports:2 RoHS Compliant: Yes 2.584针注册的DDR - SDRAM内存模块
	Infineon Technologies AG
Infineon Technologies A...

	BYT40Y 	Multiconductor Cable; Number of Conductors:9; Conductor Size AWG:22; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome RoHS Compliant: Yes 硅梅萨整流器
Silicon Mesa Rectifier
From old datasheet system
	Vishay Intertechnology, Inc.
VISAY[Vishay Siliconix]

	ADM1029 ADM1029ARQ 	Dual PWM Fan Controller and Temperature Monitor for High Availability Systems
	AD[Analog Devices]

	TLYU124 TLOU124 TLSU124 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:White/Black/Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
TOSHIBA INGAALP LED
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	LA3951-11BEWAK 	Emitting Color: Red Material: Gap Wavelength(nm): 700
	Ledtech Electronics Corp.

	LA2351-42BEWRN 	Emitting Color: Red Material: Gap Wavelength(nm): 700
	Ledtech Electronics Corp.

	BUT11XI 	Silicon Diffused Power Transistor
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
	NXP Semiconductors
PHILIPS[Philips Semiconductors]

	M38513M4-C56FP 	Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	Mitsubishi Electric Corporation

	VN21 VN21011Y VN21012Y VN21_012Y VN21_011Y -VN2101	ISO HIGH SIDE SMART POWER SOLID STATE RELAY
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	STMICROELECTRONICS[STMicroelectronics]
意法半导
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