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			LT1780CSWPBF - Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDSO18 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDSO16 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDIP16 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDIP18 



		
			
					
						
						[image: LT1780CSWPBF_3926302.PDF Datasheet]



					
				
					 		
	Part No.	LT1780CSWPBF LT1781CSPBF LT1781CNPBF LT1780CNPBF   

	Description	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDSO18 
 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDSO16
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDIP16
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDIP18
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						Maker	
						

						 Linear Technology, Corp. 
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									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: LT1780CSW
	Maker: Linear Technology
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
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 			 Full text search : Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDSO18 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDSO16 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDIP16 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C LINE TRANSCEIVER, PDIP18   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LT1039A-16 LT1039A LT1039ACN1 LT1039ACSW LT1039AI 	   Triple RS232 Driver/Receiver with Shutdown
From old datasheet system
TERM BLOCK HDR 5.08MM 15POS PCB
JT 61C 61#20 SKT RECP
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C TRIPLE LINE TRANSCEIVER, PDSO18
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C TRIPLE LINE TRANSCEIVER, PDIP16
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C TRIPLE LINE TRANSCEIVER, PDSO16
	LINER[Linear Technology]
Linear Technology Corporation
Linear Technology, Corp.

	LT1039-16 LT1039CSW LT1039CSW16 LT1039MJ LT1039MJ1	From old datasheet system
RS232 Driver/Receiver with Shutdown
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
	LINER[Linear Technology]
Linear Technology Corporation

	UPD4721 UPD4721GS-GJG UPD4721GS-GJG-E2 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
RS-232 LINE DRIVER/RECEIVER AT 3.3 V/5 V
3.3V applicability RS-232 line driver/receiver
	NEC, Corp.
NEC Corp.
NEC[NEC]

	UPD4723GS-GJG UPD4723 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
RS-232 LINE DRIVER/RECEIVER AT 3.3 V/5 V
	NEC Corp.
NEC[NEC]

	UPD4715A UPD4715ACY UPD4715AGT 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
RS-232 LINE DRIVER/RECEIVER
	NEC, Corp.
NEC[NEC]

	CXA1634 CXA1634M CXA1634P 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
PRE-POWER AMPLIFIER FOR POCKETABLE STEREO CASSETTE PLAYER
	Sony, Corp.
SONY[Sony Corporation]

	CXA1645 CXA1645M CXA1645P CXA1645P_M 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
RGB Encoder
From old datasheet system
	SONY[Sony Corporation]

	LTC1337 LTC1337C LTC1337CG LTC1337CN LTC1337CS LT1	   5V Low Power RS232 3-Driver/5-Receiver Transceiver
From old datasheet system
5V Low Power RS232 3-Driver/5-Receiver Transceiver LINE TRANSCEIVER, PDIP28
	LINER[Linear Technology]
Linear Technology, Corp.

	UPD4722GS-GJG UPD4722 UPD4722GS-GJG-E2 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
RS-232 LINE DRIVER/RECEIVER AT 3.3 V/5 V
3.3V applicability RS-232 line driver/receiver
	NEC Corp.
NEC[NEC]

	NDL7660P NDL7660PC 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
1310 nm OPTICAL CATV/ANALOG APPLICATIONS InGaAsP MQW-DFB LASER DIODE MODULE
	NEC Corp.

	LTC1338INW 	5V Low Power RS232 5-Driver/3-Receiver Transceiver
	Linear Technology
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