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			 Related Part Number
	
					PART	Description	Maker
	ECW1J-B24-BC0024L ECW0J-J24-BC0006L ECW1D-B36-BC00	Digital Contacting Encoder
SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER ROHS COMPLIANT PACKAGE
ENCODER-DIGITAL CONTACTING SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Encoders Digital Contacting Bushing Mount SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Encoder Type:Incremental; Encoder Resolution:24CPR; No. of Channels:2; Shaft Diameter:6.35mm; Series:ECW; Rotation Speed:120rpm; Torque Max:2.25in-oz; Operating Temperature Range:-40 C to  85 C RoHS Compliant: Yes
Incremental Encoder; Encoder Type:Incremental; Encoder Resolution:24CPR; No. of Channels:2; Shaft Diameter:6.35mm; Series:ECW; Rotation Speed:120rpm; Torque Max:2.25in-oz; Operating Temperature Range:-40 C to  85 C RoHS Compliant: No
	Bourns Electronic Solutions
Bourns Inc.
Bourns, Inc.
Cypress Semiconductor, Corp.
Harwin PLC
Bourns Electronic Solut...

	OPE1275S-256 OPE2275S-256 	ROTARY OPTICAL POSITION ENCODER ROHS COMPLIANT PACKAGE-4
Incremental Shaft Encoder
	TT electronics OPTEK Technology
TT Electronics.

	E69-C06B E69-FCA E69-C06M E69-C68B E69-FCA02 	Slim Incremental 50-mm-dia. Rotary Encoder
	Omron Electronics LLC

	N35T-335-KQ1000-KI N35S-231-AU0025-KI N35S-331-AU0	Heavy Duty Incremental Rotary Shaft Encoder 重型增量旋转轴角编码
	Electronic Theatre Controls, Inc.

	ENW1D-D28-L00128 ENW1D-D28-M00128 ENW1D-D28-M00128	ROTARY OPTICAL POSITION ENCODER COMPACT PACKAGE-5
ROTARY OPTICAL POSITION ENCODER ROHS COMPLIANT, COMPACT PACKAGE-5
ENCODER - ROTARY OPTICAL ROTARY OPTICAL POSITION ENCODER
Encoders 256Cycle Axial ROTARY OPTICAL POSITION ENCODER
Encoders 128Cycle Axial ROTARY OPTICAL POSITION ENCODER
Encoders 64Cycle Axial ROTARY OPTICAL POSITION ENCODER
Encoders 256Cycle Radial ROTARY OPTICAL POSITION ENCODER
20CODER - ROTARY OPTICAL ROTARY OPTICAL POSITION ENCODER
Encoders 64Cycle Radial ROTARY OPTICAL POSITION ENCODER
Encoders 128Cycle Radial ROTARY OPTICAL POSITION ENCODER
Encoders 100Cycle Axial ROTARY OPTICAL POSITION ENCODER
	Bourns, Inc.
BOURNS INC

	4411-AS4096 4311-AS4096 4422T-FS4096 4111-AQ4096 4	   Heavy Duty Incremental Rotary Shaft Encoder
	List of Unclassifed Man...
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.

	HEDS-8905 HEDS-8906 HEDS-9041 HEDS-9141 HEDS-9140 	Three Channel Optical Incremental Encoder Modules 三通道光学增量编码器模
HEDS-9040#B00 · Three Channel Optical Incremental Encoder Modules
HEDS-9140#A00 · Three Channel Optical Incremental Encoder Modules
HEDS-9141#A00 · Three Channel Optical Incremental Encoder Modules
HEDS-9041#B00 · Three Channel Optical Incremental Encoder Modules
HEDS-8906 · Alignment Tool For 3-channel Zipper1 (HEDS-9140 Series) Module With 56mm Codewheel
HEDS-8905 · Alignment Tool For 3-channel Zipper1 (HEDS-9140 Series) Module With 28mm Codewheel
	Agilent (Hewlett-Packard)

	PEC09 PEC09-2120F-S0012 PEC09-2120F-N0015 PEC09-21	PEC09 Series - 9 mm Incremental Encoder
   9 mm Incremental Encoder
	Bourns Electronic Solutions
Bourns Electronic Solut...

	EMS22D31-R16-LD5 EMS22D33-R25-LD5 EMS22D51-C16-WS2	SINGLE, 3 CHANNELS, ROTARY/LINEAR OPTICAL POSITION ENCODER
ROTARY OPTICAL POSITION ENCODER
	BOURNS INC

	62S45-M5-050C 62S11-M5-060CH 62S30-N0-180C 62S30-H	1/2&quot; Package, Low Profile Encoder SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
	Grayhill, Inc.
GRAYHILL INC

	62S11-M0-P 62S18-H0-PHT 62S18-H9-PHT 62S18-L4-P 62	1/2&quot; Package, Low Profile Encoder SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
	Grayhill, Inc.
GRAYHILL INC

	PEC12R-2022F-N0012 PEC12R-2022F-S0012 PEC12R-2120F	12 mm Incremental Encoder
	Bourns Electronic Solutions
Bourns Electronic Solut...
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