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			24878-10N - 1 in Diameter, 1 Amp, Single Deck Rotary Switch ROTARY SWITCH-10POSITIONS, SP10T, LATCHED, 1A, 28VDC, THROUGH HOLE-STRAIGHT ROTARY SWITCH-8POSITIONS, SP8T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED ROTARY SWITCH-9POSITIONS, SP9T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED Positive Detent Provides Operator Feedback 
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	Part No.	24878-10N 24001-08S 24001-09S 24001-02   

	Description	1 in Diameter, 1 Amp, Single Deck Rotary Switch ROTARY SWITCH-10POSITIONS, SP10T, LATCHED, 1A, 28VDC, THROUGH HOLE-STRAIGHT 
 ROTARY SWITCH-8POSITIONS, SP8T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED
ROTARY SWITCH-9POSITIONS, SP9T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED
Positive Detent Provides Operator Feedback


	File Size	56.36K  / 
						1 Page	 
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						 Grayhill, Inc. 
 GRAYHILL INC
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			 Related Part Number
	
					PART	Description	Maker
	X9119TV14-2.7T1 	Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP T&amp;R
	INTERSIL CORP

	C6P0206N-A C6P0206N-RA C6P0304N-RA C6P0304N-A C6P0	0.92 DIAMETER 1.0 AMP 28 VDC
	List of Unclassifed Man...

	LT1006 LT1006ACH LT1006ACJ8 LT1006AMH LT1006AMJ8 L	Precision, Single Supply Op Amp OP-AMP, 200 uV OFFSET-MAX, MBCY8
Precision / Single Supply Op Amp
Precision Single Supply Op Amp
From old datasheet system
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.
LINER[Linear Technology]

	1300940237 	Standard Duty Support Grip, Single Eye, Closed Mesh, Single Weave, Cable Diameter
	Molex Electronics Ltd.

	ISL8840AMBEPZ ISL8841AMBEPZ ISL8842AMBEPZ ISL8843A	High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-SOIC T&amp;R SWITCHING CONTROLLER, PDSO8
	Intersil, Corp.
Intersil Corporation

	ISL6443AIRZ-TK 	300kHz Dual, 180&#176; Out-of-Phase, Step-Down PWM and Single Linear Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-QFN T&amp;R DUAL SWITCHING CONTROLLER, 340 kHz SWITCHING FREQ-MAX, PQCC28
	Intersil, Corp.

	LT6221CS8PBF LT6221CS8TR LT6221CDDPBF 	Single/Dual/Quad 60MHz, 20V/&#181;s Low Power, Rail-to-Rail Input and Output Precision Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
1 CHANNEL, VIDEO AMPLIFIER, PDSO8
	LINEAR TECHNOLOGY CORP

	91ER5K 91ERXK 	Diameter Single Turn Cermet Trimming Potentiometer
	BI Technologies

	5610 5613R5KT2L.50XX 5611R10KT2L.50XX 5611R1KT2L.5	2 Diameter Single Turn Wirewound Precision Potentiometer
	BI Technologies Corporation
BITECH[Bi technologies]

	91AR100KLF 91AR200KLF 91AR20KLF 91AR10KLF 91AR250K	3/8 Diameter Single Turn Cermet Trimming Potentiometer
	BI Technologies Corporation

	UA741 UA741IJ 	general purpose single operational amplifiers OP-AMP, 6000 uV OFFSET-MAX, 1 MHz BAND WIDTH, CDIP8
Quad high side smart power solid state relay
IC,OP-AMP,SINGLE,BIPOLAR,CAN,8PIN,METAL
	ST Microelectronics
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