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			UFW1E101MED1TA - Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 100uF; Voltage: 25V; Case Size: 6.3x11 mm; Packaging: Tape & Ammo CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 100 uF, THROUGH HOLE MOUNT 
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	Part No.	UFW1E101MED1TA   

	Description	Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 100uF; Voltage: 25V; Case Size: 6.3x11 mm; Packaging: Tape & Ammo CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 100 uF, THROUGH HOLE MOUNT 
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			 Related Part Number
	
					PART	Description	Maker
	450C122M450AF8L 450C332M160AB8L 450C182M350AF8L 45	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 450 V, 1200 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 160 V, 3300 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 350 V, 1800 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 12000 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 250 V, 3100 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
	Cornell Dubilier Electronics, Inc.

	NRSZ122M25V12.5X25TRF NRSZ681M35V12.5X20TRF NRSZ56	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 1200 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 680 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 5600 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 560 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 330 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 4700 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	NIC Components, Corp.

	420C212T350AF8L 420C512U200AF8L 420C182U400AF8L 42	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 350 V, 2100 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 200 V, 5100 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 1800 uF, THROUGH HOLE MOUNT RADIAL LEADED, CAN
	Cornell Dubilier Electronics, Inc.

	NP6.3V101MTR8X11 NP6.3V330MTA5X11 NP6.3V222M13X26 	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 100 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 33 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 2200 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 330 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 1000 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 47 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, NON-POLARIZED, 6.3 V, 220 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	MERITEK Electronics, Corp.

	687KXM010M 688KXM010M 227KXM010M 228KXM010M 107KXM	 105隆?C Low Impedance Radial Lead Aluminum Electrolytic Capacitors
 105掳C Low Impedance Radial Lead Aluminum Electrolytic Capacitors
 105°C Low Impedance Radial Lead Aluminum Electrolytic Capacitors
	Illinois Capacitor, Inc...

	UHM1C272MHD 	Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 2700uF; Voltage: 16V; Case Size: 12.5x25 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 2700 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	NRSY331M6.3V6.3X11 NRSY221M6.3V5X11 NRSY222M6.3V10	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 330 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 220 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 2200 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 3300 uF, THROUGH HOLE MOUNT RADIAL LEADED
	NIC Components, Corp.

	NRWY221M6.3V5X11TBF NRWY331M6.3V6.3X11TBSTF NRWY33	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 220 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 330 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 2200 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 350 V, 0.47 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 250 V, 0.47 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	NIC Components, Corp.

	UFW1H101MPD UFW1H103MRD UFW1HR22MDD UFW1E103MRD UF	Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 100uF; Voltage: 50V; Case Size: 8x11.5 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 100 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 10000uF; Voltage: 50V; Case Size: 25x50 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 10000 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: .22uF; Voltage: 50V; Case Size: 5x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 0.22 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 10000uF; Voltage: 25V; Case Size: 20x40 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 10000 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 2.2uF; Voltage: 100V; Case Size: 5x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 2.2 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 2.2uF; Voltage: 50V; Case Size: 5x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 2.2 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: .22uF; Voltage: 100V; Case Size: 5x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 0.22 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	UPW1A272MHD UPW0J221MED 	Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 2700uF; Voltage: 10V; Case Size: 12.5x25 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 2700 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 220uF; Voltage: 6.3V; Case Size: 6.3x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 220 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.
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