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			LCA4-56-L - 1 HOLE CU LUG STD BARREL - RoHS Compliant: Yes COPPER ALLOY, TIN FINISH, WIRE TERMINAL 1-Hole Lug Solderless Terminal; Wire Size (AWG):2; Stud Size:1/4; Body Material:Copper; Body Plating:Tin; Features:Standard Barrel; For Use With:Copper Cable; Pack Quantity:25 RoHS Compliant: Yes COPPER ALLOY, TIN FINISH, WIRE TERMINAL 
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	Part No.	LCA4-56-L LCA2-14-Q   

	Description	1 HOLE CU LUG STD BARREL - RoHS Compliant: Yes COPPER ALLOY, TIN FINISH, WIRE TERMINAL 
 1-Hole Lug Solderless Terminal; Wire Size (AWG):2; Stud Size:1/4; Body Material:Copper; Body Plating:Tin; Features:Standard Barrel; For Use With:Copper Cable; Pack Quantity:25 RoHS Compliant: Yes COPPER ALLOY, TIN FINISH, WIRE TERMINAL
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 			 Full text search : 1 HOLE CU LUG STD BARREL - RoHS Compliant: Yes COPPER ALLOY, TIN FINISH, WIRE TERMINAL 1-Hole Lug Solderless Terminal; Wire Size (AWG):2; Stud Size:1/4; Body Material:Copper; Body Plating:Tin; Features:Standard Barrel; For Use With:Copper Cable; Pack Quantity:25 RoHS Compliant: Yes COPPER ALLOY, TIN FINISH, WIRE TERMINAL   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LCA4-56-L LCA2-14-Q 	1 HOLE CU LUG STD BARREL - RoHS Compliant: Yes COPPER ALLOY, TIN FINISH, WIRE TERMINAL
1-Hole Lug Solderless Terminal; Wire Size (AWG):2; Stud Size:1/4; Body Material:Copper; Body Plating:Tin; Features:Standard Barrel; For Use With:Copper Cable; Pack Quantity:25 RoHS Compliant: Yes COPPER ALLOY, TIN FINISH, WIRE TERMINAL
	Panduit, Corp.

	LCD8-14A-L 	COPPER LUG - TWO-HOLE, STANDARD BARREL
	PANDUIT CORP.

	LCA10-12-X 	LCA1/0-12-X Copper Lug - One-Hole, Standard Barrel
	PANDUIT CORP.

	LCDX8-14A-L 	COPPER LUG - TWO-HOLE, STANDARD FLEX BARREL
	PANDUIT CORP.

	LCC4-14ADW-L 	COPPER LUG - SLOTTED TWO-HOLE, LONG BARREL WITH WINDOW
	PANDUIT CORP.

	LCA600-58H-6 LCA600-78H-6 LCA2/0-34H-X LCA6-14H-L 	Code Conductor, One-Hole, Standard Barrel with Window Lug, 45 Angle
   Code Conductor, One-Hole, Standard Barrel with Window Lug, 45 Angle
	PANDUIT CORP.

	LCA6-56-L LCA6-38-L LCA6-14-L LCA4-56-L LCA4-12-L 	Code Conductor, One-Hole, Standard Barrel with Window Lug For Use with Stranded Copper Conductors
   Code Conductor, One-Hole, Standard Barrel with Window Lug For Use with Stranded Copper Conductors
	PANDUIT CORP.

	SD1100C..CSERIES 2612 SD1100C04C SD1100C08C SD1100	3200V 1100A Std. Recovery Diode in a B-43 (E-Puk)package
3000V 1100A Std. Recovery Diode in a B-43 (E-Puk)package
2500V 1100A Std. Recovery Diode in a B-43 (E-Puk)package
2000V 1400A Std. Recovery Diode in a B-43 (E-Puk)package
1600V 1400A Std. Recovery Diode in a B-43 (E-Puk)package
1200V 1400A Std. Recovery Diode in a B-43 (E-Puk)package
800V 1400A Std. Recovery Diode in a B-43 (E-Puk)package
400V 1400A Std. Recovery Diode in a B-43 (E-Puk)package
From old datasheet system
STANDARD RECOVERY DIODES
	International Rectifier

	0504467025 50446-7025 	Ring Tongue Double Hole Terminal for 300 - 350MCM AWG, Closed UninsulatedBrazed Barrel, Stud Size 1/2" (M12), Oxygen-Free Copper, Length 111.00mm (4.370
Ring Tongue Double Hole Terminal for 300 - 350MCM AWG, Closed UninsulatedBrazed Barrel, Stud Size 1/2 (M12), Oxygen-Free Copper, Length 111.00mm (4.370
	Molex Electronics Ltd.

	CT2566-FP 	CT2566 MIL-STD-1553 to Microprocessor Interface Unit CT2566的MIL - STD - 1553的微处理器接口单
	Aeroflex Inc.
Aeroflex, Inc.

	CT2542 CT2542-FP-701 CT2542-701 CT2542-FP 	CT 2542 Dual Redundant Remote Terminal FOR MIL-STD-1553B 2542双冗余的CT远程终端的MIL - STD - 1553B总线
	Aeroflex Circuit Techno...
AEROFLEX[Aeroflex Circuit Technology]
Aeroflex Inc.
Aeroflex, Inc.

	ACT4487 ACT4487-D ACT4487-DF ACT4487-DFI ACT4487-D	CAP .00047UF 1000V METAL POLYPRO 487双收发MIL-STD-1553/1760
ACT 4487 DUAL TRANSCEIVER FOR MIL-STD-1553/1760 487双收发MIL-STD-1553/1760
	Aeroflex, Inc.
AEROFLEX[Aeroflex Circuit Technology]
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