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			 Related Part Number
	
					PART	Description	Maker
	PS9611 PS9611L PS9611L-E3 PS9611L-E4 	High speed Totem-Pole Output photocoupler(高速光光隔离器)
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
HIGH NOISE REDUCTION/HIGH-SPEED 10 Mbps / TOTEM-POLE OUTPUT TYPE 8-PIN DIP PHOTOCOUPLER
HIGH NOISE REDUCTION/HIGH-SPEED 10 Mbps, TOTEM-POLE OUTPUT TYPE 8-PIN DIP PHOTOCOUPLER
HIGH NOISE REDUCTION/HIGH-SPEED 10 Mbps TOTEM-POLE OUTPUT TYPE 8-PIN DIP PHOTOCOUPLER
	NEC Corp.
NEC[NEC]

	IS431 IS432 	(IS431 / IS432) TOTEM POLE OUTPUT TYPE OPIC LIGHT DETECTOR
	Sharp Electrionic Components

	PS9115-V-F4-A PS9115-V-F4-AX PS9115-V-A PS9115-F4-	1 CHANNEL LOGIC OUTPUT OPTOCOUPLER, 10 Mbps
HIGH CMR, 10 Mbps TOTEM POLE OUTPUT TYPE 5-PIN SOP (SO-5) PHOTOCOUPLER
	NEC

	CS5101EDWR16G CS5101EN14 CS5101EDW16 CS5101EDW16G 	1.5A PWM Secondary Side Post Regulator for AC/DC and DC/DC Multiple Output Converters with 8V UVLO Threshold and Totem Pole Output; Package: SO-16 WB; No of Pins: 16; Container: Rail; Qty per Container: 47 1.5 A SWITCHING CONTROLLER, PDSO16
	ONSEMI[ON Semiconductor]

	AIDM9 AIDM17J AIDM150 AIDM125 AIDM13G AIDM175 AIDM	2-Channel Differential Input 24-Bit No Latency Delta Sigma ADC; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
.): 1Mbit/s; Current Transfer Ratio: 10% (min) (19% (min) for rank O) @I_F(IN)=16mA; Isolation voltage BVs @1minute (min) (V_rms): 5000; Safety Standard
24-Bit µPower No Latency Delta-Sigma ADC in SO-8; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
IF Wave Detection ICs; Application: Cordless Telephone; Operating Voltage: 1.8-5.5V; Package: SSOP16 (0.65); Comments: Mixer/ IF Amp/ Noise Detection
) Typ.: 4.5; Package Type: 2-11D1B
) Typ.: 2.5; Package Type: 2-11D1B
IC Output Photocouplers and Photorelays; Features: Buffer logic type(totem pole output); Package: MFSOP6; Surface Mount Type: Y; Number of Pins: 5
IC Output Photocouplers and Photorelays; Features: Inverter logic type(totem pole output); Package: SDIP6; Surface Mount Type: Y; Number of Pins: 6
Serial 12-Bit, 3.5Msps Sampling ADCs with Shutdown; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
High-Frequency Switching Power Transistors (2SA Series); Surface Mount Type: Y; Package: PW-MINI; Number Of Pins: 3; Publication Class: High Frequency Switching Power Transistor
MOSFETs - Nch VDSS=30V; Surface Mount Type: N; Package: PW-MOLD; R DS On (Î©): (max 0.12) (max 0.1); I_S (A): (max 5)
C-Band Power GaAs IMFETs; Frequency Band (GHz): 3.4-3.8; P1dB (dBm): 42.5; G1dB (dB): 12.5; Ids (A) Typ.: 4.4; IM3 (dBc) Typ.: -45; Rth (&#176;C/W) Typ.: 1.5; Package Type: 2-16G1B 逻辑IC
C-Band Power GaAs IMFETs; Frequency Band (GHz): 5.0-5.3; P1dB (dBm): 42.5; G1dB (dB): 8.5; Ids (A) Typ.: 4.4; IM3 (dBc) Typ.: -45; Rth (&#176;C/W) Typ.: 1.5; Package Type: 2-16G1B 逻辑IC
Logic IC 逻辑IC
C-Band Power GaAs IMFETs; Frequency Band (GHz): 5.3-5.9; P1dB (dBm): 45.5; G1dB (dB): 8.5; Ids (A) Typ.: 8; IM3 (dBc) Typ.: -45; Rth (&#176;C/W) Typ.: 1.2; Package Type: 2-16G1B 逻辑IC
C-Band Power GaAs IMFETs; Frequency Band (GHz): 5.9-6.4; P1dB (dBm): 38.5; G1dB (dB): 10; Ids (A) Typ.: 1.6; IM3 (dBc) Typ.: -47; Rth (&#176;C/W) Typ.: 3.8; Package Type: 2-11D1B 逻辑IC
MOSFETs - Nch VDSS=30V; Surface Mount Type: N/Y; Package: TO-220FL/SM; R DS On (&#206;&#169;): (max 0.02); I_S (A): (max 45)
	Glenair, Inc.
Square D by Schneider Electric

	H3AA05V FTR-H3 FTR-H3AA005V FTR-H3AA009V FTR-H3AA0	SILENT POWER RELAY 1 POLE-10 A LOW PROFILE TYPE FTR-H3 SERIES
SILENT POWER RELAY 1 POLE-10 A LOW PROFILE TYPE FTR-H3 SERIES
SILENT POWER RELAY 1 POLE?0 A LOW PROFILE TYPE FTR-H3 SERIES
	Fujitsu Component Limited.
FUJITSU[Fujitsu Media Devices Limited]

	R1112N R1112N4.3BTR R1112N4.0BTR R1112N1.6ATL R111	Low noise 150mA LDO regulator. Output voltage 3.0V. Active high type. Standard taping type TR
Low noise 150mA LDO regulator. Output voltage 3.0V. Active high type. Taping type TL
Low noise 150mA LDO regulator. Output voltage 3.0V. Active low type. Standard taping type TR
Low noise 150mA LDO regulator. Output voltage 3.0V. Active low type. Taping type TL
LOW NOISE 150mA LDO REGULATOR 5 V FIXED POSITIVE LDO REGULATOR, 0.26 V DROPOUT, PDSO5
Analog IC 模拟IC
Test fixture for 0402 - 1812 body sizes
Linear Sensor Photodiode Array; 102x1 Sensor-Elements Organization; 300 Dots-Per-Inch (DPI) Sensor Pitch; On-Chip 8-bit Analog-to-Digital Conversion; Three-Zone Prgrammable Offset (Dark Level) and Gain; High Sped Serial Interface; 1MHz Pixel Rate
High reliability part. For price, availability and ordering contact Coilcraft Critical Products, cp@coilcraft.com
	HIROSE ELECTRIC Co., Ltd.
Ricoh Co., Ltd.
RICOH electronics devic...

	CD4066BC CD4066BCM CD4066BCN CD4066BCSJ 	Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Output Type:NPN LO/DO; Supply Voltage Max:24V; Supply Voltage Min:12V RoHS Compliant: Yes QUAD 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO14
Quad Bilateral Switch
	Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	AQW224NA 	PhotoMOS relay, FR (radio frequency) type, [2-channel (form A) type] low on resistance. AC/DC type. Output rating: load voltage 400 V, load current 40 mA. surface-mount terminal, tube packing style.
	Matsushita Electric Works(Nais)

	PQ1X181M2ZPH PQ1XXX1M2ZPH PQ1X151M2ZPH PQ1X251M2ZP	Low Output Current, Compact Surface Mount Type Low Power-Loss Voltage Regulators
	SHARP[Sharp Electrionic Components]

	PQ1U251M2ZP PQ1U381M2ZP PQ1U401M2ZP 	(PQ1Uxx1M2ZP) Low Output Current / Compact Surface mount Type Low Power-Loss Voltage Regulators
	Sharp
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