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			 Related Part Number
	
					PART	Description	Maker
	NTE1V300 NTE524V48 NTE524V13 NTE524V15 NTEV480 NTE	Metal oxide varistor. Case diameter 23 mm. Nominal varistor voltage 390 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 150 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 23 mm. Nominal varistor voltage 270 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 216 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 240 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 470 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 23 mm. Nominal varistor voltage 750 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 18 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 24 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 39 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 56 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 68 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 33 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 27 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 22 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 270 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 470 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 430 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 390 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 240 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 216 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 171 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 56 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 120 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 150 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 100 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 82 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 68 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 47 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 33 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 39 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 27 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 24 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 22 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 8.5 mm. Nominal varistor voltage 18 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 47 V @ 1mA DC test current.
Metal Oxide Varistors (MOV) 金属氧化物压敏电阻（MOV）的
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 750 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 100 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 23 mm. Nominal varistor voltage 470 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 23 mm. Nominal varistor voltage 240 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 23 mm. Nominal varistor voltage 216 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 16 mm. Nominal varistor voltage 171 V @ 1mA DC test current.
Metal oxide varistor. Case diameter 23 mm. Nominal varistor voltage 430 V @ 1mA DC test current.
	NTE[NTE Electronics]
NTE Electronics, Inc.

	AN79L05 AN79L05M AN79LXXM AN79L04 AN79L05_M AN79L0	   3-pin negative output voltage regulator (100 mA type)
3-pin negative output voltage regulator (100 mA type) 5 V FIXED NEGATIVE REGULATOR, PBCY3
3-pin negative output voltage regulator (100 mA type) 3针负输出电压调节器（100毫安型）
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:75V; Continuous Drain Current, Id:60A; On-Resistance, Rds(on):7mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:5-D2-PAK; Leaded Process Compatible:No
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:40V; Continuous Drain Current, Id:60A; On-Resistance, Rds(on):0.0065ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:5-D2-PAK; Leaded Process Compatible:No
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:40V; Continuous Drain Current, Id:60A; On-Resistance, Rds(on):5.5mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:5-D2-PAK; Leaded Process Compatible:No
General-Purpose Linear IC - Voltage Regulater - 3-Pin Regulator
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:30V; Continuous Drain Current, Id:50A; On-Resistance, Rds(on):0.017ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:5-D2-PAK; Leaded Process Compatible:No
	Panasonic, Corp.
Panasonic Corporation
PANASONIC[Panasonic Semiconductor]

	1N5524 1N5532 1N5540C 1N5541C 1N5539C 1N5543C 1N55	0.4 W, low voltage avalanche diode. Nominal zener voltage 9.1 V. Test current 1.0 mAdc.  -5% tolerance.
   0.4W LOW VOLTAGE AVALANCHE DIODES
0.4 W, low voltage avalanche diode. Nominal zener voltage 17.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 33.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 22.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 13.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 18.0 V. Test current 1.0 mAdc.  -1% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 18.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 20.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 14.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 16.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 16.0 V. Test current 1.0 mAdc.  -20% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 5.6 V. Test current 3.0 mAdc.  -2% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 11.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4W LOW VOLTAGE AVALANCHE DIODES 0.4瓦，低电压雪崩二极管
0.4 W, low voltage avalanche diode. Nominal zener voltage 5.6 V. Test current 3.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 8.2 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 16.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 16.0 V. Test current 1.0 mAdc.  -2% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 24.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 20.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 18.0 V. Test current 1.0 mAdc.  -2% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 13.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 22.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 28.0 V. Test current 1.0 mAdc.  -10% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 30.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 15.0 V. Test current 1.0 mAdc.  -5% tolerance.
0.4 W, low voltage avalanche diode. Nominal zener voltage 9.1 V. Test current 1.0 mAdc.  -10% tolerance.
	Jinan Gude Electronic D...
娴???洪??靛??ㄤ欢??????
Jinan Gude Electronic Device Co., Ltd.
济南固锝电子器件有限公司
JGD[Jinan Gude Electronic Device]

	AP03N70I-HF 	100% Avalanche Test, Fast Switching, Simple Drive Requirement
	Advanced Power Electronics Corp.

	OP90 OP90AZ_883 OP90GS OP90EZ OP90GP OP90AZ/883 	TEST LEADS FOR AM-4 & AM-4A, AMPROBE, AMPROB
Precision Low-Voltage Micropower Operational Amplifier
	Analog Devices, Inc.
AD[Analog Devices]

	PST993 PST993C PST993D PST993E PST993F PST993G PST	MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-20V; Continuous Drain Current, Id:-2.2A; On-Resistance, Rds(on):0.1ohm; Rds(on) Test Voltage, Vgs:-4.5V; Package/Case:SOT-23; Leaded Process Compatible:No
MOSFET, P, SOT-23; Transistor type:MOSFET; Current, Id cont:2.2A; Resistance, Rds on:0.1R; Voltage, Vgs Rds on measurement:4.5V; Case style:SOT-23 (TO-236); Current, Id max:2.2A; Current, Idm pulse:10A; Marking, SMD:L1; Pins, No. RoHS Compliant: Yes
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:20V; Continuous Drain Current, Id:2.1A; On-Resistance, Rds(on):0.085ohm; Rds(on) Test Voltage, Vgs:4.5V; Package/Case:SOT-23; Leaded Process Compatible:No
System Reset
	MITSUMI ELECTRIC CO LTD
ETC[ETC]
Mitsumi Electronics, Corp.

	HCF4006B HCF4006BC1 HCF4006BEY HCF4006BM1 HCC_HCF4	   18-STAGE STATIC SHIFT REGISTER
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:60V; Continuous Drain Current, Id:50A; On-Resistance, Rds(on):28mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Drain-Source Breakdown Voltage:60V 18 -阶段静态移位寄存器
	STMicroelectronics N.V.
意法半导
STMICROELECTRONICS[STMicroelectronics]
SGS Thomson Microelectronics
ST Microelectronics

	L494906 NCV4949DWR2G NCV4949 NCV4949DG NCV4949DR2 	100 mA, 5.0 V, Low Dropout Voltage Regulator with Power-On Reset(100 mA, 5.0 V, 具有上电复位功能的低压差稳压 一○○毫安.0 V固定，低压差线性稳压器的上电复位（100毫安.0五，具有上电复位功能的低压差稳压器）
100 mA, 5.0 V, Low Dropout Voltage Regulator with Power−On Reset
	ONSEMI[ON Semiconductor]

	REL-IR2-L-230AC 	Plug-in industrial relay with power contacts, 2 PDTs, test key, status LED, mechanical switch position indicator, input voltage: 230 V AC
	PHOENIX CONTACT

	A29040AV-90 A29040A-70 A29040A-90 A29040AV-55 A290	AUTOMATIC 600A CLAMPMETER WITH AUTOTECT RoHS Compliant: NA
512K X 8 Bit CMOS 5.0 Volt-only, Uniform Sector Flash Memory
Test RoHS Compliant: NA
Fuse; Current Rating:1A; Voltage Rating:600V; Voltage Rating:600V; Voltage, AC:600V RoHS Compliant: NA 512k × 8位CMOS 5.0伏只，统一部门快闪记忆
	AMIC Technology Corporation
AMIC Technology, Corp.

	AP1623SLA AP1623 AP1623S AP1623SA AP1623SL 	Diodes, Zener; Zener Voltage Typ, Vz:12V; Vz Test Current, Izt:20mA; Power Dissipation, Pd:500mW; Package/Case:41-MiniDIP; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):Yes
JFET; Transistor Polarity:Dual N Channel; Breakdown Voltage, V(br)gss:-40V; Zero Gate Voltage Drain Current Min, Idss:0.5mA; Zero Gate Voltage Drain Current Max, Idss:10mA; Gate-Source Cutoff Voltage Max, Vgs(off):-2.5V
PWM Control Step-Down Switching Regulator-Converter
	ETC
ANACHIP[Anachip Corp]
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