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			 Related Part Number
	
					PART	Description	Maker
	AN3022 	Establishing the Minimum Reverse Bias for a PIN Diode in a High-Power Switch
	M/A-COM Technology Solutions, Inc.

	AT45DB011D-SSH-B AT45DB011D09 AT45DB011D-SSH-T AT4	1-megabit 2.7-volt Minimum DataFlash
	聚兴科技股份有限公司
ATMEL Corporation

	AT45DB021D09 	2-megabit 2.7-volt Minimum DataFlash
	ATMEL Corporation

	AT45DB021D-SSH-B AT45DB021D-SSH-SL954 AT45DB021D-S	2-megabit 2.7-volt Minimum DataFlash
	ATMEL Corporation

	AN826 	RECOMMENDED MINIMUM PADS FOR SC-70: 3-LEAD
	Vishay Siliconix

	MIC5011 MIC5011BM MIC5011BN 	   Minimum Parts High- or Low-Side MOSFET Driver
Minimum Parts High- or Low-Side MOSFET Driver BUF OR INV BASED MOSFET DRIVER, PDSO8
Minimum Parts High- or Low-Side MOSFET Driver BUF OR INV BASED MOSFET DRIVER, PDIP8
	MICREL[Micrel Semiconductor]
Micrel Semiconductor, Inc.

	AT26DF081A-SSU AT26DF081A-SU AT26DF081A13 	Minimum SPI Serial Flash Memory
	List of Unclassifed Manufacturers

	AT25DF161-MHF-Y AT25DF161-SH-T AT25DF161-SHF-T AT2	Minimum SPI Serial Flash Memory
	List of Unclassifed Manufacturers
List of Unclassifed Man...

	TJA1080A TJA1080A11 	FlexRay transceiver Support of 60 ns minimum bit time
	NXP Semiconductors

	MIC2299-15YML 	3.5A Minimum, 2MHz High Brightness LED Driver
	Micrel Semiconductor

	KLNR8 KLNR5 KLNR6 KLNR4 KLNR70 KLNR50 KLNR90 KLNR6	Execution Time (ns): 50 (@20MHz); Operating Frequency / Supply Voltage: 20MHz/3.0 to 5.5V, 10MHz/2.7 to 5.5V, 5MHz/2.2 to 5.5V; Operating Ambient Temperature
Execution Time (ns): 50 (@20MHz); Operating Frequency / Supply Voltage: 20MHz/3.0 to 5.5V, 10MHz/2.7 to 5.5V; Operating Ambient Temperature (°C): -40
R8C; R8C/2x Series; Microcontroller; Bit Size: 32/16-bit CISC; ROM: 32K; RAM: 1.5K; ROM Type: Flash memory; CPU: R8C core; Minimum Instruction
R8C; R8C/2x Series; Microcontroller; Bit Size: 32/16-bit CISC; ROM: 24K; RAM: 1.5K; ROM Type: Flash memory; CPU: R8C core; Minimum Instruction
R8C; R8C/2x Series; Microcontroller; Bit Size: 32/16-bit CISC; ROM: 16K   2K; RAM: 1K; ROM Type: Flash memory; CPU: R8C core; Minimum Instruction
R8C; R8C/2x Series; Microcontroller; Bit Size: 32/16-bit CISC; ROM: 8K; RAM: 512; ROM Type: Flash memory; CPU: R8C core; Minimum Instruction
R8C; R8C/2x Series; Microcontroller; Bit Size: 32/16-bit CISC; ROM: 8K   2K; RAM: 512; ROM Type: Flash memory; CPU: R8C core; Minimum Instruction
R8C; R8C/2x Series; Microcontroller; Bit Size: 32/16-bit CISC; ROM: 16K; RAM: 1K; ROM Type: Flash memory; CPU: R8C core; Minimum Instruction
General Purpose Fuses
	Littelfuse, Inc.
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