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			 Related Part Number
	
					PART	Description	Maker
	533-3652 	Coil Form, Shielded, Vertical, .210 (5,33) Winding Diameter
	CAMBION Electronic Components

	534-3706 	Coil Form, Unshielded, Vertical, .190 (4,83) Winding Diameter
	CAMBION Electronic Components

	558-7106 558-7106-16-00-00 558-7106-11-00-00 	Variable Coil, Shielded, Vertical, .09μH thru 12.0mΗ
SHIELDED, 8 uH - 12 uH, VARIABLE INDUCTOR
SHIELDED, 1.2 uH - 1.8 uH, VARIABLE INDUCTOR
	CAMBION Electronic Components
WEARNES CAMBION LTD

	558-1192 558-1192-09-00-00 558-1192-11-00-00 558-1	Variable Coil, Shielded, Vertical, .080μH thru 1.20mΗ
SHIELDED, 1.8 uH - 2.7 uH, VARIABLE INDUCTOR
SHIELDED, 3.9 uH - 5.6 uH, VARIABLE INDUCTOR
SHIELDED, 0.39 uH - 0.56 uH, VARIABLE INDUCTOR
	CAMBION Electronic Components
WEARNES CAMBION LTD

	TQ2SA-1.5V-Z TQ2SA-L-24V TQ2SS-L-24V TQ2SA-3V-Z TQ	Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.094A (COIL), 1.5VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, 1 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.004A (COIL), 24VDC (COIL), 100mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal Relay, 2 Form C, 2A 30VDC 0.5A 125VAC, 1 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.004A (COIL), 24VDC (COIL), 100mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.047A (COIL), 3VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal Relay, 2 Form C, 2A 30VDC 0.5A 125VAC, 2 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.094A (COIL), 1.5VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, 1 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.016A (COIL), 4.5VDC (COIL), 70mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal Relay, 2 Form C, 2A 30VDC 0.5A 125VAC, 2 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.008A (COIL), 24VDC (COIL), 200mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal Relay, 2 Form C, 2A 30VDC 0.5A 125VAC, 1 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.023A (COIL), 3VDC (COIL), 70mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.023A (COIL), 6VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal Relay, 2 Form C, 2A 30VDC 0.5A 125VAC, 2 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.047A (COIL), 3VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal Relay, 2 Form C, 2A 30VDC 0.5A 125VAC, 2 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.031A (COIL), 4.5VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal Relay, 2 Form C, 2A 30VDC 0.5A 125VAC, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.047A (COIL), 3VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 1 Form A 30VDC, PC Board Terminal Type, 1 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.017A (COIL), 6VDC (COIL), 100mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.016A (COIL), 9VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 1 Form A 30VDC, PC Board Terminal Type, 1 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.022A (COIL), 4.5VDC (COIL), 100mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Low Profile Signal relay, 2 Form C, 1 Form A 30VDC, PC Board Terminal Type, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.023A (COIL), 6VDC (COIL), 140mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Low Profile Signal relay, 2 Form C, 1 Form A 30VDC, PC Board Terminal Type, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.031A (COIL), 4.5VDC (COIL), 140mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Low Profile Signal relay, 2 Form C, 1 Form A 30VDC, PC Board Terminal Type, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.008A (COIL), 24VDC (COIL), 200mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, 1 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.023A (COIL), 3VDC (COIL), 70mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 1 Form A 30VDC, PC Board Terminal Type, 2 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.013A (COIL), 24VDC (COIL), 300mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, 1 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.014A (COIL), 5VDC (COIL), 70mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.008A (COIL), 24VDC (COIL), 200mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal Relay, 2 Form C, 2A 30VDC 0.5A 125VAC, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.006A (COIL), 48VDC (COIL), 300mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 1 Form A 30VDC, PC Board Terminal Type, 2 Coil Latching, Gold Contact POWER/SIGNAL RELAY, DPDT, LATCHED, 0.04A (COIL), 5VDC (COIL), 200mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Low Profile Signal relay, 4 Form C, 1 Form A 30VDC, PC Board Terminal Type, 2 Coil Latching, Gold Contact POWER/SIGNAL RELAY, 4PDT, LATCHED, 0.033A (COIL), 12VDC (COIL), 400mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Low Profile Signal Relay, 2 Form C, 2A 30VDC 0.5A 125VAC, Gold Contact POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.008A (COIL), 24VDC (COIL), 200mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 2 Form C, 2A 30VDC, SMD SA Type, 2 Coil Latching, Gold Contact
POWER/SIGNAL RELAY, DPDT, LATCHED, 0.006A (COIL), 12VDC (COIL), 70mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
Low Profile Signal relay, 4 Form C, 1 Form A 30VDC, PC Board Terminal Type, 1 Coil Latching, Gold Contact
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.022A (COIL), 9VDC (COIL), 200mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, DPDT, LATCHED, 0.008A (COIL), 9VDC (COIL), 70mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
	Panasonic, Corp.
PANASONIC CORP

	E526HN-100304 E526HN-100315 E526HNA-100314 E526HN-	COIL .13UH TYPE MC120 W/O CASE UNSHIELDED, VARIABLE INDUCTOR
COIL .0437UH TYPE MC120 W/O CASE UNSHIELDED, VARIABLE INDUCTOR
COIL .137UH TYPE MC120 W/CASE SHIELDED, VARIABLE INDUCTOR
COIL .118UH TYPE MC120 W/O CASE UNSHIELDED, VARIABLE INDUCTOR
COIL .29UH TYPE MC120 W/CASE SHIELDED, VARIABLE INDUCTOR
COIL .211UH TYPE MC120 W/O CASE UNSHIELDED, VARIABLE INDUCTOR
COIL .0461UH TYPE MC120 W/O CASE UNSHIELDED, VARIABLE INDUCTOR
COIL .141UH MC120 W/CASE SHIELDED, VARIABLE INDUCTOR
	TOKO, Inc.

	G41301A-DC12-SBM G41301A-DC24-SBM G41301A-DC24-SM 	Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option plug-in
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
	Global Components & Controls

	HL1PL-AC120V HL1PL-AC240V HL1PL-DC110V HL2H-AC120V	HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
	Matsushita Electric Works(Nais)

	HF9516-028L-22-1 HF9516-028L-22-2 HF9516-028L-24-1	1 CUBIC INCH 3 FORM C HERMETICALLY SEALED RELAY WITH COIL TRANSIENT SUPPRESSION
	Hongfa Technology

	3SCV5012H1 3SCV5534D1 3SCV5012A1 3SCV5012B1 3SCV50	Long-life Haif-size Industrial Relay
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.03A (COIL), 35VDC (COIL), 1050mW (COIL), PANEL MOUNT
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.06A (COIL), 20VDC (COIL), 1200mW (COIL), PANEL MOUNT
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.1A (COIL), 12VDC (COIL), 1200mW (COIL), PANEL MOUNT
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.04A (COIL), 30VDC (COIL), 1200mW (COIL), PCB MOUNT-STRAIGHT
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.05A (COIL), 23VDC (COIL), 1150mW (COIL), PANEL MOUNT
	Tyco Electronics
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