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			 Related Part Number
	
					PART	Description	Maker
	ST-025BL 	Reflow Type (SMD)
	Soberton Inc.

	ST-A03BLA 	Reflow Type (SMD)
	Soberton Inc.

	ST-04BL 	Reflow Type (SMD)
	Soberton Inc.

	IDT74FCT825BTSOB IDT74FCT825BTSO IDT74FCT825BTQB I	Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:60V; Package/Case:A; Terminal Type:Axial Leaded; ESR:15ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:A; Terminal Type:Axial Leaded; ESR:14ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:A; Terminal Type:Axial Leaded; ESR:14ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:50V; Package/Case:A; Terminal Type:Axial Leaded; ESR:15ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 0.82UF 50V 10% X7R SMD-1210 TR-7-PL SN-NIBAR
CAP 0.1UF 50V 10% X7R SMD-1805 TR-7-PL SN-NIBAR
HIGH-PERFORMANCE CMOS BUS INTERFACE REGISTERS FCT SERIES, 9-BIT DRIVER, TRUE OUTPUT, CDFP24
	IDT[Integrated Device Technology]
Integrated Device Technology, Inc.
INTEGRATED DEVICE TECHNOLOGY INC
Integrated Device Techn...

	SMX-4S 	Miniature SMD Crystal Reflow soldering @ 260 °C
	http://

	G53CS-DC9K G53AD-DC110 G53AD-DC110K G53AD-DC12 G53	CONN 52POS 2MM SOCKET STR PC SMD
CONN 32POS 2MM SOCKET STR PC SMD
BAG, SHIELDED, 75X125MM, PK100; Length / Height, external:125mm; Pack Quantity:100; Resistivity, surface inner:1000000Mohm/sq; Resistivity, surface outer:10000ohm/sq; Standard:MIL-PRF-81705 Type III, EIA 541, EIA 625, MILHDBK-263, RoHS Compliant: Yes
CONN RCPT 30-POS 15X2 2MM ST
CONN 34POS 2MM SOCKET R/A PC MT
CONN 36POS 2MM SOCKET R/A PC MT
60=30X2 2MM FEM SOCKET PC-MNT CONN
CONN 34POS 2MM SOCKET STR PC SMD
CONN 32POS 2MM SOCKET VERT PC MT
CONN 40POS 2MM SOCKET STR PC SMD
RECTIFIER SBR DUAL 10A 100V 120A-ifsm 800mV-vf 0.2mA-ir ITO-220AB 50/TUBE
CONN 4POS 2MM HEADER DL STR SMD 迷你型，重型接触载荷高达4000VA
CONN 8POS 2MM HEADER DL STR SMD 迷你型，重型接触载荷高达4000VA
Pin Header; No. of Contacts:8; No. of Rows:2; Gender:Male; Contact Plating:Gold; Contact Termination:Right Angle Through Hole; Current Rating:1.5A; Leaded Process Compatible:Yes; Mounting Type:Through Hole RoHS Compliant: Yes 迷你型，重型接触载荷高达4000VA
CONN, 2P, 3A, HDR, STRT, 2MM, GOLD 迷你型，重型接触载荷高达4000VA
HEADER 8POS 2ROW 2MM SMT MALE 迷你型，重型接触载荷高达4000VA
Wire-To-Board Connector; No. of Contacts:50; Pitch Spacing:0.079"; No. of Rows:2; Mounting Type:PCB Straight Thru Hole; Gender:Female; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 迷你型，重型接触载荷高达4000VA
Wire-To-Board Connector; No. of Contacts:60; Pitch Spacing:0.079"; No. of Rows:2; Gender:Female; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 迷你型，重型接触载荷高达4000VA
CONN SKT BDM2MM 25 POS DLST028 迷你型，重型接触载荷高达4000VA
Miniature Type, Heavy contact load up to 4000VA 迷你型，重型接触载荷高达4000VA
CONN 50POS 2MM SOCKET R/A PC MT 迷你型，重型接触载荷高达4000VA
CONN 60POS 2MM SOCKET STR PC SMD 迷你型，重型接触载荷高达4000VA
Wire-To-Board Connector; No. of Contacts:44; Pitch Spacing:0.079"; No. of Rows:2; Gender:Female; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 迷你型，重型接触载荷高达4000VA
CONN 8POS 2MM HEADER DL STR T/H 迷你型，重型接触载荷高达4000VA
CONN 60POS 2MM SOCKET VERT PC MT 迷你型，重型接触载荷高达4000VA
CONN 34POS 2MM SOCKET VERT PC MT 迷你型，重型接触载荷高达4000VA
	Global Components & Controls
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	GP1S33 	Subminiature, Reflow Soldering Type Photointerrupter
	SHARP[Sharp Electrionic Components]

	SMX-206T 	Plastic moulded SMD Watch Crystal Reflow soldering @ 260 °C
	QUARTZCOM the communications company

	SHT20P 	DFN type package ?reflow solderable
Humidity and Temperature Sensor IC
	List of Unclassifed Man...
Sensirion

	Z402L Z403L Z404 Z403LR 	FUSE CLIP, FOR 3AG FUSES W/O STOP, PCB MNT., TIN PLATED
Fuse Holder; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
TRANSFORMER VARIABLE OPEN 3A
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Copper Alloy; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:32V
Fuse Holder; Fuse Size/Group:Mini; Mounting Type:In-Line; Body Material:Thermoplastic; Contact Material:Copper Alloy; Contact Plating:Tin; Current Rating:30A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	保险丝支架，夹子&硬件

	EEEFC1E6R8AR EEEFC1C100AR EEEFC0J101AP 	Aluminum Electrolytic Capacitors (Surface Mount Type) FC-V (High temp. reflow)
	Panasonic
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