

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						571028			SFAF801G			180N0			SAP16			TJ1052			EL7114CS			3QL100AQ			SC9106			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			JHB1602B - The JHB1602B is a 16C x 2L Character LCD module. It has a STN panel composed of 80 segments and 16 commons. The LCM can be easily accessed by micro-controller via parallel interface. 
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			 Related Part Number
	
					PART	Description	Maker
	JHB1602B 	The JHB1602B is a 16C x 2L Character LCD module. It has a STN panel composed of 80 segments and 16 commons. The LCM can be easily accessed by micro-controller via parallel interface.
	Jewel Hill Electronic

	CHA-20NF 	(CHA-20xx) Coaxial Attenuators
	Component General

	JHB1602E-001 	The JHB1602E is a 16C x 2L Character LCD module. It has a STN panel composed of 80 segments and 16 commons. The LCM can be easily accessed by micro-controller via parallel interface.
	Jewel Hill Electronic

	JHB1601A 	The JHB1601A is a 16C x 1L Character LCD module. It has a STN panel composed of 2x40 segments and 16 commons. The LCM can be easily accessed by micro-controller via parallel interface.
	Jewel Hill Electronic

	K9F5608U0A-YCB0 K9F5608U0A-YIB0 	TV 16C 16#16 PIN RECP
TV 79C 79#22D PIN RECP
	SAMSUNG SEMICONDUCTOR CO. LTD.

	DSK9K1208U0A K9K1208U0A-YCB0 K9K1208U0A-YIB0 DS_K9	64M x 8 Bit / 32M x 16 Bit NAND Flash Memory
TV 16C 16#16 SKT RECP 6400 × 8位NAND闪存
64M x 8 Bit NAND Flash Memory Data Sheet
	Samsung Semiconductor Co., Ltd.
SAMSUNG SEMICONDUCTOR CO. LTD.
SAMSUNG[Samsung semiconductor]
Samsung Electronic

	KM4101IC8 KM4101IC8TR3 KM4101IT6 KM4101IT6TR3 KM41	   Low Cost,  2.7V and  5V, 260MHz Rail-to-Rail Amplifiers
PTSE 16C 16#16 PIN PLUG
From old datasheet system
Low Cost/  2.7V and  5V/ 260MHz Rail-to-Rail Amplifiers
260MHz, RRO Amplifier with Disable
	Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	MAX6037CAUK41 MAX6037CAUKADJ MAX6037 MAX6037AAUK12	   Low-Power, Fixed and Adjustable Reference with Shutdown in SOT23
GT 16C 16#16 PIN PLUG 低功耗，固定和可调参考关机采用SOT23
Low-Power, Fixed and Adjustable Reference with Shutdown in SOT23 1-OUTPUT THREE TERM VOLTAGE REFERENCE, PDSO5
Low-Power, Fixed and Adjustable Reference with Shutdown in SOT23 低功耗，固定和可调参考关机采用SOT23
	Maxim Integrated Produc...
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	0805YC103JAT7A 0805YC103JAT4A 08051C103JAT9A 08051	TV 16C 16#16 SKT PLUG RECP
TIMER MINI-MULTI TIME RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:54; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:14; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:3; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:20-26
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:20-26
GT 12C 12#12 PIN RECP BOX
Fixed bridge, 10-pos. - FB 10- RTK
GT 4C 4#4 PIN RECP BOX
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:30; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Separating plate, width: 0.8 mm, color: gray - TS-GSK
CONN RECEPT HM R/A 2MM 110POS
CONN, RA FEMALE, SHIELDED
TV 16C 16#16 PIN PLUG
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:35; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
SB 2-RTK CAPACITOR, CERAMIC, MULTILAYER, 25 V, X7R, 0.01 uF, SURFACE MOUNT, 0805
General Specifications 一般规
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:4; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
   General Specifications
	AVX Corporation
AVX, Corp.

	SAFC836.5MC90T SAFC860.5MA70N SAFC864MF70T SAFC869	   CERAMIC MICROWAVE FILTERS SAW FILTERS
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/REEL-13
ENCLOSR FOR SOLD TERM LRG SWITCH
LJT 16C 16#16 SKT PLUG 陶瓷微波滤波器SAW滤波
LJT 16C 16#16 SKT WALL RECP 陶瓷微波滤波器SAW滤波
RECTIFIER SCHOTTKY SINGLE 3A 100V 90A-Ifsm 0.75Vf 0.2A-IR PowerDI-5 5K/REEL 陶瓷微波滤波器SAW滤波
CONNECTOR ACCESSORY 1 FUNCTIONS, 860.5 MHz, SAW FILTER
DC-DC Converter; Supply Voltage:36V; Output Voltage:3.3V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:90%; Leaded Process Compatible:Yes; Output Current:30A RoHS Compliant: Yes 陶瓷微波滤波器SAW滤波
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 942.5 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 85.38 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 83.16 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 陶瓷微波滤波器SAW滤波
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 895.5 MHz, SAW FILTER
CAPACITOR .082UF 400V M SERIES 1 FUNCTIONS, 815.5 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 947.5 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 902.5 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 陶瓷微波滤波SAW滤波
FILTER EMI 50MHZ 150MA 130PF 25V SMD-1206 SN100 TR-7-PL
FILTER EMI 100MHZ 150MA 65PF 25V SMD-0805 SN100 TR-7-PL
RES HP .15 OHM 1/6W 1% 0402 SMD
RES HP .68 OHM 1/5W 1% 0603 SMD
OSCILLATORS 50PPM -40 85 3.3V 4 4.000MHZ HCMOS 10% 5X7MM 6PAD SMD
Circular Connector; No. of Contacts:39; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-39 RoHS Compliant: No
Switch Mode Power Supply; Output Voltage:5VDC; Output Power Max:400W; Number of Outputs:5; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 1K/BULK
RECTIFIER FAST-RECOVERY SINGLE 1A 100V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 1K/BULK
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 5K/REEL-13
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 1K/BULK
RECTIFIER FAST-RECOVERY SINGLE 1A 100V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/AMMO
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir A405 5K/REEL-13
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir A405 5K/REEL-13
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 5K/AMMO
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/AMMO
LJT 39C 37#20 2#16 PIN PLUG
LJT 39C 37#20 2#16 PIN WALL RE
Switch Mode Power Supply; Output Voltage:2VDC; Output Power Max:360W; Number of Outputs:1; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC
DC-DC Converter; Supply Voltage:75V; Output Voltage:5V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:92%; Leaded Process Compatible:Yes; Output Current:40A RoHS Compliant: Yes
DC-DC Converter; Supply Voltage:36V; Output Voltage:1.8V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:91%; Leaded Process Compatible:Yes; Output Current:30A RoHS Compliant: Yes
DC-DC Converter; Supply Voltage:75V; Output Voltage:1.5V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:89%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes
Product Description:11-Pin Track Mounting Front Connecting Socket RoHS Compliant: Yes
Power LED Illuminator; Color:Red/Green/Blue; Lens Color:Clear; Number of LEDs:18; Input Current:350mA; Input Current Max:350mA; LED Color:Red/Green/Blue
DC-DC Converter; Supply Voltage:75V; Output Voltage:1.2V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:86%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes
SINGLE/MULTIPLE OUTPUT SWITCHES
Switch Mode Power Supply; Output Voltage:5VDC; Output Power Max:400W; Number of Outputs:1; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC
DC-DC Converter; Supply Voltage:75V; Output Voltage:1.8V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:90%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes
CONN MINI-UHF PLUG CRIMP RG-58
CAP CERM 6.8UF 100V Z5U RAD
LJT 79C 79#22D PIN WALL RECP
Circular Connector; No. of Contacts:16; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-16 RoHS Compliant: No
Circular Connector; No. of Contacts:79; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-35 RoHS Compliant: No
LJT 79C 79#22D PIN PLUG
Circular Connector; No. of Contacts:79; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-35 RoHS Compliant: No
Circular Connector; No. of Contacts:11; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-11 RoHS Compliant: No
	Murata Manufacturing Co...
MURATA MANUFACTURING CO LTD
Murata Electronics
MURATA[Murata Manufacturing Co., Ltd.]
http://

	4613K-101-2222BAA 4614T-106-2222FCD 4604K-101-2222	Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-8
BNC PLUG TO PLUG ADAPTER
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41 4600T，硫，K系列-薄膜形园
DUAL ACCESS CAT5 KVM AND SERIAL EXTENDER W/ AUDIO 4600T，硫，K系列-薄膜形园
CAT5 KVM EXTENDER DUAL ACCESS W/BUILT-IN SWITCH 4600T，硫，K系列-薄膜形园
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:8-3 4600T，硫，K系列-薄膜形园
ER 3C 3#16S SKT RECP LINE 4600T，硫，K系列-薄膜形园
Kits For Use With:NTQ123 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Metal; Series:PT06SE; Number of Contacts:41; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 4600T，硫，K系列-薄膜形园
ER 3C 3#16S PIN PLUG 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:26; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
TV 19C 19#20 SKT RECP 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Right Angle Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
BNC RT.ANGLE CRIMP PLUG/RG 316 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:59, 62, Belden 8241, 8263, 8279, 9209 RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
4600T, S, K Series - Thin Film Conformal SIP 4600T，硫K系列-薄膜形园
ER 3C 3#4 PIN PLUG 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Impedance:50ohm; Body Style:Right Angle Bulkhead Jack RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:179, 187 RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; Number of Contacts:18; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:18; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
Circular Connector; No. of Contacts:21; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-21 4600T，硫，K系列-薄膜形园
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-21 4600T，硫，K系列-薄膜形园
TV 23C 21#20 2#16 PIN WALL REC 4600T，硫，K系列-薄膜形园
TV 23C 21#20 2#16 SKT WALL REC 4600T，硫，K系列-薄膜形园
TV 8C 8#16 PIN WALL RECP 4600T，硫，K系列-薄膜形园
TV 56C 48#20 8#16 PIN RECP 4600T，硫，K系列-薄膜形园
4600T, S, K Series - Thin Film Conformal SIP 4600T，硫，K系列-薄膜形园
ER 13C 3#8 3#12 7#16 SKT RECP
ER 20C 20#16 SKT PLUG
ER 22C 18#16 4#12 SKT PLUG
ER 13C 3#8 3#12 7#16 PIN PLUG
ER 4C 4#8 PIN PLUG
ER 7C 7#16S SKT PLUG
ER 16C 16#16 PIN PLUG
ER 3C 3#4 SKT PLUG
ER 16C 16#16 SKT RECP LINE
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-3
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-33
PT 14C 14#20 SKT RECP
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-2
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-4
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-98
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-3
RM SERIES SHELL SIZE 12-31mm CIRCULAR CONNECTORS
ER 13C 3#8 3#12 7#16 SKT PLUG
ER 37C 37#16 SKT PLUG
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
TV 66C 66#22D PIN RECP
RG-62A/U TYPE COAX RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
BNC CRIMP BLKHD JACK - RG 59
BNC CRIMP BLLKHD JACK/ RG-58
TV 37C 37#22D SKT RECP
TV 13C 13#22D SKT RECP
USB 2.0 Full-Speed Transceiver with UART Multiplexing Mode
WIRE, PTFE, B, WHITE, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:White; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
BNC RT.ANGLE WHITE PCB RECEPT.
WIRE, PTFE, B, VIOLET, 19/0.2MM, 100M; Area, conductor CSA:0.597mm2; Conductor make-up:19/0.2; Voltage rating, AC:600V; Current rating:11A; Colour, primary insulation:Violet; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
ER 7C 7#8 PIN PLUG
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:7; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-90
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP02; Number of Contacts:8; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
6 PORT DUAL(LCAL KVM PRT)BIDIRECTIONALSERL & AUDI
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:19; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:8; Series:PT06; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:12-8
TV 32C 32#20 SKT RECP
TV 15C 15MIX PIN WALL RECP
TV 37C 37#22D PIN RECP
TV 6C 6#12 PIN WALL RECP
TV 56C 48# 8#16 SKT RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:AT&T 735, 735A, Belden 735A1 RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-15
PT 26C 26#20 PIN RECP
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-24
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:SP 02A; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male
ER 60C 60#16 PIN RECP
PT 4C 4#20 SKT RECP
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:20; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
ER 2C 2#12 PIN RECP WALL
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3100; Number of Contacts:19; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3106; Number of Contacts:17; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3100; Number of Contacts:16; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3106; No. of Contacts:17; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3100; Number of Contacts:12; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
ER 2C 2#16S PIN PLUG
TV 11C 11#16 SKT RECP
ER 2C 2#16S PIN RECP THERMO
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; Number of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
TV 11C 2#20 9#10(COAX) PIN REC
TV 11C 11#16 PIN RECP
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-41
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:41; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-41
SERVSWITCH WIZARD        EXTENDER DV
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-25
WIRE, PTFE, A, VIOLET, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Violet; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
WIRE, PTFE, B, GREEN, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:Green; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
WIRE, PTFE, A, WHITE, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:White; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:14; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
WIRE, PTFE, A, PINK, 7/0.2MM, 100M; Area, conductor CSA:0.2mm2; Conductor make-up:7/0.2mm; Voltage rating, AC:300V; Current rating:6A; Colour, primary insulation:Pink; Material, primary insulation:PTFE; Diameter, External:0.95mm; RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-25
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; No. of Contacts:21; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-21
WIRE, PTFE, B, YELLOW, 19/0.15MM, 25M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:Yellow; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
WIRE, PTFE, A, YELLOW, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Yellow; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
WIRE, PTFE, B, YELLOW, 19/0.2MM, 100M; Area, conductor CSA:0.597mm2; Conductor make-up:19/0.2; Voltage rating, AC:600V; Current rating:11A; Colour, primary insulation:Yellow; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:85; Connector Shell Size:40; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3106; Number of Contacts:14; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
ER 9C 6#12 3#8 SKT PLUG
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-32
WIRE, PTFE, A, GREY, 7/0.2MM, 100M; Area, conductor CSA:0.2mm2; Conductor make-up:7/0.2mm; Voltage rating, AC:300V; Current rating:6A; Colour, primary insulation:Grey; Material, primary insulation:PTFE; Diameter, External:0.95mm; RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Right Angle Bulkhead Jack; RG Cable Type:58, 59, 179, 316; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; Number of Contacts:12; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; Number of Contacts:54; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
ER 6C 6#16S SKT PLUG
Circular Connector; No. of Contacts:25; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-25
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-32
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
ER 9C 6#12 3#8 SKT RECP WALL
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:6; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
SC 6C 6#16S PIN RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; No. of Contacts:16; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-16
VELCRO BOOT   #197932 RoHS Compliant: Yes
Circular Connector; No. of Contacts:25; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-25
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
460kbps, 1µA, RS-232-Compatible Transceiver
ER 2C 2#16S SKT PLUG
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-41
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-27
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
PT 3C 3#20 SKT PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:AT&T 734A RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:22; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
TV 22C 22#22D PIN RECP
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:AT&T 734A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:AT&T 734, 734A, Belden 1505A RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Computer & Instrumentation Coaxial Cable; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Steel; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
WIRE, PTFE, A, BROWN, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Brown; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
WIRE, PTFE, B, ORANGE, 19/0.2MM, 100M; Area, conductor CSA:0.597mm2; Conductor make-up:19/0.2; Voltage rating, AC:600V; Current rating:11A; Colour, primary insulation:Orange; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
2.5V, 1µA, 460kbps, RS-232-Compatible Transceivers
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
WIRE, PTFE, A, RED, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Red; Material, primary insulation:PTFE; Diameter, External:1.1mm; RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:12-8
TV 5C 5#16 SKT RECP
ER 5C 5#8 SKT PLUG
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:8-33
Circular Connector; No. of Contacts:2; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:8-2
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:8-33
ER 5C 3#12 2#8 SKT PLUG
TV 5C 5#16 PIN RECP
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:8-33
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Impedance:50ohm; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
BNC RT.ANGLE CRIMP PLUG/ RG 58
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CABLE COAX 30AWG 75 OHM .097OD POLY-ETHYLENE
SERVSWITCH WIZARD SKEW   COMPENSATOR
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Yellow; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
.039UF/630VDC METAL POLY CAP
Coaxial Cable; Impedance:75ohm; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Voltage Nom.:300V RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
SWITCH DETECTOR 2MM HORZ MT SMD
Coaxial Cable; Coaxial RG/U Type:58; Impedance:52ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:52ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Twinaxial Cable; Impedance:100ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyolefin; Number of Pairs:2; Impedance:150ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
DC/DC CONVERTER,9-36V/5V 5W
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-8
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Coaxial Cable; Impedance:75ohm; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Twinaxial Cable; Impedance:100ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:50ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
KIT CONNECTOR MATING NTQ160
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :3VDC; Output Current 1:1.5A; Output Current:1.5A; Output Voltage:3V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :3VDC; Output Current 1:3.4A; Output Current:3.4A; Output Voltage:3V; Series:ACV
DC-DC Converter; Output Voltage:12V; Number of Outputs:1; Power Rating:5W; Mounting Type:PC Board; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Linear Power Supply; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:3.4A; Output Current:3.4A; Output Voltage:12V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :15VDC; Output Current 1:0.8A; Output Current:0.8A; Output Voltage:15V; Series:ACV
Linear Power Supply; No. of Outputs:1; Output 1 VDC  :15VDC; Output Current 1:1.5A; Output Current:1.5A; Output Voltage:15V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :3VDC; Output Current 1:1.7A; Output Current:1.7A; Output Voltage:3V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC :3VDC; Output Current 1:1A; Output Current:1A; Output Voltage:3V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :5VDC; Output Current 1:6A; Output Current:6A; Output Voltage:5V; Series:ACV
CATX KVM EXTR SINGLE KIT DUAL VIDEO SERIAL AUDIO
RF CONNECTOR; LC FEMALE, PANEL MOUNT
RF CONNECTOR; SMB JACK, PRINTED CIRCUIT MOUNT
.33UF/630VDC METAL POLY CAP
Kits; Contents Of Kit:Molex 22-01-1084, PINS:08-70-0057, Molex 22-01-3027, PINS: 08-50-0114; Molex 22-01-3027, PINS: 08-50-0114; Molex 22-01-3027, PINS: 08-50-0114; For Use With:LPS250 Series
HARDWARE HEX NUT FOR CONNECTOR
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
USB Field Memory Key 4096MB RAM Olive Drab Green Cadmium RoHS Compliant: No
USB Field Memory Key 2048MB RAM Olive Drab Green Cadmium RoHS Compliant: No
RF/Coaxial Connector Adapter; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Tee Adapter, Plug-Jack-Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Right Angle Jack RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Straight; RG Cable Type:58, 59, 179, 316; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
USB B Field Threaded Jam Nut Recept To Solder Board Nickel RoHS Compliant: Yes
USB B Field Threaded Jam Nut Recept To Solder Board Green RoHS Compliant: No
USB B Field Threaded Jam Nut Recept To USB-A Recept Nickel RoHS Compliant: Yes
USB B Field Threaded Jam Nut Recept To USB-A Recept Green RoHS Compliant: No
USB B Field Threaded Plug Nickel RoHS Compliant: Yes
USB B Field Threaded Plug Green RoHS Compliant: No
USB B Field Threaded Square Flange Recept To Solder Board Nickel RoHS Compliant: Yes
USB B Field Threaded Square Flange Recept To Solder Board Green RoHS Compliant: No
USB B Field Threaded Square Flange Recept. To USB-A-Recept Nickel RoHS Compliant: Yes
USB B Field Threaded Square Flange Recept. To USB-A-Recept Green RoHS Compliant: No
TV 55C 55#22D SKT RECP
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:55; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:55; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-4
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-41
3.0V to 5.5V, 1.25Gbps/2.5Gbps LAN Laser Drivers
RS-485/RS-422 Transceivers with Preemphasis for High-Speed, Long-Distance Communication
Circular Connector; No. of Contacts:27; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:20-27
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Male
71-146310-06P
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:5; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; No. of Contacts:11; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-11
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT02; Number of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-7
Circular Connector; Body Material:Aluminum; Series:PT02; Number of Contacts:51; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket
PT 26C 26#20 SKT RECP
WIRE, PTFE, B, BROWN, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:Brown; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:8-2
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:8-3
PLUG RoHS Compliant: No
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:12-8
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:12-8
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-55
Circular Connector; Body Material:Aluminum; Series:PT02; Number of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-7
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
BNC RT.ANGLE PCB RECEPTCLE
	Yageo, Corp.
Hirose Electric USA, INC.
Electronic Theatre Controls, Inc.
Bourns
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	HDSP-B10G-MM300 5082-B01G-00000 5082-B01G-00200 50	   18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display
HDSP-B04G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B09G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B06G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B07G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B03G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B02G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B01G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B10G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:100; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Sealed Modular Connector; Body Material:Metalized Nickel Composite; Connector Shell Back Termination:Female RJ45; Modular Connector Shell Style:Square Flange Receptacle
7 SEG NUMERIC DISPLAY, GREEN, 14.22 mm
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
PT 8C 8#16 PIN PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:11; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
188 and 888 0.56" four digit GaP green seven segment display 18:888:88 0.56“四位数的GaP绿色七段显示
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 220uF; Voltage: 10V; Case Size: 6.3x11 mm; Packaging: Bulk 18:888:88 0.56 4位数的GaP绿色七段显示
Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:16-23 18:888:88 0.56 4位数的GaP绿色七段显示
54AC08 Quad 2-Input AND Gate; Package: CERPACK; No of Pins: 14 18:888:88 0.56 4位数的GaP绿色七段显示
54AC05 Hex Inverter with Open Drain Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示
CONNECTOR 连接
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Tape &amp; Reel 18:888:88 0.56 4位数的GaP绿色七段显示
MB 18C 18#20 SKT PLUG 18:888:88 0.56 4位数的GaP绿色七段显示
LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail 18:888:88 0.56 4位数的GaP绿色七段显示
54AC574 54ACT574 Octal D-Type Flip-Flop with TRI-STATE Outputs; Package: CERDIP; No of Pins: 20 18:888:88 0.56 4位数GaP绿色七段显示
18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display 18:8888:88 0.56 4位数的GaP绿色七段显示
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-8 18:888:88 0.56 4位数的GaP绿色七段显示
54AC257 54ACT257 Quad 2-Input Multiplexer with TRI-STATE Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示
54ACT112 Dual JK Negative Edge-Triggered Flip-Flop; Package: CERPACK; No of Pins: 16 18:888:88 0.56 4位数的GaP绿色七段显示
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x11.5 mm; Packaging: Bulk 18:888:88 0.56 4位数的GaP绿色七段显示
54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示
TV 56C 48#20 8#16 PIN WALL REC 18:888:88 0.56 4位数的GaP绿色七段显示
TV 29C 29#16 PIN WALL RECP 18:888:88 0.56 4位数的GaP绿色七段显示
PTSE 10C 10#20 SKT PLUG 18:888:88 0.56 4位数的GaP绿色七段显示
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 18:888:88 0.56 4位数的GaP绿色七段显示
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 18:888:88 0.56 4位数的GaP绿色七段显示
54AC541 Octal Buffer/Line Driver with TRI-STATE Outputs; Package: CERPACK; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示
18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display 18:888:88 0.56 4位数的GaP绿色七段显示
54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: CERDIP; No of Pins: 20
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-30
LF155/LF156/LF256/LF257/LF355/LF356/LF357 JFET Input Operational Amplifiers; Package: TO-99; No of Pins: 8; Qty per Container: 500; Container: Box
54AC377 54ACT377 Octal D Flip-Flop with Clock Enable; Package: LCC; No of Pins: 20; Qty per Container: 50; Container: Rail
LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: MDIP; No of Pins: 14; Qty per Container: 25; Container: Rail
LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: CERDIP; No of Pins: 14; Qty per Container: 25; Container: Rail
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
54AC273 Octal D Flip-Flop; Package: CERPACK; No of Pins: 20
MB 19C 19#20 PIN PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Straight Plug
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Male
54AC32 Quad 2-Input OR Gate; Package: CERPACK; No of Pins: 14
54AC32 Quad 2-Input OR Gate; Package: CERDIP; No of Pins: 14
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 22uF; Voltage: 10V; Case Size: 5x11.5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 150uF; Voltage: 6.3V; Case Size: 6.3x11 mm; Packaging: Bulk
54AC174/54ACT174 Hex D Flip-Flop with Master Reset; Package: CERPACK; No of Pins: 16
54AC14 Hex Inverter with Schmitt Trigger Input; Package: CERPACK; No of Pins: 14
54AC14 Hex Inverter with Schmitt Trigger Input; Package: CERDIP; No of Pins: 14
PTCE 18C 18#20 PIN RECP
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 10V; Case Size: 10x16 mm; Packaging: Bulk
Low-Voltage Quadruple FET Bus Switch 16-SSOP/QSOP -40 to 85
Low-Voltage Single FET Bus Switch 5-SOT-23 -40 to 85
5015 RR 2#16S PIN PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 100uF; Voltage: 10V; Case Size: 5x11 mm; Packaging: Bulk
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Rail
LF198/LF298/LF398, LF198A/LF398A Monolithic Sample-and-Hold Circuits; Package: TO-99; No of Pins: 8; Qty per Container: 20; Container: Tray
LF198/LF298/LF398, LF198A/LF398A Monolithic Sample-and-Hold Circuits; Package: TO-99; No of Pins: 8; Qty per Container: 500; Container: Box
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
54AC245 54ACT245 Octal Bidirectional Transceiver with TRI-STATE Inputs/Outputs; Package: CERPACK; No of Pins: 20
54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: CERPACK; No of Pins: 20
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:11; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-11
54ACT112 Dual JK Negative Edge-Triggered Flip-Flop; Package: LCC; No of Pins: 20
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-99
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-8
54AC74/54ACT74 Dual D-Type Positive Edge-Triggered Flip-Flop; Package: CERDIP; No of Pins: 14
5015 RR 3#16S SKT PLUG L/C
54AC520 • 54ACT520 8-Bit Identity Comparator; Package: CERDIP; No of Pins: 20
PTCE 16C 16#16 PIN RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
54AC86 Quad 2-Input Exclusive-OR Gate; Package: CERPACK; No of Pins: 14
54AC374 54ACT374 Octal D Flip-Flop with TRI-STATE Outputs; Package: CERPACK; No of Pins: 20
PT 5C 5#20 SKT RECP
Circular Connector; No. of Contacts:5; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:10-5
CIRCULAR CONNECTORS, INDUSTRIAL; PT02 SERIES ; PT 5C 5#20 PIN RECP
5015 RR 5#16S SKT PLUG
5015 RR 6#16S SKT PLUG
LM139/LM239/LM339/LM2901/LM3302 Low Power Low Offset Voltage Quad Comparators; Package: CERPACK; No of Pins: 14; Container: Tray
5015 RR 5#16S PIN PLUG
5015 RR 4#16S SKT PLUG
5015 RR 2#16S SKT PLUG L/C
Low-Voltage Single FET Bus Switch 5-SC70 -40 to 85
Low-Voltage 20-Bit FET Bus Switch With Precharged Outputs 48-SSOP -40 to 85
Low Voltage Buffer/Line Driver with 5V Tolerant Inputs and Outputs with 26 Ohm Series Resistors in the Outputs; Package: SSOP; No of Pins: 20; Container: Rail
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: TSSOP; No of Pins: 56; Container: Tape & Reel
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: TSSOP; No of Pins: 56; Container: Rail
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Tape & Reel
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle
CIRCULAR CONNECTORS, INDUSTRIAL; PT08 SERIES
Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Right Angle Plug; Insert Arrangement:16-23
54AC05 Hex Inverter with Open Drain Outputs; Package: CERPACK; No of Pins: 14
MB 15C 14#20 1#16 SKT PLUG
54AC00/54ACT00 Quad 2-Input NAND Gate; Package: CERPACK; No of Pins: 14
54AC08 Quad 2-Input AND Gate; Package: CERDIP; No of Pins: 14
54AC04 Hex Inverter; Package: CERPACK; No of Pins: 14
54AC02 Quad 2-Input NOR Gate; Package: CERDIP; No of Pins: 14
54AC04 Hex Inverter; Package: CERDIP; No of Pins: 14
LM148/LM248/LM348 Quad 741 Op Amps; Package: CERDIP; No of Pins: 14; Qty per Container: 25; Container: Rail
LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Qty per Container: 42; Container: Tray
LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Qty per Container: 19; Container: Rail
LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Container: Rail
LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: CERDIP; No of Pins: 8; Qty per Container: 40; Container: Rail
LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: TO-99; No of Pins: 8; Qty per Container: 20; Container: Tray
	Agilent (Hewlett-Packard)
AGILENT TECHNOLOGIES INC
KEMET Corporation
Omron Electronics, LLC
Avago Technologies, Ltd.
STMicroelectronics N.V.
Serpac Electronic Enclosures
NXP Semiconductors N.V.
NEC, Corp.
Bourns, Inc.
Cirrus Logic, Inc.
3M Company
Coilcraft, Inc.
Glenair, Inc.
Fujitsu, Ltd.
Electronic Theatre Controls, Inc.
Noritake Co., Inc.
Foxconn Technology Co., Ltd.
Cypress Semiconductor, Corp.
Ecliptek, Corp.
WIMA
Honeywell International, Inc.
HP[Agilent(Hewlett-Packard)]
Agilent(Hewlett-Packard...
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