

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						DBP0738			K160107			EMVK250			A1015			IRFP044N			91SAM			GS001			ISL3173E			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			559-6001-007F - LED Lamp; Color:Blue; Luminous Intensity (MSCP):650ucd; LED Color:Blue; Lens Style:(H x Dia) 15.88 x 7.41 mm; Lens Width:5"; Mounting Type:Through Hole; Terminal Type:PCB Leaded T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm 2 PIN T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm 2 PIN 
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	Part No.	559-6001-007F 559-6201-003F 559-6001-001F   

	Description	LED Lamp; Color:Blue; Luminous Intensity (MSCP):650ucd; LED Color:Blue; Lens Style:(H x Dia) 15.88 x 7.41 mm; Lens Width:5"; Mounting Type:Through Hole; Terminal Type:PCB Leaded T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm 
 T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm 2 PIN
T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm 2 PIN
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			 Related Part Number
	
					PART	Description	Maker
	3560A-16SR 3530-16P 3530-16PR 3530-16S 3530-16SR 3	   Long-Life I/O Connectors
LED Lamp; Bulb Size:3mm; LED Color:Yellow-Green/Yellow-Green/Yellow-Green; Luminous Intensity:5ucd; Viewing Angle:45 ; Forward Current:10mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C RoHS Compliant: No
LED Lamp; Color:Green/Yellow/Green/Yellow; Luminous Intensity (MSCP):10/8.5; Voltage Rating:2.1V; Forward Current:10mA; Forward Voltage:2.2V; Input Current:10mA; LED Color:Green/Yellow/Green/Yellow; Leaded Process Compatible:No
Long-Life I/O Connectors 长寿命的I / O接口
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	559-3501-003F 559-3001-001F 559-3001-003F 	LED Lamp; LED Color:Red/Green; Luminous Intensity:8mcd; Forward Current:10mA; Forward Voltage:2.3V; Color:Red/Green RoHS Compliant: Yes T-1 3/4 DUAL COLOR LED, RED/GREEN, 5 mm
LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green RoHS Compliant: Yes T-1 3/4 DUAL COLOR LED, RED/GREEN, 5 mm
	Dialight PLC

	559-3201-007 559-3101-001 559-3001-007 	T-1 3/4 DUAL COLOR LED, YELLOW/GREEN, 5 mm
LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No T-1 3/4 DUAL COLOR LED, RED/GREEN, 5 mm
LED Indicator; Bulb Size:5mm; LED Color:Red/Green; Luminous Intensity:20ucd; Viewing Angle:80 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-55 C to  100 C; Color:Red/Green RoHS Compliant: No
	Dialight PLC
DIALIGHT CORP

	507-3917-0971-600 507-3917-1471-600 507-3917-0972-	Indicator Lamp; Supply Voltage:10VDC; Color:Amber; Current Rating:40mA; Luminous Intensity:0.08cd; Average Rated Bulb Life:10000h RoHS Compliant: Yes
Indicator Lamp; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No SINGLE COLOR LED, RED, 7.14 mm
INCANDESCENT PANEL MOUNT INDICATORS, Stovepipe Red
Indicator Lamp; Supply Voltage:28VDC; Color:White; Current Rating:40mA; Luminous Intensity:0.34cd; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	Dialight PLC
Dialight Corp.

	586-2402-101 586-2402-105 	LED Lamp; Bulb Size:T-3 1/4; LED Color:Green; Luminous Intensity:2200ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-30 C to  C; Color:Green; Leaded Process Compatible:No; Lens Width:5 RoHS Compliant: No
T-3 1/4 SINGLE COLOR LED, GREEN, 10.7 mm
	DIALIGHT CORP

	HLMA-SL05 HLMA-SH05 HLMP-S600-A00DG HLMP-S301-B000	HLMA-SL05 · 2 mm x 5 mm Rectangular LED Lamp
HLMA-SH05 · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S600-A00DG · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S301-B0000 · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S301-B00DG · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S301-CDB00 · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S501-DE000 · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S301-C0002 · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S501-C0000 · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S501-D0002 · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S201-D0000 · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S201-E0002 · 2 mm x 5 mm Rectangular LED Lamp
HLMP-S201-EF000 · 2 mm x 5 mm Rectangular LED Lamp
	Agilent (Hewlett-Packard)

	610-3132-120 610-4132-120 	LED Lamp; LED Color:Red; Luminous Intensity:250ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No; Lens Style:(H x W) 36.83 x 15 mm; Lens Width:10 RoHS Compliant: No
SINGLE COLOR LED, RED, 11.94 mm
	Dialight Corporation

	609-1312-120 609-2312-120 609-1212-130 609-1112-14	LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 6.1 mm
LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 8.89 mm
LED Lamp; LED Color:Green; Luminous Intensity:110ucd; Forward Current:15mA; Forward Voltage:12VDC; Operating Temperature Range:-25 C to C; Color:Green; Leaded Process Compatible:No; Lens Color:Green RoHS Compliant: No SINGLE COLOR LED, GREEN, 6.1 mm
SINGLE COLOR LED, RED, 6.1 mm
	Dialight PLC
DIALIGHT CORP

	597-3301-207F 	LED Lamp; Color:Green; Luminous Intensity (MSCP):10; Voltage Rating:2.1V; Forward Current:20mA; Forward Voltage:2.1V; Input Current:20mA; LED Color:Green; Leaded Process Compatible:Yes; Package/Case:PLCC SINGLE COLOR LED, GREEN, 2.39 mm
	Dialight PLC

	591-2101-013F 591-2801-013F 591-2801-007F 591-2901	Multi-Color LED; Color:Red; Luminous Intensity (MSCP):23.9; Viewing Angle:40 ; Forward Voltage:1.8V; LED Color:Red; LED Gas Type:AlGaAs; Leaded Process Compatible:Yes; Lens Style:Round; Mounting Type:Surface Mount T-1 SINGLE COLOR LED, RED, 2.85 mm
LED 3MM PRISM WHITE SMD T-1 SINGLE COLOR LED, WHITE, 2.85 mm
LED Lamp; Bulb Size:3mm; LED Color:White; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No; Reel Quantity:400 RoHS Compliant: Yes T-1 SINGLE COLOR LED, WHITE, 2.85 mm
T-1 SINGLE COLOR LED, GREEN, 2.85 mm ROHS COMPLIANT PACKAGE-2
LED PRISM 3MM RA HIEFF RED SMT T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 2.85 mm
Multi-Color LED; Bulb Size:3mm; LED Color:High Efficiency Red; Luminous Intensity:5ucd; Viewing Angle:40 ; Forward Current:10mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C; Color:High Efficiency Red RoHS Compliant: Yes
Multi-Color LED; Bulb Size:3mm; LED Color:Yellow; Luminous Intensity:33.6ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C; Color:Yellow; LED Gas Type:AlInGaP RoHS Compliant: Yes
SURFACE MOUNT CBI - ROUND LENS RoHS COMPLIANT
	Dialight PLC
DIALIGHT CORP
List of Unclassifed Man...
Dialight Corporation

	E28 E116 E113 E30 E106 E103 E105 E112 E209 E3 E100	Yellow, mini LED. Lens translucent. Luminous intensity at 10mA: 2.0mcd(min), 3.5mcd(max). Forward voltage at 20mA: 2.1V(typ), 2.5V(max).
Orange InGaAIP, T-1 3/4, ultra bright LED. Lens orange translucent. Luminous intensity at 20mA: 700mcd(min), 3000mcd(max). Forward voltage at 20mA: 1.8V(typ), 2.3V(max).
Super bright green, mini LED. Lens translucent. Luminous intensity at 10mA: 10.0mcd(min), 16.0mcd(max). Forward voltage at 20mA: 2.2V(typ), 2.5V(max).
Green T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 5.0mcd(typ), 20.0mcd(max). Forward voltage at 20mA: 2.2V(typ), 2.5V(max).
Red T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 12.5mcd(typ), 32.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max).
T-1 bright white LED / Lens clear
Miniature LEDs 微型发光二极
Orange, mini LED. Lens translucent. Luminous intensity at 10mA: 3.0mcd(min), 7.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.6V(max).
Yellow T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 5.0mcd(typ), 20.0mcd(max). Forward voltage at 20mA: 2.1V(typ), 2.5V(max).
High efficiency red, mini LED. Lens translucent. Luminous intensity at 10mA: 4.0mcd(min), 7.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max)(max).
Ultra bright red, mini LED. Lens translucent. Luminous intensity at 10mA: 20.0mcd(min), 60.0mcd(max). Forward voltage at 20mA: 1.85V(typ), 2.5V(max)(max).
Yellow InGaAIP, T-1 3/4, ultra bright LED. Lens yellow translucent. Luminous intensity at 20mA: 400mcd(min), 1600mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max).
	Gilway Technical Lamp
International Light Technologies Inc.
International Light Technologies, Inc.

	HLMP-DB25-A0000 HLMP-DB25-B0000 HLMP-DB25-B0002 HL	T-1 3/4 (5 mm), T-1 (3 mm) Blue LED Lamps
HLMP-DB25-B0000 · T-1 3/4 (5mm) Blue LED Lamp.
HLMP-DB25-B0002 · T-1 3/4 (5mm) Blue LED Lamp.
HLMP-DB25-B00DD · T-1 3/4 (5mm) Blue LED Lamp.
HLMP-DB25-P0000 · T-1 3/4 (5 MM) Blue LED Lamp
HLMP-DB25-P0002 · T-1 3/4 (5 MM) Blue LED Lamp
HLMP-DB25-P00DD · T-1 3/4 (5 MM) Blue LED Lamp
HLMP-KB45-A0000 · T-1 (3mm) Blue LED Lamp.
HLMP-KB45-N00DD · T-1 (3 MM) Blue LED Lamp
HLMP-KB45-N0002 · T-1 (3 MM) Blue LED Lamp
	http://
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)
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