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			FT-12T-66ME - 30Vp-p Square Wave MAX. 



		
			
					
						
						



					
				
					 		
	Part No.	FT-12T-6.6ME FT-12T-66ME   

	Description	30Vp-p Square Wave MAX. 
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			 Related Part Number
	
					PART	Description	Maker
	OC11GT5A-10.000-0.1-20 OC11T5A-10.000-0.1-20 OC11T	AT-Cut Crystal - Square Wave - 5.0 Volts
	EUROQUARTZ limited

	OC11GT5S-10.000-0.2-20 OC11T5S-10.000-0.2-20 OC11T	SC-Cut Crystal - Square Wave - 5.0 Volts
	EUROQUARTZ limited

	OC31GT5A-10.000-0.08-20 OC31T5A-10.000-0.08-20 OC3	AT-Cut Crystal - Square Wave - 12.0 Volts
SC-Cut Crystal - Square Wave - 12.0 Volts
AT-Cut Crystal - Square Wave - 5.0 Volts
	EUROQUARTZ limited

	OC22GT5A-10.000-0.10-20 OC22T5A-10.000-0.10-20 OC2	AT-Cut Crystal - Square Wave - 5.0 Volts
	EUROQUARTZ limited

	OC14GT12A-10.000-0.10-20 OC14T12A OC14T12A-10.000-	AT-Cut Crystal - Square Wave - 12.0 Volts
	EUROQUARTZ limited

	MDE-34S951K MDE-34S911K 	950V; max peak current:40000A; Tmax=13; metal oxide varistor. High energy series 34mm single square
910V; max peak current:40000A; Tmax=13; metal oxide varistor. High energy series 34mm single square
	MDE Semiconductor

	TB6581H06 	3-Phase Full-Wave Sine-Wave PWM Brushless Motor Controller
	Toshiba Semiconductor

	3266 3266-W-1-103LF 3266X-1-200 3266X-1-254 3266X-	1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 2000 ohm
1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 20000 ohm
1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 200000 ohm
1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 100000 ohm
1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 500000 ohm
1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 50000 ohm
1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 20 ohm
1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 50 ohm
1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 10 ohm
1/4 Square Trimming Potentiometer 四分之一广场微调电位
1/4 Square Trimming Potentiometer RESISTOR, TRIMMER, CERMET, 12 TURN(S), 0.25 W, 100 ohm
Square Trimming Potentiometer 广场微调电位
	Bourns Inc.
可调电阻
Bourns, Inc.

	MN101C487 MN101C485 	From old datasheet system
Timer counter 2 : 8-bit X 1 (square-wave/8-bit PWM output, event count, synchronous output event)
(MN101C485 / MN101C487) Timer counter 2 : 8-bit X 1
	http://
Panasonic Semiconductor

	STK672-110 	STEPPER MOTOR CONTROLLER, 2.65 A, PSIP12
Aluminum Polymer Radial Lead Capacitor; Capacitance: 1800uF; Voltage: 2.5V; Case Size: 8x9 mm; Packaging: Bulk 两相步进电机驱动器（方波驱动）输出电流：1.8
Unipolar Fixed-Current Chopper (Self-Excited PWM) Scheme and Built-in Phase Signal Distribution IC Two-Phase Stepping Motor Driver (Square Wave Drive) Output Current: 1.8 A
	Sanyo Electric Co.,Ltd.
Sanyo Electric Co., Ltd.
SANYO[Sanyo Semicon Device]

	BT134W-500D BT134W-600D BT134WD BT134WSERIESD 	Pushbutton Switch; Illumination:Illuminated; Actuator Style:Square; Circuitry:SPDT; Switch Operation:On; Switch Terminals:Solder Lug; Contact Current Max:7A; Leaded Process Compatible:No; Mounting Type:Panel
Triacs logic level
	Philips Semiconductors
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