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			 Related Part Number
	
					PART	Description	Maker
	R120D-2E 	The flexible compact rack server NEC Express5800/R120d-2E
	NEC

	CSR-8060 	COMPUTER SERVER RACK
	Bud Industries, Inc.

	150-90-210-00-106 150-90-310-00-106 150-91-210-00-	HDFKV 16 BK 双安装在线插座，头打开
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes 双安装在线插座，头打开
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:30.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes 双安装在线插座，头打开
Brilliance Bundled RGB Mini Hi-Res Component Video Coaxial Cable, Plenum; Impedance:75ohm; Conductor Size AWG:25; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Approval Bodies:UL 双安装在线插座，头打开
TCP 0,1A 双安装在线插座，头打开
VDFK 4 MUTTER 双安装在线插座，头打开
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双安装在线插座，头打开
CONNECTOR ACCESSORY 双安装在线插座，头打开
Dual-in-line sockets and headers Open frame / surface mount 双安装在线插座，头打开
CAT 6A BLADE SERVER      PATCH CABLE 20 BLU
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes
FIBER BT13S
Sensor Retroreflective Tape; Width:75mm; Roll Length:2.5m; For Use With:Photoelectric Sensors; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:21.9pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:21.9pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA
CAT 6A BLADE SERVER      PATCH CABLE 15 BLU
PRESS TO TEST IND. RoHS Compliant: No
BRT-84
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:18-32
CAT 6A BLADE SERVER      PATCH CABLE 3 WHT
CAT 6A BLADE SERVER      PATCH CABLE 10 BLU
BRT-92X92C REFLECTOR
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Reflector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:18.8pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Jacket Material:Teflon
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:18.5pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Shielded Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
	Molex, Inc.
PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]
PREDIP [Precid-Dip Durtal SA]

	PIC16F57 	This powerful (100 nanosecond instruction execution) yet easy-to-program (only 33 single-word instructions) FLASH-based 8-bit microcontroller packs Microchip’s powerful PICmicroarchitecture into a 28-pin package. Easily adapted for
	Microchip

	PIC16F87 	This powerful (200 nanosecond instruction execution) yet easy-to-program (only 35 single word instructions) CMOS Flash-based 8-bit microcontroller packs Microchip’s powerful PIC architecture into an 18-pin package and is upwards comp
	Microchip

	PWLA8492MF PWLA8492MFBLK5 	Intel庐 PRO/1000 MF Dual Port Server Adapter Two Gigabit Fiber Server Connections in a Single PCI Slot
	Intel Corporation

	PIC16C505-04/P PIC16C505-04/SL PIC16C505-04E/P PIC	This powerful (200 nanosecond instruction execution) yet easy-to-program (only 33 single word instructions) CMOS ROM-based 8-bit ...
This powerful (200 nanosecond instruction execution) yet easy-to-program (only 33 single word instructions) CMOS ROM-based 8-bit microcontroller packs Microchip’s powerful PIC architecture into a 14-pin package. Easily adapted for app
	Microchip

	PIC16HV540-04/P PIC16HV540-04/SO PIC16HV540-04/SS 	This powerful (200 nanosecond instruction execution) yet easy-to-program (only 33 single word instructions) CMOS OTP-based 8-bit ...
This powerful (200 nanosecond instruction execution) yet easy-to-program (only 33 single word instructions) CMOS OTP-based 8-bit microcontroller with on-chip voltage regulator packs Microchip’s powerful PIC architecture into an 18-pi
	Microchip

	PIC16F818 PIC16F819 	This powerful (200 nanosecond instruction execution) yet easy-to-program (only 35 single word instructions) CMOS Flash-based 8-bit microcontroller packs Microchip’s powerful PIC architecture into an 18-pin package and is upwards comp
This powerful (200 nanosecond instruction execution) yet easy–to-program (only 35 single word instructions) CMOS Flash-based 8-bit microcontroller packs Microchip’s powerful PIC architecture into an 18-pin package and is upward
	Microchip

	PIC16F83T-10/SO PIC16F83T-10I/SO PIC16CR83 PIC16CR	A newer version of this device is available. Please consider PIC16F84A.
This powerful (400 nanosecond instruction execution) yet easy-to-program (only 35 single word instructions) CMOS ROM/EEPROM-based 8-bit microcontroller packs Microchip’s powerful PIC architecture into an 18-pin package. Easily adapted
A newer version of a device is available. Please consider PIC16F84A
	Microchip

	USC1841-BM-C20 USC1841-BI-P20 USC1841-BI-C20 	Intel® Server Accessory ATGCPUMOD, CPU/Memory Module for SR9000MK4U
Intel® Server Accessory ASRCBATT
8-Bit Digital-to-Analog Converter
Intel&#174; Server Accessory ASRCBATT 8位数字到模拟转换
Intel&#174; Server Accessory ATGCPUMOD, CPU/Memory Module for SR9000MK4U
	TE Connectivity, Ltd.
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