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			AM29F400BT-70EF - Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:4Mbit; Package/Case:48-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5V; Access Time, Tacc:70ns; Series:AM29 RoHS Compliant: Yes 256K X 16 FLASH 5V PROM, 70 ns, PDSO48 
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	Description	Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:4Mbit; Package/Case:48-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5V; Access Time, Tacc:70ns; Series:AM29 RoHS Compliant: Yes 256K X 16 FLASH 5V PROM, 70 ns, PDSO48 
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			 Related Part Number
	
					PART	Description	Maker
	AM29F032B-75 AM29F032B-90EF 	32 Megabit (4 M x 8-Bit) CMOS 5.0 Volt-only, Uniform Sector Flash Memory
Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:32Mbit; Package/Case:48-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5V; Access Time, Tacc:90ns; Series:AM29 RoHS Compliant: Yes 4M X 8 FLASH 5V PROM, 90 ns, PDSO40
	Spansion, Inc.

	GE28F320W30B70 GE28F320W30B85 RD28F6408W30T85 28F6	Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaAsP; LED Color:Red; Leaded Process Compatible:Yes; Luminous Intensity:7.5mcd RoHS Compliant: Yes 2M X 16 FLASH 1.8V PROM, PBGA56
1.8 Volt Intel Wireless Flash Memory with 3 Volt I/O and SRAM (W30) 2M X 16 FLASH 1.8V PROM, PBGA56
1.8 Volt Intel Wireless Flash Memory with 3 Volt I/O and SRAM (W30) SPECIALTY MEMORY CIRCUIT, PBGA80
1.8 Volt Intel Wireless Flash Memory with 3 Volt I/O and SRAM (W30) 1.8伏英特尔无线闪存伏的I / O和SRAM（宽30
	Intel, Corp.
Intel Corp.

	A28F400BR-TB A28F400BR-B AB28F400BR-T80 AB28F400BR	4-MBIT (256K X 16/ 512K X 8) SmartVoltage BOOT BLOCK FLASH MEMORY FAMILY
4-MBIT (256K X 16, 512K X 8) SmartVoltage BOOT BLOCK FLASH MEMORY FAMILY
Toggle Switch; Circuitry:DPDT; Switch Operation:On-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Through Hole; Current Rating:3A; Leaded Process Compatible:Yes; Mounting Type:PCB; Features:Standard Actuator RoHS Compliant: Yes
4-MBIT (256K X 16. 512K X 8) SmartVoltage BOOT BLOCK FLASH MEMORY FAMILY
4-Mbit (256K x 16, 512K x 8) SmartVoltage boot block flash memory. Access speed 80 ns
	Intel Corporation
Intel Corp.

	UN1221 UN1222 UN1223 UN1224 	Flash Memory IC; Memory Size:4Mbit; Supply Voltage Max:3V; Package/Case:48-FBGA; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Silicon NPN epitaxial planer transistor
	Panasonic Corporation
PANASONIC[Panasonic Semiconductor]

	W29EE011P-90 W29EE011P-15 W29EE011T-15 	Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
KJA SERIES III
128K X 8 CMOS FLASH MEMORY 128K X 8 FLASH 5V PROM, 90 ns, PQCC32
128K X 8 CMOS FLASH MEMORY 128K的8的CMOS闪存
	Winbond Electronics Corp
Winbond Electronics, Corp.

	LH28F008SCHT LH28F008SCHT-85 LH28F008SCN-L120 LH28	8MBIT (1 MB x 8)Smart Voltage Flash Memory  40pin STSOP
8Mbit Flash Memory
8-MBIT(1 MB x 8) SmartVoltage Flash MEMORY
8MBIT (1 MB x 8)Smart Voltage Flash Memory  44pin PSOP
	Sharp Electrionic Components

	S29GL064A11TFIR20 S29GL064A11TFIR22 S29GL016A10FAI	4M X 16 FLASH 3V PROM, 110 ns, PDSO56 LEAD FREE, MO-142EC, TSOP-56
64 Megabit, 32 Megabit, and 16 Megabit 3.0-Volt only Page Mode Flash Memory Featuring 200 nm MirrorBit Process Technology 1M X 16 FLASH 3V PROM, 100 ns, PBGA64
64 Megabit, 32 Megabit, and 16 Megabit 3.0-Volt only Page Mode Flash Memory Featuring 200 nm MirrorBit Process Technology 4M X 16 FLASH 3V PROM, 100 ns, PDSO56
2M X 16 FLASH 3V PROM, 100 ns, PBGA56
4M X 16 FLASH 3V PROM, 90 ns, PBGA64
Flash - NOR IC; Memory Type:FLASH; Access Time, Tacc:90ns; Page/Burst Read Access:25ns; Sector Type:Uniform; Package/Case:48-TSOP; Memory Configuration:64K x 16; Memory Size:64MB; NOR Flash Type:Page Mode Access RoHS Compliant: Yes
4M X 16 FLASH 3V PROM, 90 ns, PDSO48
4M X 16 FLASH 3V PROM, 100 ns, PDSO48
	Spansion, Inc.
SPANSION LLC

	MB84VA2100 MB84VA2101-10 MB84VA2101 MB84VA2100-10 	MCP (Multi-Chip Package) FLASH MEMORY & SRAM 16M (x 8) FLASH MEMORY & 2M (x 8) STATIC RAM
(MB84VA2100 / MB84VA2101) 16M (x 8) FLASH MEMORY & 2M (x 8) STATIC RAM
	Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]

	UM6264 UM6264M-10 UM6264M-10L UM6264-12 UM6264-10 	Flash - NOR IC; Memory Type:FLASH; Access Time, Tacc:90ns; Page/Burst Read Access:25ns; Sector Type:Uniform; Package/Case:64-BGA; Memory Configuration:64K x 8; Memory Size:32MB; NOR Flash Type:Page Mode Access
8K x 8 CMOS SRAM
	United Microelectronics Corporation
ETC
UMC[UMC Corporation]

	CAT28F002 CAT28F002PI-90BT CAT28F002NI-90BT CAT28F	90ns  2M-bit CMOS boot block flash memory
150ns  2M-bit CMOS boot block flash memory
120ns  2M-bit CMOS boot block flash memory
2 Megabit CMOS Boot Block Flash Memory
High Speed CMOS Logic 8-Stage Shift-and-Store Bus Register with 3-Stage Outputs 16-PDIP -55 to 125
	http://
CATALYST[Catalyst Semiconductor]

	MB84VA2005-10 MB84VA20 MB84VA2004 MB84VA2004-10 MB	MCP (Multi-Chip Package) FLASH MEMORY & SRAM 8M (x 8) FLASH MEMORY & 1M (x 8) STATIC RAM
	Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]
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