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			KK-0332-30 - Operating Voltage= 250/440 Vac Operating Current Max= 30 amp/Ph 
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			 Related Part Number
	
					PART	Description	Maker
	LL-0221-30 	Operating Voltage = 115-250 Vac Operating Current = 30 Amperes
	JMK Inc.

	AA-0221-20B 	Operating voltage = 115/250 Vac Operating current = 20 Amp
	JMK Inc.

	FF-1319-13 	Operating Voltage = DC to 250 Vac Operating Current (Max)= 13A
	JMK Inc.

	ZF-1543-3.5B 	Operating Voltage = 115 / 250 VAC Operating Current = 3.5 Ampere
	JMK Inc.

	WYO472MCMCRAKR WYO472MCMCRBKR WYO472MCMSDFKR 	AC Line Rated Ceramic Disc Capacitors Class X1, 440 VAC, Class Y2, 250 VAC
	Vishay Siliconix

	EA-1013-12A 	Operating Voltage= 115/250 Vac OperatingCurrentMax= 12 amp
	JMK Inc.

	FE-1382-10 	Operating Voltage= 115/240 Vac Operating Current Max= 10 amp
	JMK Inc.

	MM-0787-60B 	Operating Voltage = 250/480 V~, 50 / 60 Hz Operating Voltage = 125/208 V~, 50 - 400 Hz
	JMK Inc.

	FF-1199-6B 	Operating Voltage: 125 / 250 v~ Operating Current (Max): 6.0 AMP
	JMK Inc.

	HH-1055-6.3 HH-1055-6.3B 	Operating voltage = 85 to 250 V~ Operating current = 6.3 Amp
	JMK Inc.

	C917U472JZVDDA7317 C967U472KZVDDA7317 C931U472JZVD	   Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)
	Kemet Corporation
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