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			JHB1602E-001 - The JHB1602E is a 16C x 2L Character LCD module. It has a STN panel composed of 80 segments and 16 commons. The LCM can be easily accessed by micro-controller via parallel interface. 
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			 Related Part Number
	
					PART	Description	Maker
	VT83201 VT83201_D VT83201_DW VT83201S1 VT83201S1X 	PTSE 16C 16#16 PIN RECP
PTSE 16C 16#16 SKT RECP
3.3V Low Phase Noise VCXO Voltage-Controlled Crystal Oscillator and PLL Clock Synthesizer
	VAISH[Vaishali Semiconductor]

	NT7603H-BDB01 	Single-chip 16C x 2L dot-matrix LCD controller/driver
	Novatek

	BTA204W-500B BTA204W-500C BTA204W-600B BTA204W-600	PTSE 16C 16#16 SKT RECP 500 V, 1 A, SNUBBERLESS TRIAC
Transient Voltage Suppressor Diodes
PTSE 41C 41#20 SKT RECP
Three quadrant triacs high commutation
	NXP Semiconductors N.V.
Philips Semiconductors

	DS1100LZ-75 DS1100L DS1100L-100 DS1100L-125 DS1100	RES 470-OHM 1% 0.10W 200PPM THK-FILM SMD-0805 TR-7-PA
RES, SM 0805, 100.00K,1/10W,1%
10K,1%,0.125W,150V,0805THICK FILM
PT 16C 16#16 PIN PLUG
3.3V 5-Tap Economy Timing Element Delay Line 3.3 5抽头经济定时元素延迟
	MAXIM - Dallas Semiconductor
DALLAS[Dallas Semiconductor]
Dallas Semiconducotr
Maxim Integrated Products, Inc.
CAIG Laboratories, Inc.

	KM4101IC8 KM4101IC8TR3 KM4101IT6 KM4101IT6TR3 KM41	   Low Cost,  2.7V and  5V, 260MHz Rail-to-Rail Amplifiers
PTSE 16C 16#16 PIN PLUG
From old datasheet system
Low Cost/  2.7V and  5V/ 260MHz Rail-to-Rail Amplifiers
260MHz, RRO Amplifier with Disable
	Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	PR010002 PR010003 PP040001 PP050002 PP040002 PRO50	MAT PRFRNCE 1.5X0.9 CHA/GRY
MAT PRFRNCE 1.8X1.2 CHR/GRY
MAT POLYPLUSH 0.9X0.6 GRN 垫POLYPLUSH 0.9X0.6 GRN
MAT POLYPLUSH 1.5X0.9 BRWN 垫POLYPLUSH 1.5X0.9 BRWN
MAT POLYPLUSH 1.5X0.9 GRN 垫POLYPLUSH 1.5X0.9 GRN
MAT PRFRNCE 1.5X0.9 BRWN 垫PRFRNCE 1.5X0.9 BRWN
MAT PRFRNCE 1.5X0.9 BLUE 垫PRFRNCE 1.5X0.9
	YEONHO Electronics Co., Ltd.
Central Semiconductor, Corp.
Vishay Intertechnology, Inc.

	AME8811OEFT AME8811OEAT AME8800JEEV AME8800KEAT AM	CAPACITOR, BESTCAP 33 MILLI FARAD 9V CAPACITOR, BESTCAP 33 MILLI FARAD 9V; CAPACITANCE:33MF; VOLTAGE RATING, DC:9V; CAPACITOR DIELECTRIC TYPE:ELECTRONIC; SERIES:BESTCAP; TEMP, OP. MAX:75(DEGREE C); TEMP, OP. MIN:-20(DEGREE C); RoHS Compliant: Yes
300mA CMOS LDO 300mA的CMOS低压
AB 16C 16#16 PIN PLUG 300mA的CMOS低压
Quadruple Bus Buffer Gates With 3-State Outputs 14-SO -40 to 85 300mA的CMOS低压
Quadruple Bus Buffer Gates With 3-State Outputs 14-SSOP -40 to 85 300mA的CMOS低压
	AME, Inc.

	2N2484UB MIL-PRF-19500 JANKCB2N2484 JANHCA2N2484 J	JT 16C 16#16 PIN WALL RECP 半导体器件，晶体管，npn型，硅，低功耗类2N24842N2484UA2N2484UB 1月，JANTX，JANTXV，扬斯，JANHC和JANKC
SEMICONDUCTOR DEVICE, TRANSISTOR, NPN, SILICON, LOW-POWER TYPES 2N2484, 2N2484UA, 2N2484UB, JAN, JANTX, JANTXV, JANS, JANHC, AND JANKC 半导体器件，晶体管，npn型，硅，低功耗类N2484N2484UAN2484UB 1月，JANTX，JANTXV，扬斯，JANHC和JANKC
SEMICONDUCTOR DEVICE / TRANSISTOR / NPN / SILICON / LOW-POWER TYPES 2N2484 / 2N2484UA / 2N2484UB / JAN / JANTX / JANTXV / JANS / JANHC / AND JANKC
SEMICONDUCTOR DEVICE/ TRANSISTOR/ NPN/ SILICON/ LOW-POWER TYPES 2N2484/ 2N2484UA/ 2N2484UB/ JAN/ JANTX/ JANTXV/ JANS/ JANHC/ AND JANKC
	STMicroelectronics N.V.
意法半导
ST Microelectronics

	HLMP-EL30-PR000 HLMP-EL08 HLMP-EG08 HLMP-EJ15 HLMP	N-CHANNEL SILICON JUNCTION FET TO72 的T 1mm）的精密光学性能的AlInGaP LED灯具
T-1 (5mm) Precision Optical Performance AlInGaP LED Lamps 的T 1mm）的精密光学性能的AlInGaP LED灯具
T-1 (5mm) Precision Optical Performance AlInGaP LED Lamps T 1mm）的精密光学性能的AlInGaP LED灯具
Female insert; Series:Han EE; Number of Contacts:46; Gender:Female; Body Material:Polycarbonate; Connecting Termination:Crimp; For Use With:Han 46EE
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:24; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
RES,TF,150 OHM,1/10W,5%,0805
Han E M Crimp Contact Ag WG 2.5 mm; RoHS Compliant:N/A
Female insert; Series:Han EE; Number of Contacts:18; Gender:Female; Body Material:Polycarbonate; Connecting Termination:Crimp; For Use With:Han 18EE
Vandal Resistant Pushbutton Switch; Illumination:Non-Illuminated; Actuator Style:Round; Actuator Diameter:16mm; Circuitry:SPST-NO; Switch Operation:Latching; Switch Terminals:Solder Lug; Contact Current Max:200mA RoHS Compliant: Yes
GT 16C 5#8 5#12 6#16 SKT RECP
	Bourns, Inc.
Electronic Theatre Controls, Inc.
Amphenol, Corp.
STMicroelectronics N.V.
Avago Technologies, Ltd.
Agilent(Hewlett-Packard)
Agilent (Hewlett-Packard)

	472G04PP460R 472G04PP481R 472G04PP580R 223H04PP460	   POLYPROPYLENE-FOIL SELF CASED AXIAL LEADS
FPC connectors, 1.25mm of mounting height on PCB, LIF structure, Over-molding structure, Flip-lock (one-touch rotating system), Horizontal staggered pin design;
5015 RR 4#12 PIN PLUG
Snap Action Basic Switch; Contact Current Max:50mA; Circuitry:SPDT; Switch Terminals:Through Hole; Actuator Style:Pin Plunger; Current Rating:50 mA A; Features:Snap Over Hinged Lever And Roller Actuator RoHS Compliant: Yes
ECONOMY FO CERAMIC SIMPLX62.5 PVC ST/ST 3M 聚丙烯箔自套管轴向引
SENSOR POSITION LINEAR SLIDE 10K 聚丙烯箔自套管轴向引
POT 50K OHM 12MM HORZ NO BUSHING 聚丙烯箔自套管轴向引
Mini lighted green SPST, "o -" 聚丙烯箔自套管轴向引
POT 500K OHM 6MM CARBON TOP ADJ 聚丙烯箔自套管轴向引
ECON FO CERAMIC 62.5 PVC SC/LC 3M 聚丙烯箔自套管轴向引
SWITCH ROCKER SPST BLK 10A QC TE 聚丙烯箔自套管轴向引
MB 26C 26#20 SKT PLUG 聚丙烯箔自套管轴向引
MB 26C 26#20 PIN PLUG 聚丙烯箔自套管轴向引
MB 8C 8#12 SKT PLUG 聚丙烯箔自套管轴向引
PS, 10A 5V INPUT NON-ISOLATING ADJUSTABLE OUTPUT POWER MODULE 聚丙烯箔自套管轴向引
ECONOMY FO CERAMIC SIMPLX62.5 PVC ST/ST 5M 聚丙烯箔自套管轴向引
Connector RoHS Compliant: No 聚丙烯箔自套管轴向引
5015 RR 3#16S PIN PLUG 聚丙烯箔自套管轴向引
ECON FO CERAMIC 62.5 PVC ST/MT 3M 聚丙烯箔自套管轴向引
MB 3C 3#20 PIN PLUG 聚丙烯箔自套管轴向引
POLYPROPYLENE-FOIL SELF CASED AXIAL LEADS 聚丙烯箔自套管轴向引
ECON FO CERAMIC 62.5 PVC LC/LC 3M 聚丙烯箔自套管轴向引
GASKET 聚丙烯箔自套管轴向引
SEALS; BODY MATERIAL: SYNTHETIC RUBBER; CONNECTOR TYPE: GASKET RoHS Compliant: No 聚丙烯箔自套管轴向引
Snap Action Basic Switch; Contact Current Max:15.1A; Circuitry:SPDT; Switch Terminals:Through Hole; Actuator Style:Pin Plunger; Features:Snap Over Hinged Lever And Roller Actuator; Leaded Process Compatible:No RoHS Compliant: Yes 聚丙烯箔自套管轴向引
ECON FO CERAMIC 62.5 PVC MT/MT 5M
ECON FO CERAMIC 62.5 PVC LC/MT 3M
ECON FO CERAMIC 62.5 PVC MT/MT 3M
ECON FO CERAMIC 6.25 PVC ST/ST 3M
ARTESYN PART
TERM BLOCK PLUG 3.81MM 10POS PCB
MB 61C 61#20 PIN PLUG
MB 8C 8#12 SKT RECP
ECON FO CERAMIC 62.5 PVC LC/LC 5M
ECON FO CERAMIC 62.5 PVC LC/MT 5M
Snap Action Basic Switch; Contact Current Max:5A; Circuitry:SPDT; Switch Terminals:Through Hole; Actuator Style:Pin Plunger; Current Rating:5A; Features:Snap Over Hinged Lever And Roller Actuator; Leaded Process Compatible:No RoHS Compliant: Yes
MB 16C 16#16 SKT RECP RoHS Compliant: No
5015 14#16 SKT PLUG
5015 RR 37#16 SKT PLUG
CABLE, 8138, 8PAIR, 152M; Cores, No. of:16; Conductor make-up:7/36AWG; Area, conductor CSA:0.07mm2; Diameter, External:8.38mm; Material, secondary insulation:PVC; Length, Reel (Imperial):500ft; Colour, secondary insulation:Grey; RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:16; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:8; Leaded Process Compatible:Yes; Drop Ship:Yes RoHS Compliant: Yes
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
List of Unclassifed Man...

	4613K-101-2222BAA 4614T-106-2222FCD 4604K-101-2222	Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-8
BNC PLUG TO PLUG ADAPTER
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41 4600T，硫，K系列-薄膜形园
DUAL ACCESS CAT5 KVM AND SERIAL EXTENDER W/ AUDIO 4600T，硫，K系列-薄膜形园
CAT5 KVM EXTENDER DUAL ACCESS W/BUILT-IN SWITCH 4600T，硫，K系列-薄膜形园
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:8-3 4600T，硫，K系列-薄膜形园
ER 3C 3#16S SKT RECP LINE 4600T，硫，K系列-薄膜形园
Kits For Use With:NTQ123 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Metal; Series:PT06SE; Number of Contacts:41; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 4600T，硫，K系列-薄膜形园
ER 3C 3#16S PIN PLUG 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:26; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
TV 19C 19#20 SKT RECP 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Right Angle Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
BNC RT.ANGLE CRIMP PLUG/RG 316 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:59, 62, Belden 8241, 8263, 8279, 9209 RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
4600T, S, K Series - Thin Film Conformal SIP 4600T，硫K系列-薄膜形园
ER 3C 3#4 PIN PLUG 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Impedance:50ohm; Body Style:Right Angle Bulkhead Jack RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:179, 187 RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; Number of Contacts:18; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:18; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
Circular Connector; No. of Contacts:21; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-21 4600T，硫，K系列-薄膜形园
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-21 4600T，硫，K系列-薄膜形园
TV 23C 21#20 2#16 PIN WALL REC 4600T，硫，K系列-薄膜形园
TV 23C 21#20 2#16 SKT WALL REC 4600T，硫，K系列-薄膜形园
TV 8C 8#16 PIN WALL RECP 4600T，硫，K系列-薄膜形园
TV 56C 48#20 8#16 PIN RECP 4600T，硫，K系列-薄膜形园
4600T, S, K Series - Thin Film Conformal SIP 4600T，硫，K系列-薄膜形园
ER 13C 3#8 3#12 7#16 SKT RECP
ER 20C 20#16 SKT PLUG
ER 22C 18#16 4#12 SKT PLUG
ER 13C 3#8 3#12 7#16 PIN PLUG
ER 4C 4#8 PIN PLUG
ER 7C 7#16S SKT PLUG
ER 16C 16#16 PIN PLUG
ER 3C 3#4 SKT PLUG
ER 16C 16#16 SKT RECP LINE
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-3
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-33
PT 14C 14#20 SKT RECP
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-2
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-4
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-98
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-3
RM SERIES SHELL SIZE 12-31mm CIRCULAR CONNECTORS
ER 13C 3#8 3#12 7#16 SKT PLUG
ER 37C 37#16 SKT PLUG
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
TV 66C 66#22D PIN RECP
RG-62A/U TYPE COAX RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
BNC CRIMP BLKHD JACK - RG 59
BNC CRIMP BLLKHD JACK/ RG-58
TV 37C 37#22D SKT RECP
TV 13C 13#22D SKT RECP
USB 2.0 Full-Speed Transceiver with UART Multiplexing Mode
WIRE, PTFE, B, WHITE, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:White; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
BNC RT.ANGLE WHITE PCB RECEPT.
WIRE, PTFE, B, VIOLET, 19/0.2MM, 100M; Area, conductor CSA:0.597mm2; Conductor make-up:19/0.2; Voltage rating, AC:600V; Current rating:11A; Colour, primary insulation:Violet; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
ER 7C 7#8 PIN PLUG
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:7; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-90
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP02; Number of Contacts:8; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
6 PORT DUAL(LCAL KVM PRT)BIDIRECTIONALSERL & AUDI
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:19; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:8; Series:PT06; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:12-8
TV 32C 32#20 SKT RECP
TV 15C 15MIX PIN WALL RECP
TV 37C 37#22D PIN RECP
TV 6C 6#12 PIN WALL RECP
TV 56C 48# 8#16 SKT RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:AT&T 735, 735A, Belden 735A1 RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-15
PT 26C 26#20 PIN RECP
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-24
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:SP 02A; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male
ER 60C 60#16 PIN RECP
PT 4C 4#20 SKT RECP
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:20; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
ER 2C 2#12 PIN RECP WALL
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3100; Number of Contacts:19; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3106; Number of Contacts:17; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3100; Number of Contacts:16; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3106; No. of Contacts:17; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3100; Number of Contacts:12; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
ER 2C 2#16S PIN PLUG
TV 11C 11#16 SKT RECP
ER 2C 2#16S PIN RECP THERMO
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; Number of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
TV 11C 2#20 9#10(COAX) PIN REC
TV 11C 11#16 PIN RECP
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-41
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:41; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-41
SERVSWITCH WIZARD        EXTENDER DV
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-25
WIRE, PTFE, A, VIOLET, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Violet; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
WIRE, PTFE, B, GREEN, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:Green; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
WIRE, PTFE, A, WHITE, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:White; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:14; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
WIRE, PTFE, A, PINK, 7/0.2MM, 100M; Area, conductor CSA:0.2mm2; Conductor make-up:7/0.2mm; Voltage rating, AC:300V; Current rating:6A; Colour, primary insulation:Pink; Material, primary insulation:PTFE; Diameter, External:0.95mm; RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-25
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; No. of Contacts:21; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-21
WIRE, PTFE, B, YELLOW, 19/0.15MM, 25M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:Yellow; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
WIRE, PTFE, A, YELLOW, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Yellow; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
WIRE, PTFE, B, YELLOW, 19/0.2MM, 100M; Area, conductor CSA:0.597mm2; Conductor make-up:19/0.2; Voltage rating, AC:600V; Current rating:11A; Colour, primary insulation:Yellow; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:85; Connector Shell Size:40; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3106; Number of Contacts:14; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
ER 9C 6#12 3#8 SKT PLUG
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-32
WIRE, PTFE, A, GREY, 7/0.2MM, 100M; Area, conductor CSA:0.2mm2; Conductor make-up:7/0.2mm; Voltage rating, AC:300V; Current rating:6A; Colour, primary insulation:Grey; Material, primary insulation:PTFE; Diameter, External:0.95mm; RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Right Angle Bulkhead Jack; RG Cable Type:58, 59, 179, 316; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; Number of Contacts:12; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; Number of Contacts:54; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
ER 6C 6#16S SKT PLUG
Circular Connector; No. of Contacts:25; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-25
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-32
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
ER 9C 6#12 3#8 SKT RECP WALL
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:6; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
SC 6C 6#16S PIN RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; No. of Contacts:16; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-16
VELCRO BOOT   #197932 RoHS Compliant: Yes
Circular Connector; No. of Contacts:25; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-25
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
460kbps, 1µA, RS-232-Compatible Transceiver
ER 2C 2#16S SKT PLUG
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-41
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-27
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
PT 3C 3#20 SKT PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:AT&T 734A RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:22; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
TV 22C 22#22D PIN RECP
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:AT&T 734A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:AT&T 734, 734A, Belden 1505A RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Computer & Instrumentation Coaxial Cable; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Steel; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
WIRE, PTFE, A, BROWN, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Brown; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
WIRE, PTFE, B, ORANGE, 19/0.2MM, 100M; Area, conductor CSA:0.597mm2; Conductor make-up:19/0.2; Voltage rating, AC:600V; Current rating:11A; Colour, primary insulation:Orange; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
2.5V, 1µA, 460kbps, RS-232-Compatible Transceivers
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
WIRE, PTFE, A, RED, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Red; Material, primary insulation:PTFE; Diameter, External:1.1mm; RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:12-8
TV 5C 5#16 SKT RECP
ER 5C 5#8 SKT PLUG
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:8-33
Circular Connector; No. of Contacts:2; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:8-2
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:8-33
ER 5C 3#12 2#8 SKT PLUG
TV 5C 5#16 PIN RECP
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:8-33
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Impedance:50ohm; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
BNC RT.ANGLE CRIMP PLUG/ RG 58
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CABLE COAX 30AWG 75 OHM .097OD POLY-ETHYLENE
SERVSWITCH WIZARD SKEW   COMPENSATOR
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Yellow; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
.039UF/630VDC METAL POLY CAP
Coaxial Cable; Impedance:75ohm; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Voltage Nom.:300V RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
SWITCH DETECTOR 2MM HORZ MT SMD
Coaxial Cable; Coaxial RG/U Type:58; Impedance:52ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:52ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Twinaxial Cable; Impedance:100ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyolefin; Number of Pairs:2; Impedance:150ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
DC/DC CONVERTER,9-36V/5V 5W
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-8
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Coaxial Cable; Impedance:75ohm; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Twinaxial Cable; Impedance:100ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:50ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
KIT CONNECTOR MATING NTQ160
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :3VDC; Output Current 1:1.5A; Output Current:1.5A; Output Voltage:3V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :3VDC; Output Current 1:3.4A; Output Current:3.4A; Output Voltage:3V; Series:ACV
DC-DC Converter; Output Voltage:12V; Number of Outputs:1; Power Rating:5W; Mounting Type:PC Board; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Linear Power Supply; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:3.4A; Output Current:3.4A; Output Voltage:12V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :15VDC; Output Current 1:0.8A; Output Current:0.8A; Output Voltage:15V; Series:ACV
Linear Power Supply; No. of Outputs:1; Output 1 VDC  :15VDC; Output Current 1:1.5A; Output Current:1.5A; Output Voltage:15V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :3VDC; Output Current 1:1.7A; Output Current:1.7A; Output Voltage:3V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC :3VDC; Output Current 1:1A; Output Current:1A; Output Voltage:3V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :5VDC; Output Current 1:6A; Output Current:6A; Output Voltage:5V; Series:ACV
CATX KVM EXTR SINGLE KIT DUAL VIDEO SERIAL AUDIO
RF CONNECTOR; LC FEMALE, PANEL MOUNT
RF CONNECTOR; SMB JACK, PRINTED CIRCUIT MOUNT
.33UF/630VDC METAL POLY CAP
Kits; Contents Of Kit:Molex 22-01-1084, PINS:08-70-0057, Molex 22-01-3027, PINS: 08-50-0114; Molex 22-01-3027, PINS: 08-50-0114; Molex 22-01-3027, PINS: 08-50-0114; For Use With:LPS250 Series
HARDWARE HEX NUT FOR CONNECTOR
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
USB Field Memory Key 4096MB RAM Olive Drab Green Cadmium RoHS Compliant: No
USB Field Memory Key 2048MB RAM Olive Drab Green Cadmium RoHS Compliant: No
RF/Coaxial Connector Adapter; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Tee Adapter, Plug-Jack-Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Right Angle Jack RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Straight; RG Cable Type:58, 59, 179, 316; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
USB B Field Threaded Jam Nut Recept To Solder Board Nickel RoHS Compliant: Yes
USB B Field Threaded Jam Nut Recept To Solder Board Green RoHS Compliant: No
USB B Field Threaded Jam Nut Recept To USB-A Recept Nickel RoHS Compliant: Yes
USB B Field Threaded Jam Nut Recept To USB-A Recept Green RoHS Compliant: No
USB B Field Threaded Plug Nickel RoHS Compliant: Yes
USB B Field Threaded Plug Green RoHS Compliant: No
USB B Field Threaded Square Flange Recept To Solder Board Nickel RoHS Compliant: Yes
USB B Field Threaded Square Flange Recept To Solder Board Green RoHS Compliant: No
USB B Field Threaded Square Flange Recept. To USB-A-Recept Nickel RoHS Compliant: Yes
USB B Field Threaded Square Flange Recept. To USB-A-Recept Green RoHS Compliant: No
TV 55C 55#22D SKT RECP
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:55; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:55; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-4
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-41
3.0V to 5.5V, 1.25Gbps/2.5Gbps LAN Laser Drivers
RS-485/RS-422 Transceivers with Preemphasis for High-Speed, Long-Distance Communication
Circular Connector; No. of Contacts:27; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:20-27
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Male
71-146310-06P
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:5; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; No. of Contacts:11; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-11
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT02; Number of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-7
Circular Connector; Body Material:Aluminum; Series:PT02; Number of Contacts:51; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket
PT 26C 26#20 SKT RECP
WIRE, PTFE, B, BROWN, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:Brown; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:8-2
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:8-3
PLUG RoHS Compliant: No
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:12-8
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:12-8
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-55
Circular Connector; Body Material:Aluminum; Series:PT02; Number of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-7
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
BNC RT.ANGLE PCB RECEPTCLE
	Yageo, Corp.
Hirose Electric USA, INC.
Electronic Theatre Controls, Inc.
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