

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						20113			MDS718			GS816			CED02N7			LM308A			00DT1			APT30M36			LT3988			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			SESA-1201-1B - 12 AMP SUPER-EFFICIENT RECTIFIERS 



		
			
					
						
						[image: SESA-1201-1B_5498612.PDF Datasheet]



					
				
					 		
	Part No.	SESA-1201-1B SESA-1201-2B 12SPR01   

	Description	12 AMP SUPER-EFFICIENT RECTIFIERS 
 

	File Size	448.13K  / 
						2 Page	 
	

						Maker	
						[image: ]


						 DIOTEC Electronics Corporation 
 DIOTEC Electronics Corp...
 
						










	
						
						




						

	Homepage	
						http://www.diotec-usa.com/
	Download	[ 
						SESA-1201-1B SESA-1201-2B 12SPR01  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						SESA-1201-1B SESA-1201-2B 12SPR01  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[SESA-1201-1B SESA-1201-2B 12SPR01  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for SESA-1201-1B ] 


					[ Price & Availability of SESA-1201-1B by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : 12 AMP SUPER-EFFICIENT RECTIFIERS   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	GI2404 	16 AMP SUPER-EFFICIENT RECTIFIERS
	DIOTEC

	SEDR-1000-1B SEDR-1000-2B 	10 AMP SUPER-EFFICIENT RECTIFIERS
	DIOTEC Electronics Corporation

	SEDR-600-2B SEDR-600-1B 	6 AMP SUPER-EFFICIENT RECTIFIERS
	DIOTEC Electronics Corporation

	8SPR01 8SPR02 8SPR03 8SPR04 8SPR05 	8 AMP SUPER-EFFICIENT RECTIFIERS
	DIOTEC Electronics Corporation

	SPR1001C SPR1002C SPR1003C SPR1004C SPR1005C 	10 AMP SUPER-EFFICIENT RECTIFIERS
	DIOTEC Electronics Corporation

	LTC6247IKCTRMPBF LTC6247IKCTRPBF LTC6247CKC LTC624	180MHz, 1mA Power Efficient Rail-to-Rail I/O Op Amps
180MHz, 1mA Power Efficient Dual Rail-to-Rail I/O Op Amps, 10-Lead MSOP, Temperature Range: 0&#176;C to 70&#176;C, Tape and Reel DUAL OP-AMP, 3000 uV OFFSET-MAX, 180 MHz BAND WIDTH, PDSO10
180MHz, 1mA Power Efficient Dual Rail-to-Rail I/O Op Amps, 8-Lead MSOP, Temperature Range: 0&#176;C to 70&#176;C DUAL OP-AMP, 3000 uV OFFSET-MAX, 180 MHz BAND WIDTH, PDSO8
180MHz, 1mA Power Efficient Single Rail-to-Rail I/O Op Amps, 6-Lead SOT, Temperature Range: &#150;40&#176;C to 125&#176;C, Tape and Reel OP-AMP, 3000 uV OFFSET-MAX, 180 MHz BAND WIDTH, PDSO6
180MHz, 1mA Power Efficient Dual Rail-to-Rail I/O Op Amps, 8-Lead SOT, Temperature Range: &#150;40&#176;C to 125&#176;C, Tape and Reel DUAL OP-AMP, 3000 uV OFFSET-MAX, 180 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	HER104 HER101-UF4001 HER102-UF4002 HER103-UF4003 H	1.0 AMP. HIGH EFFICIENT RECTIFIERS
	Yangzhou yangjie electronic co., ltd

	31GF7 	Super Fast Recovery Pack: DO-201AD
ULTRAFAST EFFICIENT GLASS PASSIVATED RECTIFIER VOLTAGE?00V CURRENT 3.0A
	Gulf Semiconductor
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