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	Part: NA18100-300901
	Maker: N/A
	Pack: N/A
	Stock: 51
	Unit price 
									for :
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	NA-813 	Supports Intel Hyper-threading technology
	Axiomtek Co., Ltd.

	JM80547PG1041M 	Supporting Hyper Threading
	Intel

	PMB-601LF 	Intel Q965 ATX Motherboard Supports Intel Core 2 Duo Processors
   Intel Q965 ATX Motherboard Supports Intel Core 2 Duo Processors
	Protech Systems Co., Ltd.
Protech Systems Co., Lt...

	SHB213 	Supports Intel? HD graphics
	Axiomtek Co., Ltd.

	ICO300-MI 	Supports Intel Atom processor E3815 (1.46GHz)
	Axiomtek Co., Ltd.

	FW82371EB 	Intel? 82371AB PIIX4, Intel? 82371EB PIIX4E, Intel? 82371MB PIIX4M
	Intel Corporation

	USC1850-BM-L24 USC1850-BM-C24 USC1850-CI-DIE USC18	Intel® Server Accessory AXX6DRV3GEXP
Intel® Server Accessory FXX830WPSUSPP, 830-Watt Redundant Power Supply. For SC5400BRP and SC5400LX
Intel® Server Accessory FXXRIGPKG
Intel® Server Accessory FXX6DRV3GEXPBRD, Board for AXX6DRV3GEXP Backplane
Intel® Server Accessory FALBRIDGE, Bridge Board. For SR1500, SR1550 and SR2500
Intel® Server Accessory AXX6SCSIDB
Video DAC without Color Palette 视频DAC没有调色
Intel&#174; Server Accessory AXX6DRV3GEXP 视频DAC没有调色
Intel&#174; Server Accessory FXXRIGPKG 视频DAC没有调色
	Glenair, Inc.
PLX Technology, Inc.
Harris, Corp.
TE Connectivity, Ltd.
Silicon Laboratories, Inc.
Bourns, Inc.

	GD82559C 	Intel-Based Electronic Classroom Student Computing Station Based on the Intel? Celeron Processor and Intel? 810 Chipset
	Intel Corporation

	LAA676 LOA676 LAA676-R1S2-1 LAA676-Q1R1-1 LOA676-Q	Hyper SIDELED Hyper-Bright LED
	Osram Opto Semiconductors GmbH

	LYR976 LSR976 	Hyper CHIPLED Hyper-Bright LED
	OSRAM GmbH

	Q62703-Q3860 LSM776 LSM776-MQ LSM776-N LSM776-NR L	Hyper Mini TOPLED RG Hyper-Bright LED 超迷你TOPLEDRG超高亮LED
Hyper Mini TOPLED RG Hyper-Bright LED SINGLE COLOR LED, ORANGE, 1.4 mm
Hyper Mini TOPLED RG Hyper-Bright LED SINGLE COLOR LED, AMBER, 1.4 mm
Hyper Mini TOPLED RG Hyper-Bright LED SINGLE COLOR LED, SUPER RED, 1.4 mm
SX Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 125 Vac, 1 A, Pin Plunger Actuator, Solder Termination
SX Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 125 Vac, 1 A, Pin Plunger Actuator, Quick Connect Termination
	SIEMENS AG
Siemens Group
SIEMENS[Siemens Semiconductor Group]

	Q62703-Q3278 Q62703-Q3284 LST776 LST776-NR LST776-	SCR PHASE CONTROL 1200V 16A TO64
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:42 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Temperature Max:105 C; Voltage Nom.:600V RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:42 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Temperature Max:105 C RoHS Compliant: Yes
SX Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 125 Vac, 1 A, Pin Plunger Actuator, Solder Termination
Hyper TOPLED RG Hyper-Bright LED SINGLE COLOR LED, SUPER RED, 2.4 mm
Hyper TOPLED RG Hyper-Bright LED SINGLE COLOR LED, ORANGE, 2.4 mm
Hyper TOPLED RG Hyper-Bright LED 超TOPLED的RG超高亮LED
Hyper TOPLED RG Hyper-Bright LED SINGLE COLOR LED, AMBER, 2.4 mm
	Siemens Semiconductor G...
SIEMENS[Siemens Semiconductor Group]
Siemens Group
SIEMENS AG
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