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			 Related Part Number
	
					PART	Description	Maker
	609-1312-120 609-2312-120 609-1212-130 609-1112-14	LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 6.1 mm
LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 8.89 mm
LED Lamp; LED Color:Green; Luminous Intensity:110ucd; Forward Current:15mA; Forward Voltage:12VDC; Operating Temperature Range:-25 C to C; Color:Green; Leaded Process Compatible:No; Lens Color:Green RoHS Compliant: No SINGLE COLOR LED, GREEN, 6.1 mm
SINGLE COLOR LED, RED, 6.1 mm
	Dialight PLC
DIALIGHT CORP

	559-6001-007F 559-6201-003F 559-6001-001F 	LED Lamp; Color:Blue; Luminous Intensity (MSCP):650ucd; LED Color:Blue; Lens Style:(H x Dia) 15.88 x 7.41 mm; Lens Width:5"; Mounting Type:Through Hole; Terminal Type:PCB Leaded T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm
T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm 2 PIN
T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm 2 PIN
	Dialight PLC

	558-0302-001F 	LED Lamp; Bulb Size:3mm; LED Color:Yellow; Luminous Intensity:12.6mcd; Viewing Angle:60 ; Forward Current:12mA; Forward Voltage:5V; Operating Temperature Range:-40 C to  85 C; Color:Yellow RoHS Compliant: Yes T-1 SINGLE COLOR LED, YELLOW, 3 mm
	Dialight PLC

	KPTB-1612ESGC 	1.6x1.2mm BI-COLOR SMD CHIP LED LAMP DUAL COLOR LED, HIGH EFFICIENCY RED/SUPER BRIGHT GREEN, 1.25 mm
	Kingbright, Corp.

	QTLP630 QTLP630C QTLP630C-2 QTLP630C-3 QTLP630C-4 	   SURFACE MOUNT LED LAMP STANDARD BRIGHT 0805
Yellow Surface Mount LED Lamp - Standard Bright 0805
Green Surface Mount LED Lamp - Standard Bright 0805
AlGaAs Red Surface Mount LED Lamp - Standard Bright 0805
HER Surface Mount LED Lamp - Standard Bright 0805
Cree 430nm Blue Surface Mount LED Lamp (0805) Chip Type - Water Clear
SURFACE MOUNT LED LAMP STANDARD BRIGHT 0805 SINGLE COLOR LED, YELLOW, 1.4 mm
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]

	TLSU1002AT02 TLGU1002AT02 TLPGU1002AT02 EA09751 TL	TOSHIBA LED lamp. Color amber. Peak emission wavelength(typ) @20mA 596 nm. Luminous intensity @20mA 8.5(min), 30(typ) mcd.
TOSHIBA LED lamp. Color yellow. Peak emission wavelength(typ) @20mA 590 nm. Luminous intensity @20mA 8.5(min), 30(typ) mcd.
LED LAMP PANEL CIRCUIT INDICATOR
From old datasheet system
TOSHIBA LED lamp. Color pure-green. Peak emission wavelength(typ) @20mA 562 nm. Luminous intensity @20mA 1.53(min), 6(typ) mcd.
TOSHIBA LED lamp. Color green. Peak emission wavelength(typ) @20mA 574 nm. Luminous intensity @20mA 8.5(min), 30(typ) mcd.
	TOSHIBA[Toshiba Semiconductor]
Marktech Optoelectronics

	QTLP601C-AG QTLP601C-E QTLP601C-IB QTLP601C-IG QTL	SURFACE MOUNT LED LAMP SINGLE COLOR LED, BLUE, 1.2 mm
SURFACE MOUNT LED LAMP SINGLE COLOR LED, YELLOW, 1.2 mm
SURFACE MOUNT LED LAMP SUPER BRIGHT 0603 (0.6 mm Height)
InGaN True-Green Surface Mount LED Lamp - Super Bright 0603 (0.6 mm Height)
Yellow Surface Mount LED Lamp - Super Bright 0603 (0.6 mm Height)
	Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	HLMP-3466-F0001 HLMP-3466-F0002 HLMP-3366-H0002 HL	的T 1 3 / 4毫米）超薄LED
Half pitch interface connectors (General); HRS No: 230-5056-0 00; No. of Positions: 68; Operating Temperature Range (degrees C): -55 to 85; General Description: One-touch lock plug cover; Overmold type
HLMP-3351-F0002 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3351-F00R1 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3351-F0001 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3451-F0001 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3451-F0000 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3451-D0000 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3451-F0002 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3351-D0002 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3451-D0002 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3568-F0002 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3568-F0001 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3451-EFB00 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3554-E00R1 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3554-E0002 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3554-E0001 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3366-H0001 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3366-H0002 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3466-F0002 · T-1 3/4 (5 mm) Low Profile LED Lamp
HLMP-3466-F0001 · T-1 3/4 (5 mm) Low Profile LED Lamp
	Agilent (Hewlett-Packard)

	QTLP670C-AG QTLP670C-E QTLP670C-IB QTLP670C-IG QTL	Yellow-Orange Surface Mount LED Lamp - Super Bright PLCC-2
InGaN White Surface Mount LED Lamp - Super Bright PLCC-2
Yellow Surface Mount LED Lamp - Super Bright PLCC-2
Red - (640nm) Surface Mount LED Lamp - Super Bright PLCC-2
Red Surface Mount LED Lamp - Super Bright PLCC-2
InGaN True-Green Surface Mount LED Lamp - Super Bright PLCC-2
SURFACE MOUNT LED LAMP SUPER BRIGHT PLCC-2
LJT 6C 6#12 SKT RECP
SURFACE MOUNT LED LAMP SINGLE COLOR LED, YELLOW, 2.4 mm
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	568-0303-232 568-0102-222 568-0301-111F 568-0704-4	3mm LED CBI Circuit Board Indicator Quad-Level T-1 DUAL COLOR LED ARRAY, YELLOW/GREEN, 3 mm
3mm LED CBI Circuit Board Indicator Quad-Level T-1 SINGLE COLOR LED ARRAY, GREEN, 3 mm
LED Lamp; Bulb Size:3mm; LED Color:Red/Red/Red/Red; Luminous Intensity:4ucd; Viewing Angle:60 ; Forward Current:10mA; Forward Voltage:5V; Operating Temperature Range:-40 C to  C; Color:Red/Red/Red/Red; Input Current:10mA RoHS Compliant: Yes
LED Lamp; Leaded Process Compatible:Yes
   3mm LED CBI Circuit Board Indicator QUAD-LEVEL
	Dialight PLC
DIALIGHT CORP
Dialight Corporation

	L117EGW L117EYW L117GYW 	2 x 5 mm bi-color rectangular LED lamp. Green, yellow.  Lens type white diffused.
2x5mm BI-COLOR RECTANGULAR LED LAMPS
	Kingbright Electronic
Kingbright Corporation
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