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			 Related Part Number
	
					PART	Description	Maker
	AQZ102D AQZ202D AQZ205D AQZ204D AQZ207D AQZ107D AQ	Power photoMOS relay (voltage sensitive type). AC/DC type. Output rating: load voltage 200 V, load current 0.9 A.
Power photoMOS relay (voltage sensitive type). AC/DC type. Output rating: load voltage 400 V, load current 0.45 A.
Power photoMOS relay (voltage sensitive type). AC/DC type. Output rating: load voltage 60 V, load current 2.7 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 200 V, load current 1.1 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 100 V, load current 2.3 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 400 V, load current 0.6 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 60 V, load current 3.6 A.
POWER PhotoMOS RELAYS (Voltage Sensitive Type)
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	AQW214EHA AQW214EH AQW214EHAX AQW214EHAZ AQW210EHA	PhotoMOS relay, GU (general use), E-type, 2-channel (form A) type. I/O isolation: reinforced 5,000V. AC/DC type. Output rating: load voltage 400 V, load current 100 mA. Through hole terminal.
PhotoMOS relay, GU (general use), E-type, 2-channel (form A) type. I/O isolation: reinforced 5,000V. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Surface-mount trminal. Picked from the 1/2/3/4-pin side.
PhotoMOS relay, GU (general use), E-type, 2-channel (form A) type. I/O isolation: reinforced 5,000V. AC/DC type. Output rating: load voltage 400 V, load current 100 mA. Surface-mount trminal. Picked from the 1/2/3/4-pin side.
PhotoMOS relay, GU (general use), E-type, 2-channel (form A) type. I/O isolation: reinforced 5,000V. AC/DC type. Output rating: load voltage 400 V, load current 100 mA. Surface-mount trminal. Picked from the 5/6/7/8-pin side.
PhotoMOS relay, GU (general use), E-type, 2-channel (form A) type. I/O isolation: reinforced 5,000V. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Surface-mount trminal. Picked from the 5/6/7/8-pin side.
GU (General Use)-E Type 2-Channel (Form A) Type 顾（一般使用）- E通道（A型）
PhotoMOS relay, GU (general use), E-type, 2-channel (form A) type. I/O isolation: reinforced 5,000V. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Through hole terminal.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
Electronic Theatre Controls, Inc.

	AQV210EAX AQV210EHAX AQV214EAX 	PhotoMOS relay, GU (general use) E-type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) E-type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) E-type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
	Matsushita Electric Works(Nais)

	AQW454 AQW454AZ AQW454A AQW454AX 	PhotoMOS relay, HE (high-function economy) [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 120 mA. Surface mount terminal. Picked from the 5/6/7/8-pin side.
PhotoMOS relay, HE (high-function economy) [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 120 mA. Surface mount terminal. Picked from the 1/2/3/4-pin side.
PhotoMOS relay, HE (high-function economy) [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 120 mA. Through hole terminal.
HE (High-function Economy) Type [2-Channel (Form B) Type] 他（高功能经济）类型[2通道（表B）型]
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
Panasonic, Corp.

	AQY221N1SX AQY221N1SZ 	PhotoMOS relay, RF (radio frequency). C x R 20 type. AC/DC type. Output rating: load voltage 40 V, load current 120 mA.
	Matsushita Electric Works(Nais)

	AQV414SX 	PhotoMOS relay, GU (general use) type [1-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 100 mA.  Picked from the 1/2/3-pin side
	Matsushita Electric Works(Nais)

	RIF-3-RPT-LDP-24DC 	Pre-assembled relay module with push-in connection, consisting of: relay base, power contact relay, and retaining bracket
	PHOENIX CONTACT

	RIF-3-RPT-LV-120AC 	Pre-assembled relay module with push-in connection, consisting of: relay base, power contact relay, plug-in display/suppressor module, and retaining bracket.
	PHOENIX CONTACT

	PVG612 	Power MOSFET Photovoltaic Relay Microelectronic Power IC Relay Single Pole, Normally Open, 0-60V, 1.0A AC/ 2.0 A DC
	IR
International Rectifier

	PVN012 	Power MOSFET Photovoltaic Relay Microelectronic Power IC Relay Single Pole/ Normally Open/ 0-20V/ 2.5A AC/ 4.5A DC
	International Rectifier
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