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			 Related Part Number
	
					PART	Description	Maker
	ADUM5401ARWZ1 ADUM5401ARWZ2 ADUM5401CRWZ1 ADUM5401	Quad-Channel Isolators with Integrated DC-to-DC Converter
Quad-Channel Isolators with Integrated DC/DC Converter; No of Pins: 16; Temperature Range: Industrial SPECIALTY ANALOG CIRCUIT, PDSO16
	Analog Devices, Inc.
ANALOG DEVICES INC

	CAT5259YI-00 CAT5259WI-50 	DPP, NV, Quad 256 taps, I<sup>2</sup>C QUAD 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
DPP, NV, Quad 256 taps, I<sup>2</sup>C QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
	ON Semiconductor

	ISL2234909 ISL22349WFV14Z 	Quad Digitally Controlled Potentiometers QUAD 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 128 POSITIONS, PDSO14
   Quad Digitally Controlled Potentiometers
	Intersil Corporation
Intersil, Corp.

	X9259US24 X9259US24-2.7 X9259US24I X9259US24I-2.7 	Single Supply/Low Power/256-Tap/2-Wire bus QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
Single Supply/Low Power/256-Tap/2-Wire bus QUAD 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
	Intersil, Corp.
http://
Intersil Corporation

	MAX5115 MAX5116 MAX5115-MAX5116 MAX5115EEP MAX5116	Nonvolatile Quad 8-Bit DACs with 2-Wire Serial Interface
Nonvolatile, Quad, 8-Bit DACs with 2-Wire Serial Interface 非易失，四路位DAC线串行接
	MAXIM INTEGRATED PRODUCTS INC
MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	AD5305 AD5325 	2.5 V to 5.5 V, 500 A, 2-Wire Interface Quad Voltage Output 12-Bit DAC in a 10-Lead MicroSOIC Package
2.5 V to 5.5 V, 500 A, 2-Wire Interface Quad Voltage Output 8-Bit DAC in a 10-Lead MicroSOIC Package
 2.5V to  5.5V, 500uA, Quad Rail-to-Rail, Voltage Output 8/10/12-Bit DACs
	Analog Devices

	X9250TS24ZT1 	Quad Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
	Intersil, Corp.

	X9400YP24I-2.7 X9400WV24-2.7T1 X9400WV24I-2.7T1 X9	Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-PDIP QUAD 2.5K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDIP24
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP T&amp;R QUAD 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP T&amp;R QUAD 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC T&amp;R QUAD 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	Intersil, Corp.
INTERSIL CORP

	RER45F2900RC02 RER50F1540RC02 RER75FR562RC02 R787R	RES WW 290 OHM 1% 10W  20PPM/ C 0.01% AXL FLANGE MNT - Bulk
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 154 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 100 ppm, 0.562 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 5 W, 1 %, 100 ppm, 0.787 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 10 W, 1 %, 50 ppm, 2.94 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 2.94 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 100 ppm, 0.13 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 100 ppm, 0.133 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 100 ppm, 0.137 ohm, CHASSIS MOUNT
Wirewound Resistors, Military/Established Reliability MIL-PRF-39009 Qualified, Type RER, R Level
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 105 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 10000 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 115 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 1150 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 10 W, 1 %, 20 ppm, 1210 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 5 W, 1 %, 100 ppm, 0.121 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 10 W, 1 %, 50 ppm, 10 ohm, CHASSIS MOUNT
RES WW 103 OHM 1% 10W  20PPM/ C 0.01% AXL FLANGE MNT - Bulk
Wire Wound Resistor, RESISTOR, WIRE WOUND, 10 W, 1 %, 20 ppm, 100 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 10 W, 1 %, 20 ppm, 1000 ohm, CHASSIS MOUNT
RES WW 120 OHM 1% 10W  20PPM/ C 0.01% AXL FLANGE MNT - Bulk
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 100 ppm, 0.301 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 100 ppm, 0.301 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 5 W, 1 %, 100 ppm, 0.301 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 20 ppm, 11500 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 50 ppm, 10.7 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 20 ppm, 118 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 20 ppm, 113 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 10.7 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 5 W, 1 %, 50 ppm, 11.5 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 10 W, 1 %, 20 ppm, 1100 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 10 W, 1 %, 50 ppm, 10.5 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 20 ppm, 121 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 50 ppm, 10 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 30 W, 1 %, 20 ppm, 100 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 110 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 1210 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 50 ppm, 11.8 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 100 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 50 ppm, 10 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 113 ohm, CHASSIS MOUNT
Wire Wound Resistor, RESISTOR, WIRE WOUND, 20 W, 1 %, 20 ppm, 124 ohm, CHASSIS MOUNT
	Vishay Dale
Vishay Siliconix

	CY24488ZXC CY24488ZXCT 	Quad PLL Clock Generator with Two-Wire Serial Interface
	Cypress

	AD5307 AD5305BRM AD5305BRM-REEL AD5305BRM-REEL7 AD	2.5 V to 5.5 V, 500 uA, 2-Wire Interface Quad Voltage Output, 8-/10-/12-Bit DACs
	Analog Devices
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