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			 Related Part Number
	
					PART	Description	Maker
	RC16M23K 	Size 16 Soild Machined Contacts
	ETC

	DA15SHG2A DB25SHG2A DC37SHG2A DD50SHG2A DE09SHG2A 	   D-SUBMINIATURE RIGHT ANGLE MACHINED CONTACT
	Adam Technologies, Inc.

	VERTICAL SOLDERCUP 772-E09-113R001 772-E15-113R051	MALE-DIP SOLDER-MACHINED
MALE-DIP SOLDER-MACHINED-ECONOMY
	List of Unclassifed Manufacturers

	DRTH06A06R DRTH06B06R DRTH06D06R DRTL06A06R DRTL06	Soild State Relay Timer
	Crydom Inc.,

	MT3370BS1 MT3370/BN1 	Wide Dynamic Range DTMF Receiver
SWITCH, SPDT, CTR OFF LOCKING; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, RoHS Compliant: Yes
	Zarlink Semiconductor Inc.

	ECST1CX106R ECST1AXXXXX 	(ECSTxxxx) Surface mount Type Tantalum Soild Electrolytic Capacitors
	Panasonic

	2SMC-2R-XX-1-GT 	MACHINED FEMALE HEADER
	Adam Technologies, Inc.

	SPD-020-XXX-BC-1X SPD-030-XXX-BC-1X 	Sockets DIP Machined Pins
	Champion

	50011-8000 50011-8100 	Crimp Socket Contact; Wire Size (AWG):30-24; Contact Current:2A; Contact Plating:Tin; Series:50011; Strip Length:2.1mm; Operating Temp. Min:-20 C; Pitch Spacing:2mm; Reel Quantity:10000; Voltage Rating:125V RoHS Compliant: Yes
Crimp Socket Contact; Wire Size (AWG):30-24; Contact Plating:Tin; Series:50011; Strip Length:2.1mm; Operating Temp. Min:-20 C; Pitch Spacing:2mm; Voltage Rating:125V RoHS Compliant: Yes
	MOLEX INC
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