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			 Related Part Number
	
					PART	Description	Maker
	5PNR-3538Z 332PN-3489Z 332PN-3490Z 332PN-3491Z 332	Variable Coils
Inductance Range(uH) = 56.0
Inductance Range(uH) = 82.0
Inductance Range(uH) = 120.0
Inductance Range(uH) = 470.0
	http://
TOKO Inc.
TOKO[TOKO, Inc]
TOKO, Inc.

	DFE18SANR47ME0 	When rated current is applied to the products, inductance will be within 30% of initial inductance value range
	Murata Manufacturing Co...

	DFE18SANR24ME0-18 	When rated current is applied to the products, inductance will be within 30% of initial inductance value range
	Murata Manufacturing Co...

	DFE18SANR47MG0 	When rated current is applied to the products, inductance will be within 30% of initial inductance value range
	Murata Manufacturing Co...

	PG1083.472NL PG1083.102NL PG1083.103NL PG1083.152N	Inductance Range
	Pulse A Technitrol Company

	1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-R	RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity
	BOURNS INC
Bourns Electronic Solut...

	PM3316-150M 	Inductor; Series:PM3316; Inductance:15uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:3.1A; Leaded Process Compatible:No; Mounting Type:Surface Mount; Packaging:Tape And Reel
	BOURNS INC

	5800-123-RC 5800-102-RC 5800-152-RC 5800-121-RC 58	High I , Axial Choke 1 ELEMENT, 12000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
RF Choke; Series:5800; Inductance:1mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.2A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:2.3ohm
RF Choke; Series:5800; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.158A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:3.45ohm
RF Choke; Series:5800; Inductance:120uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.508A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.283ohm
VW-1 rated shrink tubing to cover winding
	Bourns, Inc.
BOURNS INC
Bourns Electronic Solutions
Bourns Electronic Solut...

	PM3340-100M-RC PM3340-102M-RC 	Power Inductor; Series:PM3340; Inductance:10uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:3.5A; DC Resistance Max:0.033ohm; Leaded Process Compatible:Yes
Power Inductor; Series:PM3340; Inductance:1mH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.1A; DC Resistance Max:2.0ohm; Leaded Process Compatible:Yes
	BOURNS INC

	CD4049UBT 5962R9663601TXC 5962R9663601TEC CD4049UB	INDUCTOR, AXIAL, 15UH; Inductor type:High Frequency / RF; Inductance:15uH; Tolerance, inductance: /-10%; Resistance:0.6R; Current, DC max:610mA; Frequency, resonant:20MHz; Case style:Axial; Q factor:60; Material, core:Ferrite; RoHS Compliant: Yes
CMOS Hex Buffer/Converter
	Intersil Corporation



				
	 
	 Related keyword From Full Text Search System
	

					
						PG1083472NL npn	
						PG1083472NL ic查尋	
						PG1083472NL filetype:pdf	
						PG1083472NL Port	
						PG1083472NL planar
	
						PG1083472NL Speed	
						PG1083472NL purpose	
						PG1083472NL circuit	
						PG1083472NL for sale	
						PG1083472NL informacion de


				
	 



		 


	
		
Price & Availability of PG1083472NL 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.11757016181946















